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Township 23 South, Range 8% East

|

Chains

7.60

16.30

The east boundary of T. 23 S., R, 8% E., was surveyed concur-
rently under this group as the west boundary of T. 23 5., R/ 9 E,

The following field notes are those of the survey of a portion

* of the east boundary of T, 23 S., R. 8 E. and the south boundary

and a portlon of the subd1v151onal llnes of T, 23 S., R. 83 E,

The survey was executed with a Buff and Buff solar transit, No.
23831, constructed in accordance with the standard specifications
of the Bureau of land Management. The instrument was in good
condition, having been placed in proper adjustment prior to the

" beginning of the field work, and was tested and checked frequently

during the progress of the survey.

The directions of all lines herein reported are determined by
deflecting from meridians established by observations upon Polaris
and the sun,

Corners on latitudinal lines were set on the true latitudinal
curve, Lines connecting previously established corners were run
by the random and true method, but for simplification of the record
the random lines are omitted from the field notes,

The measurements were made with steel tapes, eight chains in
length; these tapes were graduated every link for the first chain
and thereafter at intervals of ten links. The tapes were tested
by comparison with a standard steel tape, one chain in length, and
found correct. The measurements were made on the slope, the
vertical angle of each interval determined by the use of clinom-
eters, and the slope distances properly reduced to the horizontal
equivalents, which appear in these notes. All the lines of this
survey were run by direct methods where the lines are accessible;
the inaccessible lines were run by traverse or triangulatiocn
methods. The details of such traverses or triangulations have
been thoroughly verified, and in order to simplify the record, the
diagrams and reductions are omitted from these field notes,

The geographic value for the southeast corner of section 36 is
latitude 38° 45! 53" N., and longitude 110° 57' 54" W., as computed
from U.5.G.S. triangulation station "Cat".

The magnetic declination Was read at a number of stations
throughout the township, and the average of the several readings
was found to be 16° 02' E.

Survey of a Portion of the East Boundary of T. 23 S., R, 8 E,

From the true point for the cor. of Ts. 23 and 24 S., R, 8 E.,
from which the witness cor. bears South, 3 chs. dist., mkd. by a
2— in. iron post, set as described in the field notes of T. 24 S.,
R. 9 E., surveyed concurrently under this same group.

North, along the E. bdy. of sec. 36.

Over broken sandstone land, dralnlng westerly; desc, 120 ft. along
broken NW. slope.’

Wash, course SW.; asc. 340 ft. over abrupt broken sandstone on
S. slope.

Spur, projects S. 80° W., desc. 250 ft. along broken sandstone
on N, slope.
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Survey of a Portion of the East Boundary of T. 23 5., R, 8 &,

\Chaigé l

26420 Wash, course westerly; asc. abruptly 120 ft. over broken sandstone
) on 5. slope.

Asc. 170 ft. over broken sandstone ledges on S. slope.

34.80 | Ridge, bears N, 70° E. and S. 80° W,; desc. 10 ft. along broken
sandstone on W, slope.

40,00 Point for the % sec. cor. of sec. 36, T. 23 5., R. 8 E.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins. in the
ground, and in a mound of stone, 3% ft. base, to top of post,
with brass cap mkd.
ey
4
S 36
1955

42.20 Beginning of abrupt descent; desc. 110 ft. over broken sandstone
along NE. slope.

46,50 Bottom of abrupt descent, bears NW. and SE.; desc. 60 ft. along
NE. slope.

55.70 Wash, course NW.; asc. 10 ft. along S. slope.
61.50 Spur, slopes NW.; desc. 20 ft. over N. slope.
63.20 Wash, course W.; asc. 130 ft. over broken sandstone on S. slope.

69.22 Point for the 4 sec. cor. of sec. 36, T. 23 5., R. 8% E., at
midpoint between the closing cor. of secs. 25 and 36, T. 23 S.,

R. 8% E., and the closing cor. of T. 23 S., R. 84 E. and T. 24 S.,
R, 9 E., hereinafter described.

70.70 Ridge, bears E. and W.; desc. 30 ft. along broken NW. slope.
80.00 Point for the cor. of secs. 25 and 36, T. 23 S., R, 8 E.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the
ground, and in a mound of stone, 3% ft. base, to top of post,
with brass cap mkd.

T23S
RGE R83E
52
5521536
1955

Land, rolling and broken sandstone, draining westerly into Cat
Canyon. ' ’

Soil, shallow sandstone on sandstone.

Timber, scattered serub juniper and pinon.

North, along the E. bdy. of sec. 25.

Over rolling and broken sandstone, draining northwesterly into
Cat Canyon, through scattered scrub juniper and pinon; desc.
100 ft. along broken NE, slope. | ‘

10,40 Wash, course NW.; asc. 40 ft. along SW. slope.

U. 5. GOVERNMENT PRINTING OFFiCe 16--28520~1



Survey of a Portion of the Bast Boundary of T. 23 S., R, 8 E,

Chains
" 16,50
29,20

14.30

27.20
38.00

40,00

47.77

48431

Sl.mr, sl&pes N¥.; desc. 150,ft..aloné broken NE. slope.

Point for the closing cor. of secs. 25 and 36, T, 23 S., R. 8} E
hereinafter described. . .

Discontinue survey.
land, r¢lling and broken sandstone, draining northwesterly into

Cat .Canyon.
Soil, shallow sand on sandstone.

Timber,.scattered‘scrub.juniper and pinon.,

Survey of the South Boundary of T. 23 S., R. 8% E,

From the cor, of Ts. 23 S,, Rs. 8% and 9 E,, mkd. by an iron post
2— ins. diam., set as described in the field notes of T, 23 S.
R. 9 E., surveyed concurrently under this same group.

West, along the S. bdy. of sec. 36, T. 23 S., R, 8% E,

. Over very broken sandstone, draining.northerly, through scattered

pinon and juniper; asc. 40 ft. along N. slope.

Top of ascent, slopes N¥.; desc. 90 ft. along broken sandstone on
NW, slope. . . .

Head of draw, course NW,; asc. 100 ft. along NE. slope,

P01n§ selected for the witness z sec. cor. of sec. 36, T, 23 S.
R, 85 E,

Set an iron post, 30 ins. long, 2% ins. diaﬁ., 8 iﬂs. in the
ground, and in a mound of stone, 4 ft. hase, to top of post,
with brass cap mkd.
wW_1 536
-~
c "1955 -

- Ridge, bears NW. and SE.; desc. 240-ft. over broken sandstone

ledges, along SW, slope to closing Tp. cor.

True point for the % sec. cor. of sec. 36, falls on inaccessible
face of ledge. :

Point selected for the witness c¢losing cor. for T. 23 S., R. 8% E.
and T. 24 S., R, 9 E. »

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the
ground, and in a mound of stone, 4 ft base, to top of post,

with brass cap mkd.

T23S T23S
. RB3E
W S36[536 C
. c S6 C-
‘ R9E -
1955

Intersect the W bdy. of the townahlp and true point for the

closing cor. of T, 23 S., R, 8 E; and T. 24, S., R, 9 E., falls
on the face of sandstone ledge, unable to set in true position.
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_ Survey of the South Boundary of T. 23 S., R, 8% E.

Chains

7.90
17.80

21.10

30.40
37,70

LO. oo

42,60
4770

48422

From this point, the true point for the cor. of Ts., 23 and 24 S.,
R. 8-E., bears South,-29.24 chs. dist. . .

Land, very broken sandstone, draining westerly. .
Soil, shallow sand, with considerable sandstone outeroppings.
Timber, scattered scrub juniper and pinon.

Survey of a Portion of the Subdivision of T. 23 S., R. 8 E,

27,70

From the true point for the cor. of secs. 25, 30, 31 and 36, on

the E. bdy. of the township, from which its witness cor., mkd. by
a 2% in. iron post, bears South, 1 ch. dist., set as described in
the field notes of T. 23 S., R. 9 E,, surveyed concurrently under

this same group.

West, bet, secs. 25 and 36.

.Over very broken sandstone land, draining northerly, through

scattered scrub juniper and pinon; desc. 90 ft. along broken W,

- slops. :

Wash, course NW., turning to the W.; continue along N. slope on
S. side of wash. :

Wash, course NE. about 2 chs, dist. to junction with wash from
the E.; asc. 110 ft. over broken sandstone-ledges; on E. slope.

Spur, projects-N,.; dese, 110:-ft. along broken sandstone ledges
on NW, slope.

Wash, course N,; asc. 180 ft. over broken sandstone ledges on

E, slope.

Rim, bears N, and S.; asc. 30 ft. over top of spur, on E. slope.
Top of ascent, on spur, slopes N,
Point for the 4 sec. cor. of secs. 25 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

1 52
5 36
1955

Desc. 10 ft. over top of spur, on W. slope.

" Rim, bears NW:"and SE.; desc, 110 ft. over broken sandstone ledges,

along SW. slopes

Wash, course NW, about 1 chain to junction with wash from SW.,
thence northerly; asc. 5 ft. along NE. slope to cor.

Intersect W, bdy. of the township., Point for the closing cor,
of secs. 25 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins. in the
ground, and in 2 mound of stone, 4 ft. base, to top of post,
with brass cap mkd,

U. 5. GOVENNMENT PRINTING OFFICE 16—28520-1




Survey of a Portion of the Subdivision of T, 23 S., R, 83 E,

Chaine !

1
Dot st -

i

T238
H8E RE{E

% _C
52 %36 c
1955

From this point, the cor. of secs. 25 and 3, T. 23 £., K, B E,,
bears South, 29,20 chs, dist,

land, breken sandstone, draining northerly intc Cat Canyon.
Soil, shallow sand, with considerable sandrtone axposurse.,
Timber, scattered pinon and juniper.

True point for the 4 sec. cor. on tre W, bdy. of rec., 36, T, 23 €.,
R. €2 B.; at midpoint between the cloning cor. of T, 23 I., K, 84
E., and T, 2 &., Ry 9 X,, and the closing cor. of necs. 2¢ ard e,
T. 23 5., K, By K., falls on face of emmll ledge, unsafe 1lace

for cor.

Foint for the wi'tress cor. bears North, 1.%52 chr. dist.

Set san fren post, 3¢ ine, long, 2¢ i, diam., 1l irr, ir tre
greund, and in & msocund of astore, )t ft, rare, to top of jont,
®{th traes caj mad,
|
O T
v :
| I |
1444
Frea tre true point for tre § sec, ror. of sec, %, T, 23 0., Kk,

¢ E., Lte cor, of sece, 2 ard 3, T, .3 ., E. ¥ E,, vosrs
Xertr, 1(.78 ~te. aiet,

sereral] Lescrijpticn
The formaticn Yr sectien Y6, T, 21 . kR, F: E,, i broken
Lar pardstore, dreining rortherly and r rtlwesterly irte “at

“anyon.

The recticr s covered with scattered ‘unljer ard pirer, with
very iittle grare or undergrowt),

Tlo setllesert of the sectichr is imjracticatle due tc tie lack
of waler and Ule reughnaes cf tre terrair,
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1 Phll D, cmith, Cartographlic purvey Ald , HEREBY CERTIFY upon honor that, i
‘1st ___dayof.. April 199

pursuance of special instructions bearing date of the ...

_a portlon of the East Boundary of T. 25 Sea.Be B Ees

I have surveyed .

the south boundary and a portlon ol tr€ sSUDC]V S Bl Sntlili no.ne. 2l
Sen e O oo
of the _Salt Lake Meridian, in the Stateof . Utah o, whicha

represented in the foregoing field notes as having been executed by me and under my direction ; and th:
said survey has been made in strict conformity with said instructions, the Manual of Instructions for t!

Survey of the Public Lands of the United States, and in the specific manner described in the foregoi:

field notes. 7

Arril 12, 1056 R R e o
POt

salt Lalle Sitry, Utsh Certographic Lurvey Ald

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D.C., .\"_2 7 1958 19

The foregoing field notes of the survey of 2 _portlon of the Last Zoundary of T..

2% Siey. Fa.B laz.the South coundary and.a.portion.of the subdlvislion:
P YT W =L S0 YA | PG O N
executed by .Fhil L. omith . .

having been critically examined and found correct, are hereby approved.

CERHFICATE-OF-TRANSCRIPT

1 CERTIFY that the foregoing transcript of the field notes of the —fescribed surveys in ... .

,isa Wi}inal field notes.

e
-

l"lu'_e’{' Division AI{ Cadasixal L‘u;n'
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Township 23 South, Range 9 East

Chains

.50

The north and east boundaries of this township were surveyed by
H, W, Miller in 1922,

The following field notes afe those of the sﬁrvey of the south

. and west boundaries and a portion of the subdivision of T. 23 S.,

R. 9 E., deemed sufficient in extent to facilitate development of
the natural resources and mark the boundaries of those sections
that normally are considered State school sections.

The directions of all lines herein reported are determined by
deflecting from meridians established by observations upon Polaris
and the sun throughout the survey.

Corners on latitudinal lines were set on the true latitudinal
curve. Lines connecting previously established ‘corners were run
by random and true method, but for simplification of the record,
the random lines are omitted from the field notes.

The measurements were made with steel tapes, eight chains in
length; these tapes were graduated every link for the first chain
and thereafter at intervals of ten links. The tapes were tested
by comparison with a standard steel tape, one chain in length,
and found to be correct. The measurements were made on the slope,
the vertical angle of each interval determired by the use of
clinometers, and the slope distances properly reduced to horizontal
equivalents, which appear in these notes. All lines of this survey
were run by direct methods where the lines were accessible; the
inaccessible lines were run by traverse or triangulation methods.
The details of such traverses or triangulations have been thor-
oughly verified, and in order to simplify the record, the diagrams
and reductions are omitted from these field notes,

The geographic value for the southeast corner of the township

- is, latitude 38° 45! 53 N., longitude 110° 51* 15" W,, as

computed from U.S.G.S. Trlangulatlon Station “"McKay", located in
section 6, T, 24 S., R. 10 E.,

The magnetic declination was read at a number of stations
throughout the township, and the average of the several readings
was found to be 16° 02' E,

Survey of the South Boundary of T, 23 S., R. 9 E,

Beginning at the original cor. set for Ts. 23 and 2, S., Rs. 9 and
10 E., monumented with an iron post, 3 ins., diam., conforming to
the record of the 1922 survey. As this cor. now functions as the
cor., of Ts. 23 S., Rs. 9 and 10 E. only, alter the marks on the
brass cap to read

T238
R9E' R10E
S36]831

S 6
T24S R10E
1955
1922

West, on the 5. bdy. of sec. 36.

Over rolling and broken land draining westerly, through scattered
serub juniper and pinon; desc. 10 ft.

Wash, course NW.3 desc. 40 ft. along NW,. slope.




Survey of the South Boundary of T. 23 S., R, 9 E,

Chains

8.90

- 39.20

" 40.00

43.80

48.40

64.80

66.10

80,00

440
8.30
8.39

Recross wash, course SK.; road in wash, bears NE. and SN, Desc,
30 ft. along broken S. slope.

Point selected for the witness % sec, cor. of sec, 36.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

£ 536
1955

Desc. 20 ft. along abrupt broken SW., slope.

True point for the 4 sec. cor. of sec. 36, falls on abrupt broken
slope, unsafe place for cor,

Desc. 60 ft. along broken SW. slope.

Recross wash, course NW,; road in bottom of wash, bears NW. and
SE.

The closing cor. of Ts. 24 S., Rs. 9 and 10 E., deseribed in
the survey of T. 24 S., R, 10 E,

Asc. 70 ft. along broken NE, slope.

Road, bladed improved, from Tan Seep through Reds Canyon to
Tomsich Butte and the Muddy River, bears N, 10° W. and S.; asc.
10 Tt. along NE. slope.

Spur, slopes N.; desc. 210 ft. along broken NW. slope.
Point for the cor. of secs. 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins, in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

T235 ROE
S351836
S1
T24s5
1955

land, rolling and broken breaks of Reds Canyon.
Soil, red clay on shale,
Timber, scattered scrub juniper and pinon.

West, along the S. bdy. of sec. 35.

Along the bottom of a gulch, through scattered scrub juniper;
desc. 50 ft.

Wash, course northerly; asc. 90 ft. over abrupt E. slope.
Spur, slopes NE,

The % sec. cor. on the N. bdy. of sec. 1, described in the survey
of T. 2, 8., R. 9 E,

Desc. 150 ft. along abrupt NW. slope.
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Survey of the South Boundary of T. 23 S., R, 9 E,

Chains
19,00
23.40

39.00
40,00

41.60
%3410
44,00
48439

51.00

80.00

.60
4,00
8.38

13.40

Wash, course SW, about 5.00 chs. to junction with wash from the E.

Road, improved, from Tan Seep to Tomsich Butte, bears westerly and
NE.; continue along bottom of gulch; desc. 10 ft.

Racross road, bears easterly and NW.; desc. 10 ft.
Point for the § sec. cor. of sec. 35.

Set an iron post., 30 ins. long, 3} ins. diam., 15 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

4 S8 35.
1955
Descs 5 ft.
Recross wash, course NW.; asc., 50 ft. along NE. slope.
Spur, slopes N, 10° W.; desc. 30 ft. over W. 'slope.
Wash, course N, 10° W.; asc. 50 ft. along NE. slope.

The cor. of secs. l and 2 described in the survey of T, 24 S.,
R, 9 E,-

Asc. 20 ft. along broken NE. slope.

Top of ascent, on spur, slopes N.; desc. 130 ft. over a series
of minor spurs and small washes putting northerly.

Point for the cor. of secs. 34 and 35,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the
ground, and in a mound of stone, 4 ft base, to top of post,
with brass cap mkd. .

L . T235S R9E
~ 834|835

52

T24S

1955

Land, broken breaks of Reds Canyon.
Soil, red clay on shale,
Timber, scattered scrub juniper.

West, aiong the S, bdy. of sec. 34.

Desc., 10 ft. ‘

Wash, course N. 20° E.; asc. 20 ft. along NW, slope.
Spur, slopes NW,; desc. 30 ft. along broken NW, slope.

The 4 sec. cor. on the N, bdy. of sec. 2, described in the survey
of To 24 S’., R. 9'Eo

Desc. 100 ft. along broken NW. slope-into Heds Canyon,

Wash, in bottom: of Reds-Canyon, course-SW. from N.; continue along
bottom of canyon; desc. 20 ft. to-4 sec. cor,




Survey of the South Roundary of T.;23 S., R. 9 E.

! Chains '

24.50
29.30

31.40

38.70
40.00

48.37

51.50
61.40
64470
66.80

€7.80

80.00

Recross wash, course N. 80° W,
Recross wash, course SW,

Road, from Tan Seep to Tomsich Butte, at bend, bears N. 70° E.
and N. 70° .

Recross wash, caurse NW,

_Point for the % sec. cor. of sec. 34.

Set an irbn poét, 30 ins. long, 2% ins. diam., 4 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

% S 3
1955

_Asc, 20 ft. along slight NE. slope.

The cor. of secs. 2 and 3, described in the survey of T. 24 S.,
R.9EQ

Asc. 10 ft. along N. slopé.

Spur, slopes N, 20° W.; desc. 70 ft..along NW;_slopﬁ.

Recross wash, in bottom of Reds Canyon, course S..70° W,

Bend in road, from Tan Seep to Tomsich Butte, bears NE, and NN,

Recross wash, course N.; asc. over shale ledge 30 ft. high,
NE. slope.

Top of ascent, bears NW. and SE.; desc. 60 ft. along NW, slope.
Point for the cor. of secs. 33 and. 34.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,

with brass cap mkd.

T235 ROE
)

land, broken breaks and bottom of Reds Canyon.
Soil, shallow sand on shale,
Timber, scattered scrub juniper.

«80 ‘

3.90
8.36

West, along the S. bdy. of sec. 33.

_Along the bottom of Reds Canyon, through scattered serub juniper.

Recross wash, course SN, The road from Tan Seep to Tomsich Butte
lies in the bottom of the wash asc. 30 ft, along SE. slope.

Spur, projects S.; desc, 20 ft. over broken W, slope.

The 4 sec. cor. on the N. bdy. of sec. 3, described in the survey
of T. 2, 5., R. 9 E, ,

V. 5. COVERMNENT PRSETING QFFICE 10280001




Survey of the South Boundary of T. 23 5., R. 9 E,

.«
[}

31

Chains

34.30
37.70

40,00

484,35

52.90
58.10
67.30
69.50
71.50

78.80

79.80

80.00

4450

22,20

Desc. 110 ft. over broken W, slope.

Wash, in the bottom of Sulphur Canyon, course SW. about 15 chs.

.to junction with wash in bottom of Reds Canyon; road in bottom

of wash, bears SW. and NE,. Asc. 50 ft. along broken SE. slope.
HRoad, unimproved, bears N, and S.; asc. 10 ft. along S. slope.

Top of ascent, on low spur, slopes S.; desc. 10 ft. along rolling
S. slope.

Point for the i sec. cor. of sec. 33.

Set an iron post; 30 ins. long, 2} ins. diam., 14 ins. in the
ground, and in a mound of stone, L% ft base, to top of post,
with brass cap mkd. -

3 S 33
- 1955

The closing cor. of secs. 3 and 4, described in the field notes
of the survey of T. 24 5., R. 9 E,

Wash, course S. 10° E.; asc. 80 rt. along SE. slope.

Top of ascent, slopes S.; desc, 30 ft. along broken SW, slope.
Road, to mine, unimpréved, bears NW, and SE,

Recross same road, bears N, and S.; desc. 20 ft. along SW. slope.
Recross road, bears NW, and SE;; desc. 30 ft. along SW, slope.

Road, a branch from the same road, bears SW, to a cabin; desc.
20 ft. along broken SW, slope.

Wash, course SE.; asc. 20 ft. along abrupt NE. slope.
Point for the cor. of secs. 32 and 33.

Set an iron post, 30 ins. long, 24 ins. diam., 10 ins. in the
ground, and in a mound of stone, 33 ft. base, to top of post,
with brass cap mkd. .

T23S R9E
532|833

T84
T24S
1955

Land, broken breaks of Reds Canyon.
Soil, sandy red clay on shale.
Timber, scattered scrub juniper and pinon,

West, along the S. bdy. of sec. 32.
Asc. 30 ft. along NE. slope, through scrub juniper and pinon.

Bottom of abrupt talus slopes, bears NW. and S. 10° E,; asc. 950
ft. over talus slope, broken ledges, and cliffs, along NE. slope.

Rim, bears NW, and SE.; desc. 80 ft. over broken W. slope, through
medium to scattered scrub juniper and pinon,




Survey of the South Boundary of T. 23 5., R, 9 E.

Chains

40.00

57.10
70.90

80,00

1.70
7420
20.50
29.20

40,00

- 1‘-4.10 -

65.20 :

Point for the * sec. COre. of sec. 32.

Set an iron post 30 ins. 1ong, 2% ins. diam., 20 ins, in the
ground, with brass cap mkd.

£ S 32 : ,
1955

Deposit a sandstone, 7x7xlz ins., mkd. with an X, at the base
of post, .

Desc. 50 ft. along rolling SW, slops.

Wash, course SW.; asc. 80 ft. along SE. slope.:

Top of ascent, bears NW, and S.; desc. 60 ft. along SW. slope.

Point for the cor. of sacs, 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the
ground, and in a mound of stone, 25 ft. base, to top of post,
with brass cap mkd.

' T235 R9E

531|532
S5
TS
1955

Land,'rolliné mesa éop.

- S0il, shallow sand on sandstons,

Timber, scattered scrub juniper and pinon.

West, along the S. bdy. of sec. 31.

dver brdken mesa top, through scrub juniper and pinon; desc. 20
ft. along SW. slope. .

Mash, course S.; asc. 40 ft..along SE. slope.

Spur, projectsNS.; desc, 100 ft. over broken W; slope.
Wash, course S.; asc. 50 ft. along SE. slope.,

Spur, slopes S.; desc. 30 ft. along NW, slope.

Point for the % sec, cor, of sec, 31,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins, in the
ground, with brass cap mkd.

i s

1955
Deposit a sandstone, 12x16x3 1ns., mkd. with an X at base of post.
Along slight N, slope.

Wash, course N, 10° E,; asc. 210 ft. along broken NE, slope.

Spur, slopes N.; desc. 120 ft. along abrupt NW. slope.
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Survey of the South Boundary of T, 23 S., R, 9 E,

L

¢ be

3

Chains
71,60
79.03

23.70
40,00

40.40

44400
65.10
67.70
73.30

77.00

79.00

Wash, course N,; asc, 160 ft. along abrupt NE. slope.
Point for the cor. of Ts. 23 S., Rs. 8% and 9 E,

Set an iron post, 30 ins. long, 2% ins, diam., over X on solid
sandstone, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

T23S
R8LE R9E
8361531
T24S R9E

S 6

1955

Land, broken sandstone badlands draining northerly.
Soil, shallow sand on sandstone,
Timber, scattered serub juniper and pinon.

Survey of the West Boundary of T. 23 S., R. 9 E,

From the cor. of Ts. 23 S., Rs, 85 and 9 E.

North, bet. secs. 31 and 36.

Over broken sandstone badlands, draining easterly, through
scattered scrub juniper and pinon; desc, 250 ft. along abrupt,
broken NE. slope.

Wash, course S. 80° E.; asc. 170 ft. over broken sandstone ledges
on S, slope, to witness corner.

True point for the % sec. cor. of secs. 31 and 36, falls on
inaccessible ledges.

Point selected for the witness 3 sec. cor. of secs. 31 and 36.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the

ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd,

%
8361531

WC
1955

Desc. 50 ft. over N, slope.

Spur, ﬁrojects'E.; desc, 330 £, along.NE. slﬁpe.

Wash, course NW.; asc. 40 ft. albng Sﬁ. slope.

Spur, projects NW.; desc. 50 ft. along NE. slope.

Wash, course NW,; asc. 160 ft. along abrupt sandstone SW. slope.

Spur, slopes W.; desc. abruptly 80 ft. along solid sandstone
NW. slope.

Point selected for the witnéss cor. 6f secs. 25, 30, 31 and 36.
Set an iron post, 30 ins. loné, 2% ins,. diam., 4 ins. in the

ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd,.




Survey of the West Boundary of T. 23 S., R. 9 K.

80.00

5440

2.10

30.00

31,00

35430

L0.00

45.00

FAY.40

55,20
69.90
77.20

83,00

e
. TZS. : , .
Rg3E|R9E
525|s
5361531
1955

True point for the cor. of secs. 25, 30, 31 and 36, falls in
wash, course S. 80° W,

land, broken sandstone badlands draining westerly.
So0il, shallow sand on sandstone.
Timber, scattered scrub juniper and pinon.

|

North, bet,. secs. 25 and 30.

Over broken sandstone badlands draining westerly, through
scattered scrub juniper and pinon; asc. 200 ft. over asbrupt broken
ledges on S. slope.

Ridge, bears NW. and S. 80° E.; desc. 320 ft. over broksn abrupt
talus slope.

Bass of talus slope, bears NW. and SE. Leave timber; desc, 30 ft.
across open flat, covered with medium growth of grass.

Wash, from Link Flats, course NW. about 50 lks. to junction with
wash in Cat Canyon.

Wash in Cat Canyon, course S. 80° W.; asc. 10 ft. to road.

Road, unimproved, from Cat Canyon to Copper Globe, bears easterly
and westerly; enter scrub juniper and pinon. :

Spur, slopes SW.; desc. 30 ft. along NW, slope.

Point for the % sec. cor. of secs. 25 and 30,

Set an iron post, 30 ins. long, 1 in. diam.% drilled 10 ins, in
3

solid sandstone, and in a mound of stone, ft. base, to top of
post, with brass cap mkd.

4
s 2 |5 30
1955

Asc. 10 ft. over broken sandstone, through scattersd scrub juniper,

Leave sandstone and timber; enter flat covered with fair growth
of grass. Desc. 10 ft. along slight NW, slope.

Wash, course SW,; asc. abruptly 360 ft. along broken sandstone
ledges on SE. slope. . . ‘ .

Rim of mesa, bears NE. and SW.; desc. 40 ft. along broken NW.. slope
Wash, course W.; asc. 140 ft. over broken ledges on S, slope.
Spur, projects W.; desc. 40 ft. over broken N, slope.

Point for the cor. of secs. 19, ?4. 25 and 30,

Set an iron post, 30 ins. long, 24 ins. diam., 10 ins. in tho-

ground, and in a mound of stone, 3% ft. base, to top of post,
with brass cap mkd, :

0. 5 SPVISREIUE SRITING WV [oae o]



. Survey. of the West Boundary of T, 23 S., R, 9 E,

Chains

«30
3.00

18.10
23.80
26,10
38.50
40.00

43.80

47.70
53.70

56400

T23S
- R84E ROE
S1.
$251530
1955

from which

A pinon, 8 ins., diam., bears S, 0° 15! W., 88 lks. dist.,
mkd, S30 BT,

land, broken mesa land, draining westerly.
Soil, shallow sand on sandetone,
Timber, scattered juniper and pinon.

North, bet. secs. 19 and 24.

Over broken mesa land, through pinon and juniper; desc. 10 ft.
over N, slope.

Wash, course W.; asc. 50 ft. over S, slope.

Low spur, projects W.; desc. 130 ft, along broken sandstone NW,
slope.

Wash, oourse 'estorly; asc. 100 ft. over broken S, slope.
Spur, slopes N, 70° W,; desc. 80 ft. along broken NE. slope.
Wash, course NW,; asc, 70 ft, along broken>SW. slope.

Spur, projecta N'., desc. 10 ft, along NW, slope.

Point for the % sec. cor. of secs. 19 and 2.

Set an iron post, 30 ins. long, 2‘ ins. diam., 8 ins, in the'

ground, and in a mound of stone, 3 ft, base, to top of post
with brass cap mkd. . .

%

S2 |51
1955

from which

A pinon, 10 ins, diam., bears S, 36° E., 78 lks. dist.,
mkd, 4 519 BT,

A pinon, 7 ins. diam., bears S. 76 3/4° W,, 86 lks. dist.,
mkd, § S30 BT,

Desc., 20 ft. along NE. slope, through medium growth of pinon and
Juniper. -

Wash, at junction, course NW. from NE,, and SW.; asc. 20 ft.
along SW, slope,

Spur, slopes NW,; desc. 50 ft. along NE. slopse.
Wash, course NW.; asc, 20 ft. over S. slope,

Spur, projects NW,; desc, 190 ft. over broken ledges, along
NE. slope.
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. Survey. of the West Boundary of T. 23 8., R, 9 &,

Chains
65.00 Wash, course NW,; asc., 50 ft. along SW. slope.

69,50 Spur, slopes N, 60° W.; desc. 70 ft. over broken ledges on NW,
slope.

71.50 Wash, course S. 80° W.; asc. 210 ft. over broken ledges along
S. slope.

77.40 .Spur, pfbjects NI.} desc. 100 ft. évor broken, ledges along NE.
slope.

80,00 Point for the cor. of,secs. 13, 18, 19 and 2%, -

Set an iron post,'30 ins. long, 2% ins. diam., 8 ins, in the
ground to bedrock, and in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd.

T238
R83E R9E
513’818
524|819

1955

Land, rolling and'broken Qandstone draining northwesterly.
Soil, shallow sand on sandstone.
Timber, scattered to medium pinon and juniper.

ﬁorth, bet. secs.'13 and.18.

Over roiling and very brbken sahdstoné, draining‘northwesterly,
through scattered to medium growth of pinon and juniper; desc,
140 ft. along broken ledges on NE. slope.

5.80 | VWash, course N, BOORW.; asc. 120 ft. along broken ledges on SW,
slope. ‘ . .

9.50 Spur, slopes NW;; desc. 220 ft. over broken le&ges along N, slope.

19.10 Wash, course S. 80° W.; asc. 200 ft. over broken ledges, along
SW, slope.

26,10 Rim, bears E. and W.; asc. 10 ft. over gentle S. slope.

27430 Top of ascent, slopes W.; desc. 30 ft. over series of low spurs
and small washes, putting westerly.

40.00 True point for the 4 sec. cor. of sacs. 13 and 18, falls in wash,
course N, 70° W,

Asc. 10 ft., to witness cor, ) *
40,70 Point selected for the witness % sec. cor, of seés. 13 and 18,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins, in the
ground, and in'a mound of stone, 4 ft. base, to top of post,’
with brass cap mkd, : )

.%'
. 813 | s1s

we
-1955
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. Survey of the West Boundary of T, 23 S,, R, 9 E,

| Chains
from which

A pinon, 6 ins. diam., bears N, 74%° W., 65 lks. dist.,
mkd. X BT,

A pinon, 8 ins, diam., bears N, 504° E., 75 1lks. dist.,
mkd, X BT.

Asc. 35 ft. over S, slope.

44,00 Spur, slopes W.; desc. 60 ft. along b;okzn W{ slope.

49.60 Wash, at head, course westerly; asc., 20 ft..along W, slope,

55.90 - Spur, slopes NW.; desc. 150 ft. over broken ledges, along NE. slope.
70.60 Wash, course northwesterly; asc. 40 ft. over S. slope.

71.70 Spur, slopes W.; desc, 60 ft. over abrupt N. slope.

l 73.40 Recross wash, course E.; asc, 120 ft. along SE. slopse.

1 76.30 Spur, slopes B.; desc., 140 ft. along NE. slope.

[ 80,00 Point for the cor. of secs. 7, 12, 13 and 18,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the
ground, and in a mound of stonse, 2% ft. base, to top of post,
with brass cap mkd.

T235
R83E HIE

512[57
S13/s18

1955

Raise a mound of stones, 23 ft., base, 2 ft. high, W. of cor.

Land, broken oreaks of side canyon of Devils Canyon.
Soil, shallow sand and gravel,
Timber, scattered pinon and juniper.

North, bet. secs. 7 and 12..

f ! Over very broken land, through juniper and pinon; desc. 20 ft.
‘ . over abrupt NE. slope.

1.10 | Wash, in bottom of canyon, at bend, courss S. 60° W, from SE.;
asc. 130 ft. over broken ledges along SW. slope.

6.80 | Rim, bears E. and W,; asc, 20 ft. over S, slope.
; 17.90 Tép of ascent, aloﬁea '.;Adesc.'90 ft.'along NW, slope.
k 25,20 'ash; course N, 50° W.; asc. 46 ft. along SW, slope.
| 28,90 Spur, aiopea Nﬁ.; desc. 50 ft. éver N; slope.
i 40,00 : Point for the 4 sec. cor. of'aeca; 7 and 12,
Set an iron post, 30 ins. long, 2 ins. diam., 5 ins. in the

ground, and in a mound of.stone, 4 ft. base, to top of post,
with brass cap mkd, g
1
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Survey. of the West Boundary of T. 23 S., Re 9 E.

Chains

40.20
49.60
57.80

64.40
72.00

79.60

80.00

«20
3.50
36.90
40,00

; B

s12 | s 7
1955
from which

A pinon, 8 ins. diam., bears N. 483° E., 47 1ks. dist.,
mkd. S7 BT. .

A pinon, 10 ins. diam., bears N. 84° W., 50 1lks. dist.,
mkd. S12 BT, / :

Rim of Devils Canyon, bears westerly and S. 10° E.; desc. 440 ft.
over broken almost impassable ledges, along NE. slope,

Wash, in bottom of Devils Canyon, course N, 80° W.; asc, abruptly

" 370 ft. over almost impassable ledges, along S. slope.

Rim of Devils Canyon, bears E. and S. 60° W.; desc. 50 ft. along

~broken NW, slope.

Wash, course SW.; asc, 40 ft. along SE. slops.

Saddle in ridge, bears S, 60° W, and E.; desc. 50 ft. over N,
slope. ‘

Point selected for the witness cor. of secs. 1, 6, 7 and 12.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

T238
WC

1955
True point for the cor..of secs. 1, 6, 7 and 12,
Land, rolling with northwest dralnage.

Soil, sandy clay on shals,.
Timber, scattered scrub juniper.

North, bet., secs. 1 and 6.

Over roliing land, draining NW.; through scattered scrub juniper;
desc, 10 ft.

lhsh,'course!N 80° ﬁ.; asc; 20 ff. along SW. slope.
Spur, slopes NW., desc. 100 ft. along rolling NW. slope.
Wash, course NW., asc. 15 ft. along SW. slope.

Point for the % sec, cor, of secs. 1 and 6.

Set an iron post, 30 ins. long, 2} ins. diam., 8 ins. in the
ground to bedrock, and.in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd,

3

s1]se
1955
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.Survey of the West Boundary of T, 23 S., R. 9 E,

Chains

45.70
51.20
61.50
79.50

Corner is located on spur, slopes NW,

Desc. 40 ft. along NE. slope.

Wash, course NI.; asc, 10 ft. along SW. slope.

Low spur, slopes NW.; desc. 10 ft, along broken W. slope.
Slope changes to N.; desc, 70 ft. over N, slope.

The cor. of Ts., 22 and 23 S., Rs, 8 and 9 E., a3 in. iron post,
set and mkd. as described in the 1922 survey of T, 22 S., R, 8 E,

land, rolling, draining northwest.
Soil, sandy clay on shale.
Timber, few scattered junipers in draw bottoms.

Survey of a Portion of the Subdivision of T. 23 S., R, 9 E,

5.70
12,20

13.40

30.30

34.40

35.80

40,00

From the cor. of secs, 35 and 36, on the 3. bdy. 'of the township.

N, 0° a1' W,, bet. secs. 35 and 36.

Desc. abruptly 60 ft. along broken NW, slope.
Wash, course W.; asc. 150 ft. over broken S. slops.
Spur, slopes ﬂ.. desc. 5 ft.

Road, bladed, from Tan Seep through Reds Canyon to Tomsich Butte,
bears NW, and SE.; desc. 130 ft. along broken NW, slope.

Wash, course N, 80° W, from SE.; road in bottom of wash, bears
wasterly to mine on W, side of Family Butte, and SW. about 2 chs.
to junction with main road.

Asc, 4O ft. along SW, slops,

Small spur, slopes SE,.; desc, 20 ft. along NW, slope.

Wash, course S. 60° W,; asc. 30 ft. over S. slope.

Point for the 4 sec. cor. of secs. 35 and 36,

Set an iron post, 30 ins. long, 2% ins, diam., 13 ins., in the

- ground, and in a mound of stone, 3 ft. base, to top of post,

with brass cap mkd.
* .
s35 1836
1955

Ia.sh, couras SW, abou't 4 chs, to junction with wash from E.;
asc, 120 ft. along SE. slopse.

Spur, slopos. SW.; desc. 130 ft. into Reds Canyon, over a series
of minor spurs and small washes putting westerly.

Point selected for the witness cor. of secs. 25, 26, 35 and 36.
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the

ground, and in a mound of stone, 3 ft. base,' to top of post,
with brass cap mkd.
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Survey of a Portion of the Subdivision of T, 23 8,, R. 9 B,

Chains

80.00

15.00

22,10

32.10

40.03

AOo 60

67.30

69.10
76440

80.06

we
T235 ROE

sz§|sg§
535]836
1955

True point for the cor. of secs. 25, 26, 35 and 36, falls in
wash in bottom of Reds Canyon, course W,

land, broken breaks of Reds Canyon.
Soil, shallow sandy clay on shale.
Timber, scattered scrub juniper and pinon.

" Wash, in bottom of Reds Canyon, course S.; asc. 40 ft. over E.

From the cor. of secs. 25, 30, 31 and 36, on the E, bdy. of the
township, a 2 in. iron post, set and mkd. as descr1bed in the
1922 survey.

N. 89° 57' W,, bet. secs. 25 and 36,

Asc. 30 ft. over series of small washes and minor spurs, putting SE,
Spur, slopes SW.; desc. 170 ft. over broken W. slope.

Wash, course westerly; desc. 60 ft. along bottom of gulch,
recrossing wash several times.

Leave gulch, course NW.; asc. 40 ft. dlong NE. slope to witness cor.

True point for the 4 sec. cor. of secs. 25 and 36, falls on abrupt
NW, slope, unsafe place for cor.

Point selected for the witness i sec. cor. of secs. 25 and 3b6.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in the

ground, and in a mound of stone, 6 ft. base, to top of post,
with brass cap mkd.

S'25 . w
S 36
1955

Corner is located on a spur, slopes N,

Desc. 130 ft. along NW, slope.

Slope .
Spur, slopes S.; desc. 80 ft. along broken SW. slope.
Wash, in bottom of Reds Canyon, course westerly from SE.

True point for the cor. of secs. 25, 26, 35 and 36. From this
point, the witness cor. bears S. 0° Ol' E,, 1 chain dist.

Land, rough broken breaks of Reds Canyon.
Soil, rocky with sandy. clay and shale,
Timber, juniper and pinon.

N. 0° 02' W., bet. secs. 33 and 34.

From the cor. of secs. 33 and 34, on the S. bdy. of the township.

U. 5. GOVERNMENT PRINTING OFFICK 16~-28530~1
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.80

2.00
5.10

24,00
38.30
38.90

40,00

51.70
60.40
66,50

80.00

Over broken breaks of Reds Canyon, through scattered scrub

_.Juniper and pinon.

Road, bladed, unimproved, from Tan Seep to Tomsich Butte, through

Reds Canyon, bears NE, and SW,

Wash, in bottom of Reds Canyon, course SW,

Road, unimproved, bears NW. gnd SE.; asqg. 300 ft. over talus
slope and broken ledges along S. slope,

Spur, projects SW.; desc. 270 ft. along broken NW. slope.
Wash, course SW.; asc. 50 ft. aldng abrupt SE. slope.
Point for the witness 4 sec. cor. of secs. 33 and 34.

Set an iron post, 30 ins. loné, 2% ins. diam., 10 ins. in the
ground, and in a mound of stone, 3 ft. base, to top of post,
with brass cap mkd.

%

LY

S 33 T S 34
1955

“Asc. 10 ft. along abrupt broken SE. 'slope.

True point for the £ secs cor. of secs. 33 and 34, falls on
face of broken ledge, 10 ft, high, unable to set corner.

Asc., 330 ft. along almost impassable ledges, along SE. slope.
Saddle, in spur projecting SW.; desc. abruptly 320 ft. along
broken ledges on NW. slope.

1

"Wash, course W.; asc. abrup.tly 100 ft. along sandstone ledges

on SW, slope.

Spur, above ledge 80 ft. hig.h, slopés W,; desc. 270 ft. over
ledges and abrupt talus on NW. slope. . .

Point for the cor. of secs. 27, 28, 33 and 34.

Set an iron post, 30 ins. long, 2% ins. dl.am., 20A ins. in the
ground, and in a mound of stone, 3% ft. base, to top of post,
with brass cap mkd .

T23S ROE
s28|S
8331534

1955

Point for beginning of traverse, topography estimated.
Land, broken breaks of Sulphur Canyon.

Soil, shallow sand on sandstone.
Timber, scattered scrub juniper and pinon.

N. 0° 02' W,, bet. secs. 27 and 28.

Over broken breaks of Sulphur Canyon, through scattered scrub
juniper.
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Chains
2,00 Wash, in bottom of Sulphur Canyon, -course SW, from N., side wash
enters from E.; asc, 40 ft. along abrupt SE, slope.
5.00 Recross wash, course SB,
7.00 Spur, slopes S. 70° W.; desc. 30 ft. along NW, slope.

10.50 Recross wash, course SW,; asc. about 600 ft. along broken almost
impassable SEs slope, to top of high sandstone column about 250
ft. highe . )

26.50- Top of column; desc. about 430 ft. over almost impassable NW,
-slope. - - : ’

37.50 Wash, course SW,; asc, about 720 ft. over broken impassable *
ledges, along S. slope.

40,00 True point for the f sec, cor. of secs. 27 and 28, falls on
impassable ledges in breaks of Sulphur Canyon.

43450 Rim of Sulphur Canyon, bears N. 80° E, and S, 80° W.; asc, 10 ft.
over S. slope.

44,40 Point selected for the witness % sec, cor. of secs. 27 and 28.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground to bedrock, and in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd.

' 'y
S 28 ls 27
wC
1955
End of traverse; thence N, 0° 02! W,, along true line.
Over general NW. slope, through medium to scattered scrub pinon
and juniper; desc., 30 ft,

52.30 Wash, course N, 80° W.; desc. 60 ft. along rolling W. slope,

67.40 Wash, course W, about 2 chs. to junction with wash from N.s -
asc. 20 ft.

72440 Wash, course S. 30° W.; asc, 10 ft.

79.80 Recross wash, course S. 10° E,

80,00 True point for the cor. of secs. 21, 22, 27 and 28, falls on
edge of watercourse, unsafe place for cor.
lLand, roiling sandstone mesa top.

-Soil, shallow sand on sandstone,

Timber, medium to scattered pinon and juniper.

N. 0° 02! W, bet. secs. 21 and 22.

Over rolling top of mesa, draining southwestgrly, through scattered
to mediur juniper and pinon. - . . :

«70 Point selected for the witness cor. of secs. 21, 22, 27 and 28.
Set an iron post, 30 ins. long, 2% ins. diam., over X on solid
sandstone, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd,

U. 5. GOVERMMENT PRINTING QFFICE 16—28520-1
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. Survey of a Portion of the Subdivision of T, 23 S,, R, 9 E,

4 3

Chains

4.00

15.20
23.60
30.90

40.00

48.00
64.60

79.00

80.00

T235 R9E
521 |s22
528527

we

1955 o

Asc, 10 ft. along E. side of wash,

Recross wash, at bend, course SW, from N. 10° W. Road from Cat
Canyon to Copper Globe lies in bottom of wash; asc. 40 ft. along
SW. slope.

Recross road from Cat Canyon to Copper Globe, bears NE. and SW.;
asc, 10 ft. along NE, slope.

" Recross wash, course southerly from NE.; asc. 170 ft. along ledge

and talus slope on SE. slope.

Ridge, above ledge about 80 ft. high, bears N. 20° E, and SW.;
desc. 30 ft. along rolling NW, slops.

Point for the % sec, cor. of secs. 21 and 22,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the
ground, and in a mound of stone, 3 ft. base, to top of post,
with brass cap mkd. -

4
s | s 22
1955

from which

A pinon, 8 ins. diam., bears N. 23%° W., 18 lks. dist.,
mkd. 4 S21 BT.

A juniper, 5 ins. diam., bears N. 774° E., 63 lks. dist.,
mkd., 4 S22 BT.

Desc. 40 ft. along rolling NW. slope.
Wash, course NW.; desc. 30 ft. along W. slope.

Road to Copper Globe Mine, bears NE. and SW.; asc. 40 ft. along
SW. slope.

Point selected for the witness cor. of secs. 15, 16, 21 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the
ground, with brass cap mkd.

T23S R9E
" WC

51651,
S211822
1955

from which

A pinon, 12 ins. diam., bears N, 69%p I., 49 1ks. dist.,
mkd. X BT,

True point for the cor. of secs. 15, 16, 2 and 22, falls in waqh,
course S. 10° W, .
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Survey of a Portion of the Subdivision of T. 23 S., R, 9 E,

’Chains |
: land, rolling and broken.

' Soil, shallow sand on sandstone.
Timber, scattered pinon and juniper.

N. 0° 02' W., bet. secs. 15 and 16.

Over rolling land, through Copper Globe Flat, through scatiered
pinon and juniper; asc. 20 ft. over S. slope.

3.50 Spur, slopes SE.; leave timber and continue along W, side of
Copper Globe Flat, over almost level land; desc. 10 ft.

40.00 Point for the 4 sec. cor. of secs. 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 2 ins. in the
ground, with brass cap mkd. :

| i
516 | 515
1955
Raise a hound of stone, 3 ft. basé, 2 ft. high, N. of cor.

42.80 "Wash, course sﬁ. Leave Copper Globe Flat, enter pinon and juniper;
asc, 370 ft. along broken sandstone SE. slope.

59.20 Rim, bears NE. and SW.; desc. 30 ft. along W. slope.
£0.00 Point for the cor. of secs, 9, 10, 15 and 16.

Set an iron post, 30 ins. long, 23 ins. diam., 4 ins. in the
ground, and in a mound of stone, 4 fit. base, to top of post,
with brass cap mkd.

T23S R9E
591510

- 816|515
1955

from which

A pinon, 10 ins. diam., bears N, 353° W., 29 1lks. dist.,
mkd. 59 BT.

A pinon, 4 ins. diam., bears N, 31 3/4* E., 61 lks,. dist.,
mkd. S10 BT.

A pinon, 10 ins. diam., bears S. 78 3/4° E., 36% lks. dist.,
mkd., S15 BT, ) )

A pinon, 8 ins, diam., bears S. 32%° W., 9 lks. dist.,
mkd, T23S ROE S16é BT.

Land, broken sandstone sloping W.
Soil, shallow sand on sandstone.
Timber, scattered to medium dense juniper and pinon.

N. 0° 02' W,, bet. secs. 9 and 10.

Over broken sandstone, through pinon and juniper; asc. 10 ft.
along W, slope.

8.50 Rim, bears E. and W,; desc. abruptly 220 ft. along broken sandston
over N, slope,

V. 8. GOVIRNMENT PRINTING OFFICE 16—2A3 -1
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Survey of a Portion of the Subdivision of T. 23 S., R, 9 E,

13.10

-17.90
250

28.00

40.00

74,40

20,00

Base of steep descent, bears S. 80° W, and S, 80° E, 3 desc. 50
ft. slong NW, slope.

Wash, course N. 10° E. from SW.; asc. 5 ft. along E. slope.-
Low aandatone spur, slopes NE., desc. 20 ft. over N. slope.

lash, course-NE. for about 2 ochs. to junction with wash from S,;
desc. 50 ft. along E. slope,

Point for the * sec, cor, of secs. 9 and 10,
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the

ground, and in a mound of stone, 28 ft. base, to top of post,
with brass cap mkd. .

*.
s9|s10
1955
from which

A pinon, 7 ins. diam., bears N, 40° W., 79 1ks, dist.,
mkd. ¢ S9 BT.

A pinon, 20 ins. diam., bears N. 26° E., 37 lks, dist.,
mkd. 4 S10 BT.

Desc. 10 ft, over N, slope.

Rim of gulch, bears northerly and NW,; asc., 70 ft. along <W,
slope, on E. side of gulch,

Top of ascent, on W, side of butte, slopes W,.; desc., 220 ft. along

abrupt broken NW, slope.
Wash, course NE.; desc. 30 ft. along NE, slope.
Point for the cor. of secs. 3, 4, 9 and 10.
Set an iron post, 30 ins. long, 23 ins. diam., 6 ins. in the
ground, and in a mound of stone, 3§ ft. base, to top of post,
with braess cap mkd. :
T235 RQE
54153
591510
1955
from which

A pinon, 20 ins. diam., bears S, 28° W., 53 lks. dist.,
mkd. T235S K9E S9 BT,

A pinon, 18 ins, diam.; bears S, 31° E,, 89 lks. dist.,
mkd. T235 R9E S10 BT.

A Iend broken breaks of Devils Canyon.

Soil, shallow sand on sandstone,
Timber, scattered to medium dense pinon and juniper.

N. 0O° O7' W., bet. secs. 3 and 4.
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S [P P

Chains

8.60
11.20
14.30
17.80
24,00

35.30

40,00

43.50

47.30
53.10

59.50

72420

80.18

Over broken land draining NW, into Devils Canyon, through scattered
to medium dense pinon.and Juniper; asc. 60 ft, over broken sandston

S, slopse.

Top of small sandstone butte, on S. rim of Devils Canyon; daesc.
L0 ft. over broken sandstone, along NE. slope,

S. rim of Devils Canyon, bears NN, and SE,; desc. 160 ft. over
broken sandstone ledges along NE. slope.

Wash, in bottom of Devils Canyon, course Nl., asc. 30 rt. ulong
broken sandstone SW, slope.

. Spur, slopes W,; desc. 30 ft. along broken sandstone NW, slope.

Recross wash, in bottom of Devils .Canyon, at bend, course NN, from
S. 10° W.; asc. 420 ft. over almost impassable sandstone ledges
and cliffs, along S. slope.

Top of E. side of island butte in Devils Canyon, slopes E. about
2 chs, to rim; desc. 160 ft. over broken sandstone ledges on N,
slope.

Point for the % sec. cor. of secs. 3 and 4.
Set an iron post, 30 ins. long, 2% ins. diam,, 8 ins. in the

ground, and in a mound of stone, L ft. base, to top of post,
with brass cap mkd,.

Desc., 90 ft. over abrupt broken sandstone ledges on N, slope.

Wash, in bottom of side gulch, course N, 70° W, into Devils Canyon;
asc, 280 ft. over broken sandstone on S, slope.

Spur, slopes‘SW.; desc. 170 ft. along broken sandstone NW, slope.

Wash, course SW, about 9 chs. dist. to junction with wash from

SE.; asc. 280 ft. along broken sandstone ledges on SE. slope.

N. rim of Devils Canyon, bears NE. and SW.; desc. 30 ft. over
shale land, through medium dense juniper and pinon, along NW, slope

Wash, course N, 80° W.; desc. 40 ft. along broken NW. slope.

The cor. of secs. 3, 4, 33 and 34, on the N. bdy. of the township,
a 2 in. iron post, set and mkd. as described in the 1922 survey of
T, 22 5., R. 9 E,

Land, rough broken breaks of Devils Canyon.
Soil, rocky with shallow sandy clay.
Timber, Juniper and pinon.

From the cor. of secs. 1, 2 35 and 36, on the N. bdy. of the Tp.,

a8 2 in. iron post,set and mkd. as described in the 1922 survey of
T, 22 8., R. 9 E,

S. 0° o1 E., bet. secs. 1 and 2.
Over broken sandstone breaks of Eagle Canyor, through medium dense

Juniper and pinon; asc. 50 ft. along W, side of broken sandstone
spur, sloping N. 10°

U. $. GOVEANMENT PRINTING OFFICE 16-—285820-1
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Chains

26,00
33.10
37.70

40.06

68440

80.06

12,00

27.10

30.20

38.10
39.50

Wash, 20 lks. wide, 6 ft. deep, course N, 20° W.; asc. abruptly
150 ft. over sandstone ledge.

‘Rim, bears easterly and westerly; asc. 10 ft. over small point,
projecting W.

. Rim, bears NW, and SE.; desc., 50 ft. over broken. sandstone ledges,

along abrupt SW, slope.
Point for the f sec. gor. of secs. 1 .and 2.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in the

ground, and in a mound of stone, 4 ft. base, to.top of post,
with brass cap mkd.

%
s2)s2
1955

Asc. 70 ft. along broken rim, on W. slope.

Ridge, bears easterly and westerly; desc. 110 ft. along SE. 'slope,
over broken sandstone, through medium dense juniper and pinon.

Point for the cor. of secs. 1, 2, 11 and 12,

Set an iron post, 30 ins. long, 25 ins. diam., 8 ins. in the

-ground, and in a mound of stone, 4 ft. base, to top of post,

with brass cap mkd.

T235S R9E
S2[S1
5111512
1955

Land, broken breaks of Devils Canyon.
Soil, shallow sand on sandstone.
Timber, medium dense "juniper and pinon.

S, 89° 58! W,, bet. secs, 2 and 11, on a theoretical parallel
connecting the cor. of secs. 1l and 12 on the E. bdy. of the township
and the cor. of secs. 3, 4, 9 and 10, as specified in the special
instructions. ‘

Asc. B0 ft. along broken sandstone SE. slope.

Top of ascent, slopes SW.; desc, 50 ft. over broken sandstone w.
slope. .

N. rim of Devils Canyon, bears N, 20° E, and SW., desc. 100 ft.
over broken sandstone ledges along L slope.

Base of abrupt descent, bears N, and S.; desc. 140 ft. along broken
sandstone NW, slope.

Wash, course S. 20° W,
Point selected for the witmess % sec¢, cor. of secs. 2 and 11,
Set an irom post, 30 ins. long, 2% ins. diam., 6 ins. in the

ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkde -




40.00

59.00
&.w

7.20
76.00

80.00

1.50

3.90

loOw

13.60

34.20

40.00

1955 : . i

True point for the } sec. cor. of secs. 2 and 11; falls on face
of sandstone ledge. -

Asc. 100 ft. over broken sandstone ledges along SE. slope, from
the witness cormer., . .

Spur, slopes SW.; dese. 120 -ft. over broken sandstone ledges on
W. slope.

Wash, course S, 20° W.; asce 90 ft. over broken sandstcne ledges
along SE. slope. :

Spur, slopes SW.; desc. 20 ft. over W. slope.

Road, unimproved, from Justensen Flat to Copper Globe, bears
N. 80° E. and N, 80° W.; desc. 50 ft. over broken sandstone on
W, slope.

Wash, course SW.; asc. 10 ft. along broksn sandstone S. slope.

Spur, slopes S.; desc. 10 ft. along SW, slope.

Point for the cor. of secs. 2, 3, 10 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the

ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

T23S R9E
S3]S2
510is11
1955

land, broken breaks of Devils Canyon.
Soil, shallow sand on sandstone.
Timber, medium dense Juniper and pinon.

N. 0° 01' W., bet. secs. 2and 3.

Over broken breaks of Devils Canyon, thzjdugh medium dense juniper
and pinon; asc. 10 ft, along SW, slope.

Spur, slopes SW.; desc. 30 ft. along NW, slope.

Road from Justensen Flat to Copper Globe, bears E. and W.; desc.
30 ft. along broken sandstone W, slope.

Beginning of abrupt ascent; asc. 210 ft. over broken sandstone
ledges on S, slope.

Top of ascent; desc. 40 ft. over W. slope, across Justensen Flat,
through scattered juniper and pinon.

Wash, course W.; road, from Moore to Copper Globe, in bottom of
wash; asc. 20 ft. along W. slope.

Point for the { sec. cor. of secs. 2 and 3,

Set an iron post, 30 ins. long, 1 in, dism., 10 ins. in the
ground, and in a mound of stone, 3% rt, base, to top of post,
with brass cap mkd,

S & SSvsanEY reWYINS SYINER W20
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Chains

63.00

80.15

3.20
16.50

21.50

25.90

40400

41.90

4
‘ 53_|sz
/1955

from which

A pinon, 14 ins. diam., bears N, 84° E., 57 lks. dist.,
mkd. % 4 82’ BT.

A juniper, 7 ins. diam., bears N. 413° W., 21 lks. dist.,
mkd, 4 S3 BT.

Desc., 20 ft. along gentle W. slope.

Beginning of abrupt descent; desc., 240 ft. along broken sandstone
NW. slope.

.True point for the cor. of secs. 2, 3, 34 and 35, on the N, bdy.

of the township, from which its witness cor. bears East, 6 chs,
dist., mkd. by a 2 in. iron post, conforming to the record.

"Land, rolling to broken, dfgining northeasterly.

Soil, shallow sand and considerable sandstone outcroppings.

_Timber, medium dense juniper and pinon,

_From the true point for the cor. of secs. 15, 16, 21 and 22,

West, bet. secs. 16 and 21.

Over broken sandstone ledges, through scattered juniper and pinon;
asc. 20 ft. over E, slope.

Top of ascent; desc. 60 ft. along broken sandstone 5. slope.

(

Wash, course S. 10° E, from N. 10° E.; asc. 30 ft. along SE.
slope,

Top of ascent, slopes S.; desc. 30 ft. aiong W, élope.

Wash, course S, from NW,; asc, 180 ft. along broken sandstone
SE. slope.

N . ¢+
True point for the 4§ sec. cor. of secs. 16 and 21, falls in small
wash, course S,

" Asc. 100 ft. over broken sahdstone iedges along SE. slope.

Point selected fér the witness % sec, cor, of secs. 16 and 21,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

L 516
5
1985

w
C

from which

A plnon, 12 ins. dlam., bears South YA lks. dist.,
mkd. X BT,

A pinon, 12 ins. diam., bears N, 563° E., 113 lks. dist., .
mkd. X BT,
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Chains

45440

80.00

30.90
34.50

40,00

Asc. 40 ft. over broken sandstone ledges, along SE. slope.

Rim, bears NE. and S. 10° W.; over rolling mesa top, through dense

pinon and juniper; desc. 80 ft. along SW. slope.
Point for the cor. of secs. 16, 17, 20 and 2.

Set an iron post; 30 ins. long, 24 ins. diam., 8 ins. in the
ground, and in a mound of stone, 3 ft. base,-to top of post,
with brass cap mkd. ,
T23S R9E
5171516
- 5201821
1955

from which

A pinon, 20 ins,-diam., bears N. 60%° ey 50 1lks, dist.,
mkd .- S16 BT,

A pinon, 16 ins. diam., bears N, 56*° .» 50 lks. dist.,
mkd., T23S R9E S17 BT.

A pinon, 24 ins, diam., bears S. 54%° W., 31 1ks, dist.,
mkd. T23S R9E S20 BT,

A pinon; 14 ins.-diam., bears 8. 373° E., 70 1lks. dist.,
mkd, T23S R9E S21 BT,

Land, rolling and broken mesa, drainlng westerly.
Soil, shallow sand on sandstone.
Timber, dense juniper and pinon, -

N. 0° 03! N., bet. secs. 16 and 17.

Over rolllng mesa top, through dense pinon and- juniper; asc. 40
ft. along W, slope.

Wash, course W,
Wash, course SW,; asc, 20 ft. over S, slope.
Point for the 4 sec. cor. of secs. 16 and 17.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins, in the
ground, with brass cap mkd. : ;

%
s17 | 516
1955

from which

U.S.G.S. triangulation station "Devil", bears S. 64° 33' W.,
43.62 chs. dist,

A juniper, 8 ins, diam., bears N, 974° E,, 102 lks. dist.,
mkd. %4 S16 BT,

A Junlper, 20 ins. diam., bears N..653° W., 37 1ks. dist.,
mkd, g S17 BT.

V. 5. GOVERNMENT PRINTING OFFICE 16—28520~(
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. Sarvay of a Portion of the Subdivision of T, 23 S., R, 9 E,

Chains

42.80

56.50

'68.50

80.00

2,00

4,10

20,90
24.20
25430
27.50
36450

39.96

Jeep trail, bears E. and S. 70° W.; leave timber and desc. 10 ft.
across clearing.

Enter medium dense growth of juniper and pinon; desc. 30 ft. along
slight NE. slope.

‘ash; course NE;; desc, 10 ft. élong E; slopea.
Point for the cor. of secs. 8, 9, 16 and 17,

Set an iron post, 30 ins. long, 2%.ins. diam;, 2, ins. in the
ground, with brass cap mkd,

T235 ROE
S8iS
5171816
1955

Raise a small mound of stone, W, of cor.
from the corner

A pinon, 10 ins. dlam., bears N. LO§ E., 42 1lks. dlst.,
mkd. T23S ROE S9 BT,

A pinon, 20 ins. diam., bears S. 9%6 E., 48 lks. dist.,
mkd., T235 R9E S16 BT. .

A pinon, 16 ins. diam., bears S. 763° W., 60 lks. dist.,
mkd. T23S ROE S17 BT.

Land, rolling and broken mesa, draining northerly.
Soil, sand with sandstone outcroppings.
Timber, scattered juniper and pinon.

From the cor. of secs. 9, 10; 15 and 16.>

N, 89° 57' W,, bet. secs. 9 and 16.

'Through nedium dense timber; desc. 26 ft. over abrupt W. slope.

Wash, course N, 10° W.; asc. 10 ft. over E. slope.

Low spur, slopes N, 109 Ww,; desc; 130 ft; over broken sandstone
W. slope. .

_Wash, céurse waesterly from SE.; continue along S, bank of wash,

Enter same wash, course . from N. 80° E,; continue in wash,
Leave wash, course NW.; asc. 10 ft. along NE. slope.
Spur, slopes NW.; desc. 60 ft. along NW, slope.

Wash, course NW, about 3 chs, to junction with wash from E.; asc.
20 ft. along broken sandstone NE. slope.

Point for the %'seé. cor. of sets. 9 and 16.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the

ground, and in a mound of stone, 3 ft. base, to top of post,
with brass cap mkd. : ’




. Survay of a Portion of the Subdivision of T, 23 S., R. 9 K,

45430

52420

56.10

59.3Q

71.20

79.92

2,20

31.00

40.00

*i9__
. S 16 ..
1955 .

.from which

A juniper, 9 ins. diam., bears N 74 3/4 '., 33 lks. dist.,
mkd. % S9 BT.

A juniper, 7 ins. diam., bears-S. 523° E., 12} lks. disb.,
mkd. % S16 BT,

Asc. 40 ft. along broken sandstone NE, slope. -

Spur, slopes NW.; desc. 100 ft. over broken sandstone, along SW,
slope.

Wash, course NW, about 4 chs. to junction with wash from S,

Wash, course N. to junction with wash from SE.; ase, abruptly
60 ft., over broken sandstone ledges along E. slope.

Spur, slopes N.; desc., 60 ft. over broken sandstone NW,. slope.

Wash, course N, from SW,; asc. 30 ft. along broken sandstone
ledges on SE. slope.

The cor. of secs. 8, 9, 16 and 17.
Land, very broken sandstone, draining northerly.

Soil, shallow sand with considerable sandstome exposure,
Timber, medium dense pinon and juniper.

From the cor. of secs. 32 and 33, on the S. bdy. of the township.

N. 0° 03! W., bet. secs. 32 and 33.

1
1

Asc. 1140 ft. over steep talus slope and broken ledges on S, slope.

Rim, on top of S, end of butte, bears E, and W.; desc. 10 ft.
over top of butte. -

Rim of butte, beare E. and southerly; desc. 130 ft. along broken
sandstone NW, slope, through scattered pinon and juniper,

Point for the 4 sec. cor. of secs, 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the
ground, and in a mound of stone, 3 ft. base, to top of post,
with brass cap mkd.-

%
$32833
1955

from which

A juniper, 12 ins, diam., bears S. 493° W., 713 1lks. dist.,
mkd. % $32 BT.

A pinon, 16 ins. diam., bears S. 384° E., 50 lks. dist.,
nkd. 4 S33 8T,

V. 5. SOVIANNERY PRINTING SFPICE W28
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. Survey of a Portion of the Subdivision of T, 23 S., R. 9 E.

Chains

49.80
55.30

60,40

80,00

«50

570

20.10

28,30

Ao.oo

48,50

54450

Base of abrupt.descent; leave timber; desc. 60 ft. over grassy

.No timber., .

Desc. 30 ft. slong gentle NW. slope.

Bottom of’descené; asc; 70 ft..over broken sandstone S, sloﬁe.
Top of.ascent, slopes,SE.; desc. 80 ft. along broken sandstone
NE. slope.

NW, slops.

Point for the cor. of secs, 28, 29, 32 and 33.

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins. in the
ground, with brass cap mkd.

T235 ROE
529528
5321533
1955

Deposit broken glass at bottom.of post..

land, rolling, grassy bench.
Soil, shallow sand on sandstone.

. slope.

From the.cor. of secs. 31 and 32, on the S, bdy. of the township.
N. 0° 03! W., bet. secs. 31 and 32,

Wash, course W, about 2 chs., thence S., asc. 30 ft. along SW,
Spur, slopes S. 80° W.; desc. 90 ft. across Link Flats, covered
with fair growth of grass, no timber, along NE. slope.

Wash, course NW,; asc. 10 ft. over rolling, grassy flat, along
NW. slope.

Strip of timber, bears E, and W,; desc. 20 ft. over rolling,
grassy Link Flats, along NW. slope.

Point for the i sac, cor. of secs. 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the
ground, with brass cap.mkd. : . .

L

4
s311|s 32
1955

Deposit a sandstone, 10x10x7 ins., mkd. with an X at bottom of
post.

Corner sets on rise on slight NW. slope.
Desc. 40 ft. over N, slope.
Wash, course N, 80° W,; asc. 30 ft. along SW. slope.

Begin ascent; asc. abruptly 270 ft. over broken sandstone ledges
on general S. slope.




4—4730

)

Survey of a Portion of the Subdivision of T, 23 S., R. 9 E,

Chains

71.10

80,00

8.30
2440
39.98

52,10
58.80
63.50

74400

79.96

Rim of mesa, bears SE. and SW.; asc, L0 ft. ovaer brokan mesa top
on S. slope.

Point for the.cor. of secs.-29, 30, 31.and 32,

Set an iron post, 30 ins. long, 23 ins, diam.,, 7 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

T23S R9E .
53018
531iS32
. 1955

Land, broken mesa top, draining northerly.
Soil, shallow sand on sandstone.
Timber, medium dense juniper and pinon.

From the cor..of secs. 28, 29, 32 and 33.

West, bet. secs. 29 and 32.

Over rolling, grassy.Link Flats; desc. 60 ft. to cor.
Belt of timber, about 4 chs. wide, bears NW. and SW,
Enter scattered juniper and pinon., '

Point for the % sec. cor. of secs. 29 and 32,

Set an iron post, 30 ins. long, 2% ins. diam.,.20 ins. in the
ground, with brass cap mkd.

1.5 29
4532
1955

No accessories available.
Desc. 30 ft. along NW. slope.

Bottom of descent; .asc. 160.ft. along broken sandstone ledges
on NE, slope.

Spur, slopes N.; desc. 120 ft. over broken sandstone ledges on
W, slope.

Wash, course N.; asc, 220 ft. over broken sandstone ledges on
E. slope.

Spur, slopes N.; desc. 50 ft. over broken sandstone NW, slope.
The cor. of sees. 29, 30, 31 and 32.
Land, rolling.

S0il, shallow sand with sandstone outcroppings.
Timber, none; fair growth of grass on Link Flats.

U. 5. GOVERNMENT PRINTING OFFICY 16—-21520-1
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CERTIFICATE OF CADASTRAL ENGINEER .

'i' Andrew Nelson and Phil D. Smith , HEREBY CERTIFY upon honor that, i

pursuance of special instructions bearing date of the .. dat __ dayof . Aprdd 195
we
X have s

T' 23 S.! R. 9 EQ

urveyed _the south and west boundaries and a portion of the subdivision ef

of the Salt Lake . . Meridian, in the State of Utah : ., which a

. us our . .,
represented in the foregoing field notes as having been executed by mme and under xxxdirection; and th:
said survey has been made in strict conformity with said instructions, the Manual of Instructions for tI

Survey of the Public Lands of the United States, and in the specific manner described in the foregoir

field notes. .

Salt Lake City, Utah _Lz // ______________
7 A P

April 2, 1956 .. __

Cartographer (Cadastral)

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D. C., .. JUN_27 1958 ,19.

of the subdivision of T, 23 S,, R, 9 E,

executed by _ Andrew Nelson and Phil D, Smith

having been critically examined and found correct, are hereby approved.

400" Yow

U Cadastral Engineers taff Officer,
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UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

Original

FIELD NOTES

of the |

and
Survey. of the North Boundary ...
and

oot O e
.............................................. Township 23 South, Range 12 East
Ofthe ... _......3altlake . ... Meridian,
the Stateof ... ... Utah e
EXECUTED BY
Andrew Nelson,. Carkographer. (Cadastral). e
.................................... and e
.......................................... Phil.D.. Smith, Cartographic Survey. Aid
nder special instructions dated ..._..... June 29 . ... , 19..55., which provided
r the surveys included under Group No. .. 361 . , approved _July 13, 1955
nd assignment instructions dated ... . September 2 . . . , 1955

Survey commenced ... . September 7. .. ... ..., 1955 .

| e—

Survey completed ... ......... .. October 11 ., 19.25
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60

Township 23 South, Range 12 East

Chains

T, 23 S., R. 11 E. by J. C. Clark in 1934. The south boundary is

The east boundary of the township was surveyed as the west
boundary of T. 23 S., R. 13 E., by H. W. Miller and R. E. Clark,
in 1912, Corners on this line were initiated from the corner of
Ts. 23 and 24 S., Rs. 12 and 13 E. and marked for both ranges 12
and 13 E, The west boundary was surveyed as the east boundary of

concurrently surveyed as the north boundary of T. 24 S., R. 12 E.,
Group No. 363, and described in returns of the township.by Nelson
and Smith.

The following field notes are those of a resurvey of the east
boundary for establishment of new corners for R. 12 W. only; survey
of the north boundary, and survey of a portion of the subdivisional
lines of T. 23 5., R, 12 E., deemed sufficient in extent to facili-
tate development of the natural resources and mark the boundaries
of those sections that are normally considered State school
sections.

The survey was executed with Buff & Buff transit No. 23831,
and W. and L. E, Gurley solar transit No. 54331, both constructed
in accordance with the standard specifications of the Bureau of
Land Management. The instruments were in good condition, having
been placed in proper adjustment prior to the beginning of the
field work. The instruments were tested and checked frequently
during the progress of the survey,

The directions of all lines herein reported are determined by
deflecting from meridians established by observations upon Folaris
throughout the survey.

Corners on latitudinal lines were set on the true latitudinal
curve, Lines connecting previously established corners were run
by random and true method, but for simplification of the record,
the random lines are omitted from the field notes. In accordance
with the intent of the special instructions, all subdivisional
corners established are calculated to be at the positions they
would occupy if the entire township were subdivided.

The measurements were made with steel *ares, eicht chains in
length, graduated every link for the first chain and thereafter at
intervals of ten links. The tapes were tezted by comparison with
a standard steel tape, one chain in length, and found correct.

The measurements were made on the slope, the vertical angle of each
interval determined by the use of clinometers, and the slope dis-
tances properly reduced to true horizontal ecuivalents, which

appear in these field notes. All lengths of lines were determined
by chaining where possible, otherwise by triangulation or traverse.
The details of such triangulations and traverses have been thorouch-
ly verified, and in order to simplify the record, the diagrams

and reductions are omitted from these notes.

The geograrphic position of the southeast corner of this town-
ship as determined from tie to U.S5.G.S. Triangulation Station
WERNIE", located N. 13° 52' W., 11.16 chs. dist. from cor. of Ts.
23 and 24 S., R. 12 E., is latitude 38° 45' 53.33"; longitude
110° 32! 39" W, The averace magnetic declination was found to be
approximately 16° 00' E. The geographic position of HTRMITY is
latitude 38° 46' 00.402" N., longitude 110° 32' 41,192" W.

In the original survey of the east boundary, T. 23 S., R. 11 E.,
by Clark in 1933 and 1934, the corners were marked for both Rs.
11 and 12, 4As T. 23 S., R. 12 E, is fractional, being only about
372 chs, in width, all marks on the corner monuments along this
line were altered to read the correct sections now bordering upon
the line.

. 5. SOVERBEENT PRINTIESG OFFICE 10—20500-1
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Resurvey of the East Bdy., T. 23 S., R. 12 E.

Chains

25.94

40,00

65.94

80.00

The west boundary of T. 23 S., R. 13 E., was surveyed by H. W.
Miller and R. E. Clark in 1912, under Group No., 18, with the estab-
lishment of corners at intervals of 40 and 80 chs, from the SW.

cor, of the Tp. As these corners can no longer function for sub-
divisional cors. of R, 12 E,, they are altered-to refer to secs.

of R. 13 E, only, and new corners for T, 23 S., R. 12 E, are estab-
lished at intervals of 40 and 80 chs, from the SE. cor. of T. 23 S.,

"R, 12 E.

For topography along this line, see field notes of the 1912 survey.

Thence from the cor, of Ts. 23 and 24 S., R. 12 E., mkd. by an

jron post, 23 ins., diam., described in survey of N. bdy. of T. 24 S.
R. 12 E., Group No. 363. This cor. is North, 14.06 chs. dist. from
the cor, of Ts. 23 and 24 S., R. 13 E.

North, along E. bdy., sec. 36; adopting the record courses and
distances given in the original 1912 survey.

The original i sec. cor, of secs, 31 and 36, mkd. by an iron post,
1 in. diam., conforming to the 1912 record. I alter the marks on
brass cap to refer to sec., 31 only, as follows: '

1

4

531
1955
1912

Point for the i sec. cor. of sec. 36.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground to rock, and supported in a mound of stone, 4 ft. base to

top, with brass cap mkd.

1

1
S36

1955

Cor. is located on top of spur, near N, edge, sloping E., 180 ft,
above last cor.

The original cor. set for secs. 25, 30, 31 and 36, mkd. by an iron
post, 2 ins, diam., conforming to the 1912 record. As this cor.
now refers to secs. 30 and 31 only, alter marks on brass cap to
read: )

T235
R12E R13E

1955
1912

Point for the cor. of sees. 25 and 36, T, 23 S., R, 12 E,

Set an iron post, 30 ins. long, 25 ins. diam., 20 ins. in the
ground, and supported in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T23S
R12E(R13E

1955

U, 5. SOVERRNUNT PRINTING OFFICT 30—28520~1



Resurvey of the E, Bdy., T. 23 S., R. 12 E.

Chains

25.94

40.00

65.94

80.00

25.94

Cor. is located on slight SE. slope on top of flat spur between
2 gulches, junction bears easterly about 5 chs. dist,; drains E.
and is 90 ft., below last cor. '

North, along E. bdy. of sec., 25,

The original i sec., cor. set for secs. 25 and 30, monumented with
an iron post, 1 in. diam., conforming to the 1912 record; this
cor, now refers to sec, 30 only, alter the marks on brass cap to
read: ‘ )

1

i
' 530
1955

1912

Point for the + sec. cor, of sec., 25,

Set an iron post, 30 ins. long, 2% ins. diam., over cross (X) in
sandstone surface, and supported in a large mound of stone, 4 ft.
base to top, with brass cap mkd.

1
i
S25
1955

Cor. is located on 3, edge of small rock gully, 15 ft. deep,
draining SE., and is 65 ft. above last cor.

The original cor. set for secs. 19, 24, 25 and 30, monumented by
an iron post, 2 ins. diam., conforming to the record; this cor.

now refers to secs. 19 and 30 only, alter marks on brass cap to

read:

RI2E|57g
525

1955
1912

Point for the cor. of secs., 24 and 25, T. 23 5., R. 12 E.

Set an iron post, 2% ins., diam., 30 ins. long, over a cross (x)
cut in sandstone surface, and supported in a mound of stone, 5 ft.
base to top of post, with brass cap mkd.

T233
R12E |R13E

S21,
525 519

1955

Cor, is on a S. slope, 60 ft. above last cor.

North, along E. bdy., sec. 24.

The original : sec. cor. set for secs. 19 and 24, monumented by

o B GOVERMMENY PRINTIRG GFFICE 16~—28580-1



Resurvey of the E. Bdy., T. 23 S., R. 12 E.

Chains
i an iron post, 1 in. diam., conforming to the 1512 record; as this
! cor. now refers to sec. 19 only, alter marks on brass cap to read:
Ll
. 1
; z
: 519
1955
1912
38,00 ‘ Toint for the witness cor. to the i sec, cor, of sec. 24.
Cet an iron post, 30 ins. long, 2% ins. diam., over a cross (X)
cut into sandstone surface, and supported in a large mound of stone
! to top, with brass cap mkd.
!
; W CT
4
S24
i 1955
} This W.C. is located on the S, rim of Straight Canyon, bearing
| about E. and W. at this peint. Canyon is about 1000 ft. deep with
. inaccessible walls.
10,0 ' True point for the i sec., cor. of sec. 24 falls on precipitous N, .
| face of canyon wall.
£5.%4 True point for cor, of secs. 18 and 19,
€£6.51 Tre orisinal witness cor. set for secs. 13, 18, 19 and 24, monu-
mented by an iron post, 2 ins. diam., conforming to the 1912 record
15 this cor. now functions as cor. of secs. 18 and 19 only, alter
marks on the brass cap to read:
g 5247319
WC
; 1955
l 1912
|
80,00 ' Toint for the cor. of secs. 13 and 24, T. 23 S., R. 12 E,
' Set an iron post, 30 ins. long, 2% ins. diam., 10 ins., in the
| sround to rock, and supported in a large mound of stone to top,
" Wwith brass cap mkd,
T235
R12E i m3E
5131518
! 52
| 1955
« North, alons X, bdy. of sec. 13.
25,54 The originzl ,, sec. cor. set for secs. 13 and 18, monumented by an

iron rost, 1 in. dizm,, conforming to the record; as this cor. now
rfors o sec, 18 only, alter marks on the brass cap to read:

@ 6. COTERRERSV FUIVIIED VOISR -enpe-1



Resurvey of the.E. Bdy., T. 23 S., R. 12 E,

64

Chains

40,C0

80.C0

25.94

40,C0

1

%
518

1955

1912

Point for the ; sec. cor. of sec. 13,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins., in the
ground to rock, and supported in a mound of stone, 4 ft. base, to
top, with brass cap mkd.

1
N
513

1955

The original cor. set for secs, 7, 12, 13 and 18, monumented by
an iron :ost, 7 ins. diam., conforming to the record. As this cor.
now refers to secs. 7 and 1€ only, alter marks on brass cap to rer~d:

1235
IR12E

R12Ef.
513 foh
518

1955
1912

Toint for the cer. of seca., 12 and 13, T. 23 5., R. 12 kK,

Set an iron rost, 20 ins. lont, 2 ins, diam,, 2 ins. in the
ground to bedrock, an<d suryorted in a mound of stone, 4 ft. bise to

Tz35:

R12E!
51238

558 7

1955

North, along the X. bdy. of sec. 12,

The original ; sec, cor. set for secs. 7 and 12, monumented by an
iron rost, 1 in. dinm., conformins to the 1912 record; as this cor,
now refars to sec., 7 only, alter the marks on brass cap to read:

1955
1912

Point for the i sec. cor. of sec. 12.

Set an iron post, 30 ins, long, 2} 1ins. diam., over a cross (X)
cut in sandstone surface, and supported in a mound of slone, 4 ft.
base to top, with brass cap mid.

1
512
1955
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65
Resurvey of the.E. Bdy., T. 23 8,, R, 12 E,
= —

Chains

65.94 The original cor. set for secs., 1, 6, 7 and 12, monumented by an
iron post, 2 ins. diam., conforming to the 1912 record; as this
cor. now refers to secs. 6 and 7 only, alter the marks on brass cap
to read:

T235
R12E R13E
s12{3-8

57
1955
1912
80,00 Point for the cor. of secs. 1 and 12.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the
ground to rock, and supported in a mound of stone to top, with brass
cap mkd.
Cor. is located on steep N. slope of mesa, 75 ft. below last cor.
North, along E. bdy. of sec. 1,

25.94 The original + sec. cor. set for secs. 1 and 6, monumented by an
iron post, 1 in, diam., conforming to the 1912 record; as this cor.
now refers to sec. 6 only, alter the marks on brass cap to read:

1

i
56

1955

1912

40,00 Point for the i sec. cor. of sec, 1.

Set an iron post, 30 ins., long, 2% ins. diam., 20 ins. in the
ground, and supported in a small mound of stone around post, with
brass cap mkd.

1

b

S1

1955
Cor. is located on nearly level ground in flat.

65.9L The original cor, set for Ts. 22 and 23 5., Rs. 12 and 13 E.,
monumented by an iron post, 3 ins. diam., conforming to the 1912
record. As this cor. now functions as the cor., of Ts, 22 and 23 S.,
R. 13 E. only, alter the marks on brass ecap to read:

V. 5. GOVEANEENT IRINVING OPRISE 15~—28590-1



Resurvey of the E., Bdy., T. 23 S., R, 12 &,

Chains
79. 56

7.00
18.80
22,30
25.00

40,00

45,C0

74.50

80,C0

The cor. of Ts. 22 and 23 S., R, 12 E., hereinafter described in
the survey of the N, bdy. of T, 23 S., R, 12 E.

Survey of the North Boundary, T. 23 S., R. 12 E,

Beginning at the original cor. of Ts, 22 and 23 S., Rs. 11 and 12 E.,
hereinafter described. East, for alignment only, bet. Ts. 22 and
23 S., through range 12 E.; and at 372.38 chs. intersect the W.
bdy. of sec. 31, T. 22 S., R. 13 E., North, 13.62 chs., dist. from
cor, of Ts. 22 and 23 S., R. 13 E., hereinbefore described in the
resurvey of the E. bdy. of the Tp.

At point of intersection and point for the cor. of Ts., 22 and 23 S.,
R. 12 E.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground to rock, and supported in a mound of stone, 4 ft. base to
top of post, with brass cap mkd.

T225
R13E
S31

1955

Cor. is located on slight S. slope in valley, 20 ft. above the
old Tp., cor.

Thence:
West, bet. secs. 1 and 36, on the N. bdy. of T. 23 5., R, 12 E,

Over gently rolling open valley land, t'rough short scattered
undergrowth; desc. 20 ft. to rim.

Leave open land, enter medium dense timber, bears N. and SE.
E. rim of draw, bears N. and S.; desc. abruptly over ledges.
Hyde Draw, 60 ft. deep, narrow rock bottom, drains S. 10° W,
W. rim of draw; thence gradually asc, 30 ft.
Point for the ; sec., cor, of secs. 1 and 36,
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground to rock, and supported in a mound of stone, 4 ft. base to
top, with brass cap mkd.

1 _.§2é_

* S1

1955

Top of rise, 10 ft, above cor., slopes S,; begin slight descent
over broken land facing S.

Junction of draws from N. 30° W, and N. 20° E., drains S, 20° W.,
80 ft. deep; asc. over SE. slope 100 ft.

Point for the cor. of secs. 1, 2, 35 and 36.
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N . N. Bdy., T. 23 S., R. 12 E,

Chains

2.00
5.30
10,00
21.30

24.70

30.20
31.60
35.50
39.00
39.94

40.00

43.70
58.50

Set an iron post, 30 ins. long, 2% ins, diam., 4 ins. in the .
ground to rock, and supported in a mound of stone, 5 ft. base to
top, with brass cap mkd,

25 R1ZE
S36

T225
535
S 251

T23S

1955

Cor. is on gentle SE. slope.

Land, rolling and low broken; general southerly exposure and
drainage towards Straight Wash.

Soil, rocky and shallow sand and clay; sandstone formation.
Timber, medium dense juniper and pinon on W. 73 chs,
Undergrowth, scattered shadscale and mountain rush; good grazing
on E. portion.

West, bet, sees. 2 and 35.

Over low broken land, general southerly exposure, through medium
dense scrub timber; along S. slore.

Rise, slopes 5.

Small shallow draw, drains 3. 10° E.

Rise, slopes S.; gradually desc. rocky SW. slope.
Begin steep descent over W. slope.

Gulch, 75 ft. deep, and 140 ft. below rise, drains S, 10° Y.
asc.

Top of ascent, 90 ft. above draw, slopes S.
Draw, 50 ft. deep, drains S.
Begin gradual descent along 5. slope on N. side of draw.

Draw, 20 ft. deep, drains 5. 70° E.

Point for the witness cor., to the } sec., cor. of sees. 2 and 35.

Set an iron post, 30 ins. long, 2% ins. diam., on top of broken
sandstone surface, supported in a mound of stone, 5 ft. base to
top, with brass cap mkd,

535
W
C
S 2

1955

1
I

True cor., point for % sec, cor. falls on face of 3 ft. ledge,
impracticable to set cor. monument. .

Asc. 50 ft, over NE. slope.
Thence over gradual SE. slope.

Shallow hollow, 15 ft. deep, drains SE, and heads 1 ch, NW.

¥. 5. COVERRMNENT PRINTING OPPRCK | y—ass80-1




N. Bdy., T. 23 S., R. 12 E.

Chains

66.80
73.00

78.30

80,00

81.00

1.c0

2.50

6.30
12,20
$.60

31.90
36.40

40,00

Top of ascent, 100 ft. above i sec. cor., slopes SE. from N.;
desc., 40 ft, over W, slope.

E. rim of canyon, bears N, and S, 30° E.; abrupt descent W.
slope over ledges, 200 ft.

Red Draw, drains nearly S,; abrupt ascent,

True point for the cor. of secs, 2, 3, 34 and 35, falls on abrupt
E. slope of canyon on unsife place for cor; therefore at

Point for the witness cor. to cor., of secs. 2, 3, 34 and 35.

Set an iron post, 30 ins, long, 2! ins. diam,, 4 ins, in the
ground to rock, and supported in a mound of stone, 5 ft. base to
top, with brass cap mkd.

T225 R12E
5341535 W
S3|s2° ¢C

T23S
1955

The W. C. is located on shelf of canyon wall, 130 ft. above bottom.

Land, rough and broken; general southerly slore and drainage to
Strairht Wash, )
Soil, sandstone surface rcck with shallow sandy clay in places.
Timber, medium dense scrub juniper and pinon.

Vlest, bet, secs. 3 and 3i.

Gounting dist.nces frem Lrue cor. roint.

Over broken land, Lhrough medium dense timber; asc, abrupt . slope.
The witness cor.

%, rim of Red Draw, 90 ft. above the W.C.,, bears N, 30° W. and
S. 10° E,

Continue grndual ascent over E. slope,

S5lore changes to NE.

Top of ascent, 70 ft. above rim; thence along N. slore.
Shallow draw, near head, drains N, 20° I,

E. rim of branch gulch, bears N. 30° W, and 5. 30° L. for 1 ch.,
thence southeazsterly; desc. abruptly 145 ft. over ledges.

Tulch, drains 3, 30° £, about 10 chs. dist. to junction with
Straight Wash; heads about 13 chs. dist.; asc. 130 ft., over ledges.

Point for the i, sec., cor. of secs. 3 and 3k.

Set an iron post, 30 ins. long, 27 ins. diam., A4 ins. in the
ground to rock, and supported in a mound of stone, 4 ft. base to
top, with brass cap mkd. =~ ‘ ‘

) S3h
L7353

1955
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N. Bdy., T. 23 S., R. 12 E.

Chains

45,30
53.00

58.30.

65,00

£0.00

45,70
47.00
£5.00
70.50

80,00

Cor. is located on an E. slope.
Top of rise, 40 ft. above cor., bears NW. and slopes SE.

E. rim of canyon, bears NW. and SE.; abrupt descent of 220 ft.
over ledges.

Bottom of Straight Wash, in canyon, drains SE.; abrupt ascent of
220 ft.

{ W. rim of canyon, bears NW, and SE.; gradually asc., 70 ft.

Toint for the cor. of secs. 3, 4, 33 and 34.

Set an iron post, 30 ins. long, 23 ins. diam., 4 ins. in the
ground to rock, and supported in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T225 R12E
S33 (534
S 4|5 3

T23S
1955

Cor. is located on a gradual E, slope.
ILand, rough and broken; general SE. slope and drainage.

8011 rocky with shallow sandy loam.
Tlmber medium dense scrub Jjuniper and pinon.

West, bet. secs. 4 and 33.

Over rolling and broken land, through medium dense timber; asc.
30 ft.

Ridge, bears NW. and SE.; thence over rolling bench, descending
30 ft.

Point for the :, sec. cor. of secs. 4 and 33,

Set an iron post, 30 ins. long, 2% ins. diam., 2 ins. in the
ground to bedrock, and supported in a mound of stone, L4 ft. base
to top, with brass cap mkd.

) _S33
b SL&

1955

. Cor. is located on slight SW, slope.

Sandstone draw, 50 ft, deep, drains S.; asc.

Thence gradually asc, 50 ft. over gentle E, slope on bench.
Leave nearly all timber, enter opening, bears NW. and S,
Leave opening, re-enter timber, bears N, and SE.

Toint for the cor. of secs. 4, 5, 32 and 33,

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins., in the

ground to rock, and supported in a mound of stone, 4 ft. base to
top, with brass cap mkd.
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N. Bdy., T. 23 S., R. 12 E,

PiL

Chains

19,00

26,50

34.00

40,00

52.38

T225 R12E
5321333
S5|1S4
7238
1955
Cor. is located on nearly level ground, 50 ft. above : sec. cor.

Land, rolling and broken; general SZ, slope and drainage.
Soil, rocky, with shallow sandy clay.
Timber, medium dense to scattered juniper and pinon,

West, bet. secs, 5 and 32,

Over rolling and broken land, through scattered timber; csradually
asc, 20 ft. over bench.

The SE. base of mesa butte, bears N. and SW.; begin steep ascent
over broken SE. slope.

Thence along steep S. slope.

Top of ascent on steep S, slope of butte, 140 ft., above cor.;
begin gradual descent along broken S. slope.

Point for the % sec. cor. of secs. 5 and 32,

Set an iron post, 30 ins. long, 23 ins. di~m., 16 ins. in the
ground to rock, and supported in a mound of stone, 3 ft. base to
top, with brass cap mkd,

1 532
L S5

1955

Cor. is located on a SW. slope, LO ft, below top of ascent, on
talus slope of butte.

Desc, 90 ft, along S. and SW,., slopes of butte,

The cer., of Ts. 22 and 23 S., Rs. 11 and 12 E., mkd, by an iron
post, 3 ins, diam., properly mkd., set and witnessed as described
in the 1934 survey record.

This Tp. cor. is located at the SW, base of mesa butte,

Land, rolling and broken.

S0il, rocky with shallow sandy clay; sandstone form-tion.
Timber, scattered scrub juniper and pinon.

Survey of a Portion of the Subdivision, T. 23 5., R. 12 E.

Beginning at the true point for the cor. of secs. 1, 2, 35 -nd 36,

on the S. bdy. of the Tp.; witness cor. to same bears Zast, 1.00 ch.

dist, and is monumented by an iron rost, 2: ins. diam., described
in the survey of the M. bdy., T. 24 S., R. 12 E., under Group No,
363, and is located on top of a high vertical rim ledge facing W.

Thence from the true cor. point.
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71

Subdivision, T. 23 S,, R, 12 E,

Chains

30,00

39.80

40.00

48,00

51.50

59.50

80,00

14.50

17.60

N. 0° OL' W., bet secs. 35 and 36.
Desc. along abrupt W. face of rim over ledges and talus slope.

W. base of rim, about 250 ft. below true cor. point, bears N. 20° I
and S, 10° W.; thence along broken gradual westerly slope of bench,
through scattered timber. .

Point for the witness cor. to the £ sec. cor. of secs., 35 and 36,

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the
ground to rock, and supported in a mound of stone, 3 ft. base to
top, with brass cap mkd,

1

b
535 (536
1955

True point for the i sec. cor. falls in bottom of small rock gully,

10 ft. deep, drains W., unsafe place for monumentation.
Gradually desc., along broken NW. slope.
Draw, near head, drains NW. about 2 chs.to junction, thence SW.

Draw, 60 ft. deep, 70 ft. below cor., drains SW.; gradually asec,
broken SW, and W. slopes.

Draw, 60 ft. deep, drains SW., head of box, 2 chs. NE.
Point for the cor, of secs., 25, 26, 35 and 36.

Set an iron rost, 30 ins. long, 2% ins. diam., 12 ins. in the
ground to rock, and supported in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T23S. R12E
5261525
535153

1955

Cor. is located on bench, 125 ft, above the i sec, cor.

land, S. portion is abrupt W. face of high sandstone rim of San
Rafael Reef; N, portion is broken bench, general SW. slope and
drainage, .

Soil, rocky of sandstone formation, with shallow sandy clay.
Timber, scattered scrub juniper and pinon.

From the cor. of secs. 25 and 36, on the E, bdy. of the Tp.
S. 89° 46' W., bet, secs. 25 and 36,

Over rough and broken land, through very scattered timber; graduall;
asc. 90 ft. over E, to NE. slope.

Top of ascent on N. slope of low flat spu}, slopes. N, 60° E.; desec.
W. slope. .

Rocky gulch, 40 ft. deep, 1 ch, wide, drains NE.,; thence along
N. side.
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. Subdivision, T. 23 S., R, 12 E.

-7

2

Chains

34.50

39.00
39.35

39.95

53.50

62.00

79.90

10.80

27.50
31,30
35.40
40,00

Junction of gulch from NW, and draw from S. 80° W., drains S. 80° E,;
gradually asc.

Wash, 20 lks, wide, in shallow draw, drains S. 80° E

Point for witness cor. to the % sec. cor. of secs. 25 and 36,

Set an iron post, 30 ins. long, 2/ ins. diam., 12 ins, in the
ground to rock, and supported in a large mound of stone to top,
with brass cap mkd.

25
e
336

1955

This W, C. is located on S. edge of wash on N. slope, about 125
ft. above sec., cor,

The true point for ! sec. cor. falls in rocky wash, in shallow
draw, drains N. 85° E.; thence up along wash, crossing and recross-
ing same. -

Leave wash near head, draining eicterly; begin abrupt ascent over
E. face of rim, 190 ft.

Top of 80 ft. vertical sundstone ledse and tor of rim, 285 ft.
above the : sec. cor., in cove bearing NE, and SE.; thence over
rolling top of mesa; asc, 65 feet to cor.

The cor. of secs. 25, 26, 35 and 36.
Land, rough and broken slopes of benches and mesa,

Soil, rocky with shallow sundy clay and shale.
Timber, scattered scrub juniper and vinon.

From the cor. of secs, 3, 4, 33 and 34, on the S. bdy. of the Tp.,
monumented by an iron poet, 23 ins, diam,, described in the survey
of the N. bdy. of T. 24 3., R. 12 L., Group 363.

N. 0° 02' W., bet, secs, 33 and 34.

Over low broken land facing easterly, throurh scattered scrub
timber; gently descending NE. slope.

Rocky gulch, 60 ft. deep, 105 ft. below cor., drains SE.; asc.
110 ft.

Top of rise on bench, slopes SE.; thence over broken K. slope.
Small draw, drains SE.

Rocky gulch, 100 ft. deep, drains 3E.; asc.

Point for the ] sec. cor. of secs. 33 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., over a cross (X)

cut in sandstone surface, and supported in a mound of stone, 5 ft.
base to top, with brass cap mkd.

L
I

3331834
1955
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Subdivision, T. 23 S., R. 12 E,

Chains

45,00
49.00
55.80
59.30
68.90

70,20

76.40

80.00

14.40

23.80

25,00

36.50
39.50

Cor. is located on a gradual SW. slope, about level with sec. cor.
Continue over very broken general easterly slope.

Rise bet. draws, slopes 3E.

Rocky gulch, 50 ft. deep, drains SE.

Rocky gulch, 50 ft. deep, drains SE.

Rocky gulch, 40 ft, deep, drains SE.

5. rim of small butte, bears E. and W.; thence over top.

N. edge of same, bears NW. and SE,; desc. steep broken N. slope
215 ft.

Bottom of Ernie Canyon, drains SE.; junction of gulch entering
from the N, bears up canyon about 1 ch. dist.; asc. 60 ft. along W,
slope.

Point for the cor. of sees. 27, 28, 33 and 34.

Set an iron post, 30 ins, long, 2% ins, diam., over cross (X) .cut
in sandstone surface, and supported in a mound of stone, 4 ft. base
to top, with brass cap mkd.

T23S R12E
528527
S33{S34

1955

Cor. is set on shelf of rock, on SW, slope and about % ch. E. of
draw from the N.

Land, broken bench, cut by several gulches; general SE. slope and
drainage.

Soil, rocky with shallow sandy clay and shale,

Timber, scattered juniper and pinon,

N. 0° 02' W., bet, secs. 27 and 28.

Over rough, broken and rocky land, through medium dense timber;
gradually asc. along bottom of gulch from N.

Leave bottom of gulch, drains S. 5° W. from NE.; asc. broken 3.
and SE. slopes, 200 ft.

| Top of ascent on mesa, bears NW. and SE.; thence over top.

Rim of same gulch, bears NW, and SE.; desc. abruptly over ledges,
175 ft.

Recross same gulch, drains SE,; asc. abrupt SW. slope.

Point for the witness cor. to the £ sec, cor., of secs., 27 and 28,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground to rock, and supported in a mound of stone, to top, with
brass cap mkd.

1
y
wee
| sstsz7
! 1955
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Subdivision, T. 23 3., R. 12 E,

Chains

40,00 - | True point for the i sec. cor, falls on steep rocky slope where it
is impracticable to set cor, monument.

41,20 Small branch gully, 20 ft. deep, drains S. 20° W,; asc.

56.00 Top of 5. edge of mesa, 105 ft. above the W, C., bears E, and W.;
thence over rolling top, rentle E, slope.

80,00 Point for the cor. of secs, 21, 22, 27 and 28,
Set an iron post, 30 ins. long, 2} ins, diam., over cross (X) cut
in sandstone surface, and supported in a mound of stone, 4 ft. base
to top, with brass cap mkd.
T23S R12E
5211522
528327
1955

Cor. is set in small cove facing SW,
Land, rough and broken; general SE., slope and drainage.

Soil, rocky, with shallow sandy clay and shale,
Timber, scattered juniper and pinon.

N. 0° 02t W,, bet, secs. 21 and 22,

Over rough and broken land, through scattered scrub timber; asc,

5.20 Top of high point on mesa, 50 ft, above cor.; thence over broken
top.
20,00 Dim jeep track road, unimproved, bears westerly and SE,
22,50 Begin descent over broken N. slope.

28.30 | Rocky sulch, 55 ft. deep, drains E.; asc, 100 ft.
40,00 Foint for the i sec. cor. of secs. 21 and 22,
¢ ins, diam,, over - cross (X)

cut into sandstone surface, and supported in a mound of stone,
L ft. base to top, with brass cap mkd.

Set an iron post, 30 ins, long, 2%

L
i
5211822
1955
"from which,

A pinon, 6 ins. diam., bears S, 153° E., 70 lks. dist.,
mkd. ; S22 BT.

A pinon, 8 ins. diam., bears S, 70.° W., 60 1lks. dist.,
mkd, 1 S21 BT,

40,50 Top of small round rocky knoll; sradually desc. to rim,
55,00 S. rim of canyon, bears NW. and SE,; abrupt descent over ledres.

58.00 Canyon, 100 ft, deep, narrow bottom, drains SE.; abrurt ascent,
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Subdivision, T. 23 S., R. 12 E,

Chains

62.40

72,70
77.00

80.00

15000

22,00

26,00
40,400

N. rim of canyon, bears NW. and SE.,; thence gradually asc. broken
SW. and W, slopes, 60 ft.

High point on W, slope; desc. 20 ft. along W, slope to cor.

Depression on W. slope, 50 ft, deep, drains W. about 3 chs., to
gulch draining S.

Point for the cor, of secs. 15, 16, 21 and 22,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground to rock, and supported in a mound of stone, 4 ft. base to top
with brass cap mkd.

T23S R12E
S16|S15
521|522

1955

from which,

A vinon, 6 ins. diam., bears N, 563° E., 68 lks, dist.,
mkd, only BT.

A pinon, 6 ins. diam.,, bears S. 18.° W., 79 lks. dist.,
mkd, only BT.

Cor. is set on gradual S. slope, 90 lks. E. of E, rim of ~ulch,
bearing nearly N, and S, :

land, rough and broken; ceneral southeasterly exposure and
drainage.

Soil, rocky of sandstone formation, with shallow sandy clay and
shale.

Timber, scattered to medium dense scrub juniper and pinon.

N. 0° 02' W., bet. secs. 15 and 16,

Over rough and broken mesa land, through medium dense timber;
gradually desc. along broken W. slope on E. side of gulch.

E. edge of bottom of gulch, 50 ft. deep, at bend, drains S. 10° W.
from N, 20° W.; continue along E. edge of same,

Junction of main zulch from N 30° E and small branch gulch from

NW., drains 3. 20° W.; asc. sl
W #im of gulch' thende gradually ascend SE. slope LO feet,

Point for the £ sec. cor. of secs. 15 and 16,

Set an iron post, 30 ins., long, 2% ins, diam,, 2 ins, in the
ground to rock, and supported in a mound of stone, 4 ft. base to
top, with brass cap mkd.

-

S16
1955
from which,

A pinon, 10 ins. diam., bears N. 16i° E., 90 1lks. dist.,
mkd. only BT.
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Subdivision, -T. 23 S., R, 12 E,

76

Chains

52,00
60,00

80,00

G40
21.30
25,00

LG.00

A pinon, 6 ins. diam., bears S. 33%° W,, 114 lks. dist.,
mkd. only BT, :

Giradually asc. 60 ft. along easterly slope to sec. cor.
Shallow draw, drains E.

Shallow draw, drains SE.

Point for the cor. of secs. 9, 10, 15, and 16.

Set an iron post, 30 ins. long, 2% ins. diam.,, é ins., in the .
ground to rock, and supported in a mound of stone, 4 ft. base to
top, with brass cap mkd, ~

T235 R12E
S 9]S10
516515 -

1955
from which,

A scrub juniper, 20 ins. diam., beirs N. 19/° ., 66 lks.
dist., mkd. only (10 BT.

A pinon, 7 ins, diam., bears O. 28 ¢ Il., 100 lks, dist.,
mkd, 515 BT,

A vinon, 18 ins. diam., be.rs N. 62° W., 29 lks, dist.,
mkd., 59 I,
Land, rcllin- 2nd broken; -eneril e:storly slore; drainance 5,
Soil, r~ruavelly and rocky.
Timber, scattered Lo medium dense juniver and pinon.

N. 0° 2 V., bet, aecs, 2 and 10,

Over rolling land, throurh medium dense {imber: slight ascent over
0B, olore.

Leave timber, enter srassy {lat, bears X, and .

Wash, dr.ins ¥. to NE,

Leave open flat, re-enter timber,

Foint for the , sec, cor, of secs. ? and 10.

Set an iron post, 30 ins. lont, 2! ins, diam., 10 ins. in the

ground to rock, and supported in a mound of stone, 4 ft. base to
top, with briss cap mkd.

i
5 91510
1955
from which,

A pinon, 12 ins, diam., bears 5. 13{° B., 35 lks. dist.,
mkd, ;. $10 BT,

A pinon, 12 ins, diam,, bears N, 2° W,, 69 lks. dist.,
mkd. } S9 BT.
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Subdivision, T. 23 3., R. 12 E.

Chains

52.20

69,00

76,00

80,00

21,80

26,50

31.50

35.00

Cor. is on S. slope at S5, base of mesa, 60 ft, above sec. cor.
Asc. steep S. slope of mesa, 250 ft,

Top of S. edge of mesa top, bears NE, and SW,; thence across nearly
level top through heavier timber; asc. 10 ft.

N. edge of top, bears 5., and extends NE. for about 2 chs. dist.,
thence southerly; desc, steep N. face of mesa, 250 ft, to cor,

N. base of mesa, bears E, and SW.; gradual descent over N. glope.
Point for the cor. of seecs, 3, 4, 9 and 10.
Set an iron post, 30 ins. long, 2} ins. diam., 8 ins, in the ground

to rock, and supported in a mound of stone, 4 ft. base to top,
with brass cap mkd,

from which,

A pinon, 7 ins. diam., bears N. 77 3/4° E., 92 lks. dist.,
mkd. S3 BT.

A pinon, & ins. diam., bears S, 69i° E., 73 lks, dist.,
mkd. S10 BT,

A pinon, & ins. dinm., bears 5. 36° W,, 57 lks. dist.,
mkd. 59 BT.

Land, rolling and broken.
S0il, sandy clay, shale and rocky.
Timber, scattered to medium dense juniper and pinon.

N. 0° 12' E., bet. secs. 3 and 4.

Over broken bench land facing N., through scattered timber;
gradually desc. 120 ft.

S. rim of Crawford Draw, general bearing NE. and SW.; desc. 75 ft.
over N, and NE. slopes of cove,

Begin abrupt descent over canion wﬁll, 200 ft.

Bottom of Crawford Draw, course NE. for about 7 chs,, thence
northerly; abrupt ascent of 240 ft. over N, canyon wall.

Point for the witness cor. to the } sec. cor. of secs. 3 aﬂd 4.
Set an iron post, 30 ins. long, 2% ins, diam., over a cross (X)

cut into sandstone surface, and supported in a mound of stone,
L4 ft. base to top, with brass cap mkd.

i~

w.C
S hTé 3
1955

The W, C. is set on top of rocky spur point from the W. and on
N. rim of canyon.

U, 5. GOVERNNENT PRINTING OPVICK 16—28530-1



Subdivision, T. 23 S., R. 12 E,

o)

Chains

39.70

40.00

43.50

16,60
61,00

80.03

9020

12.90

16.50
25.50
30,20
33.50
37.00

40.00

Thence along steep broken E. slope.

Rocky point and S. rim of branch canyon, bears westerly and SE,;
abrupt descent over N. face of canyon wall, 225 ft. to bottom.

True point for the i sec. cor, falls on inaccessible N. face of
canyon wall. ‘

Bottom of a branch canyon from the NW., drains easterly about 7
chs, dist. to junction with Crawford Draw, drainsing E. from S,;
abrupt ascent of 200 ft. over rim ledges.

N, rim of canyon, bears E, and NW,; thence cradually asc., 3E. and
S. slopes, 145 ft. to cor. over broken sandstone surface rock.

Enter sandy soil and heavier timber.

The cor, of secs, 3, 4, 33 and 34 on the N, bdy, of the Tp.

Land, broken and rugged, cut by deep canyons with nearly vertical
rim edges.

So0il, rocky of sandstone formation, with shallow sandy clay.
Timber, scattered to medium dense juniper and pinon,

From the cor. of sees. 1, 2, 35 and 36, on the N. bdy., of the Tp.
S, 0° 01t E.; bet. secs. 1 and 2.

Over rough broken land, through medium dense scrub timber; desc.
broken S, slope, 120 ft.

Draw, 40 ft, deep, drains SW. for about 10 chs. dist. to junction
with Straicht Washj; asc. broken NW. slope.

Small side draw, 50 ft, deep, heads E, about / chs., drains V.

Top of abrupt ascent and rim, 170 ft, above draw, bears NE. and
SW.; gradually asc. 20 ft.

Top of ascent on bench spur, rrojects W. about 12 chs. dist. to
point; desc, 70 ft,

N. rim of canyon, bears N. 80° W. and 5., 80° F.; abrupt descent of
260 ft. over canyon wall,

Bottom of Straight Wash, drains E. for about 6 chs., thence SE.;
abrupt ascent over 3. canyon wall, 210 ft,

3. canyon rim, bears E, and W.; gradually asc. 25 ft. over N,
slope.

Foint for the ; sec., cor. of sees. 1 and 2.
Set an iron post, 30 ins. long, 2% ins. diam., 3 ins. in the ground

to bedrock, and supported in a mound of stone, 4 ft. base to top,
with brass cap mkd.

P

5281

1955

Asc, 110 ft. over broken N. slope, over small ledges.
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73
-Subdivision, T, 23 S,, R. 12 E,
Chains |
48.10 Top of ascent on bench, bears nearly W, and slopes SE.; desec. S.
slore,
52,00 Rim facing S., bears E. and SW.; thence along rough breaks on W.
side of Straight Wash.
56,00 3ide draw, 50 ft. deep, drains 5E., about 10 chs., dist. to junction
with Straight ‘Jash; continue along steep E., slope.
65,00 Rim of StraightWash, bears NE, and S, 10° W.; thence along abrupt
canyon wall, gradually descending.
80,00 The true point for cor. of secs. 1, 2, 11 and 12, falls on abrupt
E., slope of ledere, about 2 chs. W. of bottom of canyon, where it
i is imnracticable to set cor. monument. It is witnessed West, 2,60
 chs, dist.; for description of cor. see line bet. secs. 2 and 11.
! Land, rouch and broken, cut by deep canyon,
Soil, moole sandstone bedrock, with shallow sandy clay.
Timber, scattered to medium dense Jjuniper and pinon.
“iest, bet., secs. 2 and 11; from true cor. point.
Over rough broken land, through scattered tlmber abrupt ascent
over E. slope on ... wall of canyon,
2.60 Foint for the witness cor. to cor, of sees. 1, 2, 11 and 12,
Set an iron post, 30 ins. long, 2% ins, diam., 4 ins. in the ground
to bedrock, 2nd supported in a mound of stone, 4 ft. base, to top,
with brass cap mkd.
T23S R12E
s2ls1_w
511{512 " C
1 1955
| This witness cor. stands on top of ledge point from N, on top of
| ¥l rim of canyon wall of Straight Wash, about 150 ft. above the
! | true cor, point.
4sc, alonr rough SE, and S. sloues,
© 14,80 Drewa, 60 ft. deep, drains SE,
i 17.00 | 5loe chanzes to an . slope.
; i
; 22,00 Top of a 40 ft. rim facing E., bears N, and 3.
L0 Joint for the , sec., cor. of secs., 2 and 11,

L

~eb an iron post, 30 ins, long, 2% ins, diam., 12 ins, in the .
Tound to rock, and supported in a mound of stone, 3 ft. base to
ton, with brass cap mkd.

1 .52
“ 511
1955

tands at top of ascent on flat bench, 275 ft. above the
wiiness cor,, bearz N, 30° W, and S, 30° &,
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Subdivision, T. 23 S., R, 12 L.

&0

Chains ‘

45.00
60,00
66,70
70.00

74,20

79.00

80,00

46.00

Along nearly level top.

Begin gradual descent over W. slope.

Head of small draw, drains S.; thence over SW, slope.
Rim of draw, bears NW, and southerly.

Small draw, drains 5W. and buse of steep deécent.

Wash, 30 lks. wide, in bottom of large draw, 215 ft. below i sec,
cor., drains SE,

Recin steep ascent of [i, slope over rim ledres.

The true roint for the cor. of srcs, 2, 3, 10 and 11, falls on
rim of ledge, where it is impractic:ble to set cor. monument.

lsind, rou-h and broken; reneral ..k, drainage,

Soil, rucey, of sindstone form:.fion, consicerable axrosed bedrock.
with shallow sand,

Timber, scottered to midium <ence juni:er and vinon,

b—o -

"From ‘ne true ioint “or ‘he cor, of seca, 2, -, 10 und 11,

Ly ) A 3 - P
N, 00 oL ey te', oeco, qid 3,

Uver broken mosa 1ond, threurh scatlered timber: desce,
slore,

ora, bers NV, wnd Uiy Lheonee alont drow,

wide in Lot om o 1rre drev, 7Y L, below “rue cor,

2rin cteey Leent over . slo e,

I

jadm, 110 “t. above sl bears NG, oond D4, conoinue ascont over

Yoy ! .
Orosen . niou.

| Top 07 ascent on mess, 275 fi, cbove rraw, be.rs wos'orly and
! \ v
[, 60" 4.3 thenec over tor,

lhcrin descent over brokin M, slorc,

|

l'oint for the | e, cor, of secs, 2 and 3,

Let wa iron post, 0 ins, Jonv, .7 dns, diam., 6 ins. in the round

tto rock, and suprorted in n mound of stone, 4 flL. b.ce to lon,
[ with brass ci; mkd.

Cor, is cet on a broken NW, slope, LO ft, below tor of auc:nt.

iv, canyon rim bearing NW, and SW., and hend of short gulch, drains
NW. about 5 chs. into Crawford Draw.
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Subdivision, T. 23 8., R, 12 E,

Chains

50.00

56,00

61.00

68.00

79.98

1.00

5.00
15.50

28.00

34.50

32,00

40.20

42.00

42.20

Mesa point, bears SE. and extends. NW, about 5 chs. to end on canyon
rim; desc. N. slope.

S. canyon rim, bears SW. and NE. for 2 chs., thence SE.; abrupt
descent over N, face of canyon wall, about 200ft.

The junction of Crawford Draw entering from SW,, with Straight.
Wash from W., and Red Draw entering from the N,, drains SE.; thence
up along Red Draw.

Leave Red Draw, drains S. from the NE,; thence asc., along steep
broken W, breaks of Red Draw.

Intersect N. bdy. of Tp., at the true point for the cor. of secs.
2, 3, 34 and 35. The witness cor. to same bears West, 1 ch, dist,

Land, rough, broken canyon slones and mesa.
Soil, rocky with shallow sandy clay.
Timber, scattered to medium dense juniper and pinon.

From the true point for cor. of secs, 2, 3, 10 and 11,

N. 89° 59' W,, bet, secs. 3 and 10,

Over broken mes: land, through scattered timber; asc., E. slope.
Point for the witness cor. to cor, of sees, 2, 3, 10 and 11.

Set an iron post, 30 ins, long, 2% ins. diam,, over a cross {(X)
cut into solid sandstone, and supported in a mound of stone, L ft.
base to top, with brass cap mkd.

T23S R12E
S 2. W
S10{511
1955

Cor. is set on steep E. slope on shelf, 120 ft. above wash.
Thence along a southerly slove.,
Shallow draw, drains SE.; asc, gradual NE. slope.

Top of ascent on bench, 110 ft. above the W. C., slopes N.; slight
descent over W, slope.

E. rim of gulch, bears N. 20° E, and S. 20° W.,; abrupt descent
over ledges, :

Bottom of rocky gulch, 100 ft, deep, drains N. 20° E,; asc.
abruptly.

The true point for the 4 sec. cor, of secs. 3 and 10, falls on
abrupt E. face of rim ledge on W. side of gulch, where it is

1mpractlcable to set permanent cor.
W. rim of gulch, bears generally N, 20° E, and S, 20° W,

Point for the witness cor. of seecs. 3 and 10.
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Subdivision, T. 23 S., R, 12 E.

Chains

80,40

0.90
5.30
19.20

31.90
39.40
40,00

46,00

51.00

80,00

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins. in the ground
to rock, and supported in a mound of stone, 4 ft. base to top, with
brass cap mkd.

1_S3._WwW
¥ 85107 ¢
1955

Gradually asc. over rolling NE. slope, 110 ft. to cor.
The cor, of secs, 3, 4, 9 and 10,
Land, broken east half mile and rolling west half mile.

Soil, rocky and sandy clay.
Timber, scattered to medium dense juniper and pinon.

From the cor. of secs. 15, 16, 21 and 22,
West, bet. secs. 16 and 21,
Over rough, broken mesa land, throuzh scattered timber; desc. 5 ft.

E. rim of gulch, bears N, and S.; desc. abruptly over W. slope,
100 ft,

Junction of rocky gulch from N. and gulch from NW,, drains S.;
asc. abruptly over NE, slore, over ledges, 110 ft.

W. rim of gulch, bears N. 70° W, and 3., 70° E.; asc, gradual N,
to NE., slores, 45 ft.

Spur, slopes SE.; desc., broken SW. slope, 30 ft.

o=

E. rim of gulch, bears NW/, and SE.

Foint for the i sec, cor, of secs, 16 and 21,

Set an iron post, 30 ins. long, 2% ins, diam., over a cross (X)
cut in solid sandstone surface, and supported in a mound of stone,
L, ft., base to top, with brass cap mkd.

_s16
521
1955

e

Cor. is set on steep SW. slope.
Desc. abruptly 115 ft,
Narrow rocky gulch, drains S, 70° E.; asc. abruptly 100 ft.

W. rim of the gulch; thence gradually asc., 130 ft. over broken
NE. slope.

Point for the cor. of secs. 16, 17, 20 and 21.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in the ground

to rock, and supported in a mound of stone, 4 ft. base, to top,
with brass cap mkd,
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Subdivision, T, 23 S., R, 12 E,

Chains

44,30
46.80
58.00

63.C0
80,00

T235 R12E

Cor, is set on NE. slope at N, base of mesa bearing N, 85° W, and
S. 65° E, The top of the mesa bears S, about 6 chs, dist,

Land, very broken; general SE. slope and drainage,
So0il, sandstone bedrock with shallow sandy clay.
Timber, scattered juniper and pinon.

N. 0° 03' W., bet. secs. 16 and 17.

Over rough, broken mesa land, through scattered timber; desc. 75 ft.
over N. and NE. slopes.

S, rim of gulch, bears NW, and SE.; abrupt descent over ledges,

Gulch, 75 ft. deep, drains SE.; abrupt ascent along rocky W. slope
on E, side of smally gully draining S.

Thence over SE. slope.

Small rim, leave sindstone bedrock, enter rolling land and
gravelly soil; continue more gradual ascent.

Point for the ! sec. cor. of secs, 16 and 17.
Set an iron post, 30 ins. long, 25 ins. diam., 8 ins, in the

ground to rock, and supported in a mound of stone, to top, with
brass cap mkd,

Zl;
S17{516
1955
from which,

A juniper, 4 ins. diam.,, bears S. 52° E,, 49 lks. dist.,
mkd. BT.

A pinon, 6 ins. diam., bears S. 68° W., 22 lks. dist.,
mkd. BT.

Cor, is set on slight SE. slope, 175 ft. above the gulch.
Gradually asc. SE. slope, 75 ft. io saddle,

Dim jeep trail, bears NE, and W.

Shallow wash, drains SE.

Top of ascent in saddle between mesas, bears NE. and SW.; gradually
desc, NW. to W, slopes, 50 ft., to cor.

Recross the jeep trail, bears NW, and SE.
Point for the cor. of sees, 8, 9, 16 and 17.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the
ground, and in a mound of stone, with brass cap mkd.
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S

Subdivision, T. 23 S., R, 12 L.

Chains |

T235 R12E
s 8ls 9
ST71516

1955

from which,

A juniper, 6 ins. diam,, bears S. 613° E., 100 lks. dist.,
mkd. S16 BT. A _

A pinon, 12 ins., diam., bears N. 447° W., 73 lks. dist.,
mkd, S8 BT.

Land, relling and broken; general SE. and NW. exposure.
Soil, rocky, gravelly and sandy clay.
Timber, juniper and pinon.

From the cor. of secs. 9, 10, 15 and 16,
West, bet, seecs, 9 and 16.

Over rolling and broken mesa land, through scattered timber;
gradually asc, E., slope.

26.00 E. base of mesa rim, bears NE. and S.; steep ascent of 200 ft,

31.20 Top of E, rim of mesa, 330 ft. above cor., reneral bearing NE. and
S.3; thence across nearly level top of mesa,

39.99 Point for the ! sec. cor. of secs. 9 and 16,
Set an iron post, 30 ins., long, 2} ins. diam., 18 ins. in the

ground, and supported in a mound of stone to top: with brass cap
mkd.

; S 9
W 516

1955

from which,

A juniper, 10 ins,. diam., bears S. 403° E., 36 lks. dist.,
mkd, + S16 BT.

A pinon, 6 ins. diam., bears N. 40° W., 38 lks. dist.,
mkd. + S9 BT, ‘

54.50 Leave top of mesa, bears NE, and S. 70° W,; thence along N. rim.
59.00 Base of cove of N. rim, 100 ft. below top.
65.00 Top of mesa rim, bears N. 80° W. and 5. 80° E.; thence along top.

70,50 Rim, leave mesa top, bears NE. and S.; desc., abrupt W. face, 200
ft. to cor.

79.98 | The cor. of secs. 8, 9, 16 and 17.
Land, steep mesa slopes and rolling tops.

Soil, gravelly, stony and sandy clay.
Timber,  scattered to medium dense juniper znd pinon.
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a Subdivision, T. 23 S., R. 12 E,
' Chains
From the cor. of secs., 4, 5, 32 and 33, on the S, bdy. of the Tp.,
mkd. by an iron post, 1 in. diam.; for description see survey of
! T. 24 S., R. 12 E., Group No. 363.
i N. 0° 03! W., bet. secs. 32 and 33.
;
Over rourh and broken land, through medium dense timber.
G.73 J S. rim of gulch, bears NW, ahd SE.; abrupt descent.
3,00 Lone Man Draw, 120 ft. deep, drains SE.; asc. over ledges,
9.60 . Narrow rocky spur between gulches, slopes S. Bd° E.; thence along
i steep broken and rocky E. slope on W. break of gulch to E. of line.
32,00 Leave abrupt E, slope; thence gradually asc, S. sldpe.
35,00 Top of small knoll; thence over broken bench top.
40,00 Foint for the : sec. cor. of secs. 32 and 33.
Set an iron post, 30 ins. long, 23 ins. diam., 3 ins. in the
around to rock, and supported in a mound of stone, 3 ft. base to
top, with brass cap mkd.
1
s
$32|533
1955
from which,
A juniper, 6 ins, diam., bears N, 55i° E,, 62 1lks, dist.,
mkd. BT.
A pinon, 6 ins, diam., bears S, 18%° W., 52 lks. dist.,
mkd, BT.
J The cor. is set on slight W. slope, 125 ft. above sec. cor.
Asc. U. slope, 25 ft. i
47.30 Top of wide knoll; cradually desc. over bench sloping E., 40 ft.
55.60 ' 3hallow draw, drains SE.; asc. broken S. and SW. slopes, 80 ft.
81,00 ' Point for the cor. of secs, 28, 29, 32 and 33.
, -et an iron post, 30 ins, long, 2% ins, diam., 4 ins. in the .
, ground to rock, and supported in a mound of stone, 4 ft. base to
 top, with brass cap mkd.
i T23S R12E
[ 3529{528
i S321S33
; 1955
f from which,
' A rinon, 12 ins. diam., bears N. 39° E., 70 lks. dist.,
mkd, 528 BT,
A rinon, 10 ins, diam., bears S, 75 3/k° W., 23-1ks. dist.,
mrd. 332 BTy
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Subdivision, T. 23 S., R. 12 E.

Chains

6.50
12,
16.00
25,00
35.50

40,00

2,60

Li 60

7.00

A pinon, é ins. diam,, bears N. 25° W,, 76 lks, dist.,
mkd, S29 BT, .

Land, rough and broken; drainage into Lone Man Draw.
Soil, rocky with shallow sandy clay.
Timber, scattered juniper and pinon.

S. 89° 59! W., bet, secs. 29 and 32,
Over rough Sroken land, throurh scattered timber; along bench top.
Bevin descent along very broken seneral 5, slope.
Small draw, druins S,
Shallow draw, drains SE.; -radually asc. 75 ft,.
Top of rise, slopes S., gradually desc. broken CW, slope, 50 ft.
Junction of small draws from N. and NW.,, drains 35.; asc. 15 ft.
Foint for the . sec., cor. of secs. 29 and 32,

2 ins, diam., 6 ins, in the

round to rock, and suriorted in a mound of stone, L ft, base to
b 2 b
‘top, with trass cap mkd,

Set an iron post, 30 ins. long, 2:

529

“ 5332
1955

Top of rise, slores 5.3 thence alonr broken 5, slore,
3] b4 s

Small branch mully, 40 ft. deep, drains °. <hout I ciis. dist.
to junction with Lone Man Draw.

Intersect W, tdy. of the Tp., at the cor, set ‘“or secs, 15, 30, 31
and 36, monumented by an iron ros:i, 2 in<, diam., conforming to

*he 1933 survey record as described in survey of T. 23 5., R. 11 E.;
as this cor, now refers to secs. 25, 29, 32 and 26, marks on the
brass car are altered to read:

T235
R11E R12E
5251529
535532
1955
1933

Land, rough and broken; very rocky; general UE. slope and drainage.
50il, shallow red sand and clay, shale, and exposed sandstone.
Timber, scattered Juniper and pinon.

From the cor. of secs, 16, 17, 20 and 21,
S. 89° 56' W., bet, secs. 17 and 20,

Over broken land, through scattered timber; gradually asc. 30 ft.
along steep N, slope of mesa.

Top of rise on N, slope; begin rradual descent of N, slope, 45 ft.
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. Subdivision, T. 23 8., R. 12 E,

Chains

22.00

30.50

33.80
40.00

42,00

51.00

52420

16.70
33.50 |
40.00

Base of descent on N. slope, . about 3 chs. N. of saddle between
mesas. Asc. steep NE. and E, slopes 160 ft,

E. rim of mesa top, bears NW, and SE, for about 3 chs., thence SW.;
thence across top.

W. rim, bears NW. and SE.; desc., abrupt SW. slope,v125 ft.
Point for the . sec. cor, of secs. 17 and 20.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.. in the
ground to rock, and suprorted in a mound of stone, 4 ft, base to
top, with brass cap mkd.

S17
520

1955

R

from which,

A pinon, 12 'ins. diam., bears S. 51%° W., 11 lks, dist.,-
mkd, 3 S20 BT,

A pinon, 10 ins. diam., bears N. 58° W., 47 lks. dist.,
mkd. % S17 BT. ‘

Hollow, 25 ft. below cor., drains NW., and heads SE. about 6 chs.
dist. in saddle between mesas; asc. abrupt NE., slope, 165 ft.

Rim of mesa, bears NW. and SE.; thence over top.

Intersect W. bdy. of Township, at the cor. originally set for secs.
13, 18, 19 and 24, monumented by an iron post, 2 ins. diam.,
conforming to the 1933 record and described in survey of T. 23 S.,
R. 11 E, As this cor. now refers to secs. 13, 17, 20 and 24, the
marks on the brass cap are altered to read:

T23S N
R11E R12E

s13|s17 . . ,
524,520

1955

1933

The marks on the NE. and SE. bearing trees are changed to read
the correct secs.

Land, broken mesas.
Soil, rocky with shallow sandy clay.
Timber, scattered to medium dense' juniper and pinon.

From the cor. of secs. 8, 9, 16 and 17.
N. 89° 56' W., bet. secs. 8 and 17.

Over rolling land, through scattered timber; slight descent, land
slopes N.

Dim jeep trail road, bears N. and SE.
Head of rocky draw, 30 ft, below cor., drains NE.

Point for the cor. of secs. 8 and 17.




Subdivision, T. 23 S., R. 12 E.

Chains

51.95

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the
ground to rock, and supported in a mound of stone, to top, with
brass cap mkd.

158
4 S17

1955
from which,

A juniper, 20 ins. diam., bears N, 87%° E., 95 lks. dist,,
mkd. 3 S8 BT.

A pinon, 9 ins, diam., bears S. 23;° W.,, 96 lks, dist.,
mkd. % S17 BT.

Gently asc, 20 ft. to cor.

Intersect W. bdy. of Tp., at the cor., originally set for secs. 7,
12, 13 and 18, monumented by an iron post, 2 ins. diam., conforming
to the 1934 record and described in survey of T. 23 5., R, 11 E.

As this cor. now refers to secs. 8, 12, 13 and 17, the marks on

the brass cap are altered to read:

T238
R11E R1ZE
512(5 8
S13|517
1955
1934

The marks on the NE. and SE. bearing trees are chanced to rsad the
proper secs, in R, 12 E.

Land, rolling bench or basin; general northerly slore and drainage
towards Crawford Draw,

Soil, sandy clay, gravelly and stony.

Timber, scattered juniper and pinon.

General Descrintion

The land embraced within township 23 south, range 12 east, is
principally rough and broken mesas and benches, situated on the
San Rafael Swell and Sinbad Country, at elevations ranging from
approximately 5600 ft. to 6900 ft. above sea level. The San Rafael
Reef extends into section 36. The highest point on the reef in
sec. 36 is 6403 ft. at U.S.G.S. trianculation "ERNIE", which is
located N. 13° 52' W., 11,16 chs., dist. from the SE. cor, of the
township., The general drainage is to the southeast. 3Straizht
Wash, which is the main drainage, enters on the N. bdy. of sec. 3
and winds southeasterly through a narrow box gorge or canyon, from
about 200 to 700 ft, deep, leaving on the E., bdy. of sec. 24.: thence
SE. through the Reef. This canyon is inaccessible to stock for
most of its length through this township. Crawford Draw, entering
the township from the west, drains easterly through sec. 3 to
junction with Straight Wash., Ernie Canyon and Lone Man Draw extends
through the SW. portion of the township and drain southeasterly.

The greater portion of the township is covered with scattered
growth of scrub juniper and pinon and short sparse undergrowth of
mountain rush, yellow top, sagebrush and shadscale. There is
fairly good grazing on the open flats in the NW. part of the Tp.
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T. 23 S., R. 12 E.

The soil is meinly a shallow sandy clay, shale and rocky, lying
‘ on sandstone and limestone bedrock. There are large areas of ex-
| posed bedrock along the draws and gulches.

No wzter was noted with the township, but there may be some
tanks or seeps in the bottoms of the deep canyonms.

Ho raods extend into this township other than dim jeep trails
along the western side. There are no habitations or improvements
in the township,
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a1 CERTIFICATE OF CADASTRAL ENGINEER

Andrew Nelson, Cartographer (Cadastral), and

A, Ye, Phil D. Smith, Cartographic Survey Aid

pursuance of special instructions bearing date of the .....29%th___ day of ~June ,195¢

, HEREBY CERTIFY upon honor that, i

W& have surxeyed - resurveyed.the East Boundary., .and surveyed the North Boundary and a..

portion of the subdivision of Township 23 South, Range 12 East

of the Salt lake Meridian, in the State of Utah , which a

us our
represented in the foregoing field notes as having been executed by me and under xux direction ; and ths
said survey has been made in strict conformity with said instructions, the Manual of Instructions for tk

Survey of the Public Lands of the United States, and in the specific manner described in the foregoin

field notes.
Calt lake City, Utah, Dec. 5, 1955 M’,/ Jf]: A

Phl% . Smlth Cartographlc Survey Aic
Salt Lake City, Utsh, Dec. 5, 1955 S S AT ) \id dery

Andrew Nelson, Cartographer (Cadastra.

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

JuN 27 1956

Washington, D. C., ,19

The foregoing field notes of theyursepak. resurvey. of the Fast Boundary, survey of the .
North Boundary, and a portion of the subdivision of Township 23 South, Range 12

Last, Salt Lake Meridian, Utah,

executed by Andrew Nelson and Phil D. Smith

having been critically examined and found correct, are hereby approved.
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UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

FIELD NOTES

OF THE SURVEY OF,

eeeeeeemeeemeeeereereeoeere oo o r....SOUTH. BOUNDARY. AND SUBDIVISION OF,

covrer e X0 R S Be U B

Of the ....... . Salt Leke . Meridian,

the State of UHah

EXECUTED BY

Andrew Nelson, Cadsstral Eogincer oo

der special instructions dated .. Dacember 22.... ... ... , 19:80..., which provided
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Township .24 South ..., Range . 7 Eeat
6 45 5 3y ‘4 29 3 41 b 1¢ 1
46 46 36 28 20 11
7 Js 8 3b ® 27 10 19 1 n 12
44 34 35 27 139 10
18 43 17 34 16 PS 15 18 14 9 13
43 42 33 26 17 &
19 41 20 3p 21 ?5 22 15 a3 &h M
41 40 32 24 16 8a

38 40 = 31 = b5 ¢ 15 g B as
39 39 30 22 14 7
31 g 82 30 838 P2 84 13 38 6 36
6 5 4 3 2 1
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Xe 24 Sey Re 7 Eo

3 Y o, '

Chains

16.10
20.40

23.00

26,00
36,60

40,00

. subdivision line., '1?\0 tranalt was kept in good adjustment throughout

% was surveyed by Elliot Bird, Cadastral Eagincer, in 1937, under !
|- spocial instructions for the survey of Uroup 259, Ugeh, :

! "Emery?, locsted about 106 ft. southenst of the ; sec. cormer of

JTha followiny field notes of [T« 24 S., Rs: 7 Es,1Salt [ake‘Mgridian,
Utah,, are those:of & surdsy of the south baundary and ‘subdivisiomal
lines. N

The survey was commenced July 17, 1951, and was executed with Hell~
gate model Gurley soler transit, seriml No, 38871. The instrumemnt
is the property of the Buresu of Land Management., The hearings of
the lines of thies survey were determined by deflection angles from
true meridiens dotermig by hour angle observations mede on Polaris
during the progress of the work. At leapt one of these observaetions
was made on the south boundary of the township and on each mericdienal

' the progress of the work.

The measurements were made with & Chicago steel tape 8 chains in
length, graduated every link for.the fir 't 100 links &pd therpafter
at irtervals of 10 links. The tape was tested, comparison being made
with & Lufkin standerd stegl taps 1 chain in length end found correct,
The messurements were made on the slope, the vertical angle determined
with clinometers, and. the slope memsurgments properly reduced, to true|

horiront«l distances which appear in this record. i
|

The north tcundary of thé township was: surveyed in conjunction with
tre survey of T, 23 S., Re 7 E. of this group, The east boundery wes

! surveyed by J.C. Clark,  Cadastral Ingireer, in 1932, under spevcial

instructions for the survey of Group 218, Utah, The west tcundary

The survey was made at the request of the Bureau of land Management
as an administratlve measure, in order that oil and gas lesases
could te located in this vicinity, also to determine the areas of
krazing allbtments, to provide a tasis for lomestead applications

and to catigfy the State demands for the survey of school séctions. |

The geographic position of the southeact rorner of the township, as
corputec from .S, Coast enc Geodetic Survey triangulatior. station

sectiorns 28 and 29, Te 22 S., Re 7 Es, is as follows,

Latitude 38°40'22" N, Iangitude 111°05'G4" W.

The mea:. mafmetic declination st thi: point was found to be 16°C0' E.

. .SOUTH EQUNDARY OF Te 24 S., Ke 7 ko

From the ‘cor, ofLTs, 24 wrd 25 Se, Ree 7 and,é-E., ﬁ:ich is marked

. by an iron post, 3 ins. ir diem., set, marked, and witnegsed, as

desoribed in the offieiul record. ‘

Se B89°48' W,, bet. secs, 1 and 36,

.

Along brcken S. slope of broken iand; descend 116 ft. to drew,

. : v ; v
Draw, drains N, 70° W,; ascend 15 ft. alony broken N, slope through
scattered juniper, thmber. | . L .
|
low rocky spur, projects Ne 20° w., about 2 chs. to end; descend
15 e, t v o

I H )
i

Swale, drains Nej ascend 20 ft.

The Eo rim of gulch bears M. and SW.; descend 276 fte. over abrupt
He alopes .

N Lol . g a ) [
I LI
Deep récky guleh, drainl NE., 2 chg di;t., thence Ny; ascend 105 ft.

over rocky SE. slope to the peo. core . Coi

e

)

@ s
Point for the 4 sec. cor. of secss 1 and 86, on ebrup* rocky SE.
slope, sbout 650 lks. S. of rim of ledge.

¥, & SOVERNINENY PRINYINE oPTION  O—8183
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SOUTH BOUKDARY OF “I', 24 S., Re 7 B,

”imaniarii; i
| P20 | et s iron post, SO irbe long, 2k insl in dismd{@ imk, in the |
Jj'r'(‘iai i ground to ‘soXid dbok amd i alarges mound of stone, with brass co.p

marked L 3¢
4L~ .3 - S TR M SR Iwg_?_oo_“_ €2 2. . Ao os o
‘ ol U N [niv.a tle "&fé&l(g velr. Ia%e - i
ozt iy d s A Yoo e TP, SIS, SR ALY «
LR | cit L vy ontan o eie wo il "
24 L b bt e Lo e T 1951 AR TR S cund
Pt e 2 e AT SO .4 eI T RSN | 3 i
Lo :iq (| ‘Asdend 100, £t. oret'[. pf{),rupt “E. slor,ef S o aew
Il f2.20 7 10p of vertica];t rin or’ ¥, Fih o}‘ éulc 40”1’%:3. g¥ bqpl NE. and
SW. ‘
C ek Te “u omcong 8 tn hep e gl oepanea
1.7 50,00 | Dgscend Sot#te!fnke gulch-. RIS SO AT M BRI
o i T (™ ¢hedo ton a3 L I o=l it iote
Tl 152040 Narrow roclcy gulch dEains*N’.; asce'ndh")o*ft-f OVOI' Eo M'Dpao
i1 v It I IR J R e} bEA S P . ‘
1" 65,000 | Spurl,” projects N.;vaascend 30 ft47 to drewy I - ool
Se i bl - toios AR A
5 56460 ., Shor:g; bragch, draxv,n dx'alp.a—,N -+ ageend: 65 ft. g
- PV o P . -+
i L,po.og); T0p of agcent .?!l N,. slope pf hin, ;op of hil.l bea.rs Se3 about 1 che;
. qi:ascend €5 fj;. over NW. ,8lopee- . . CO L ceidacida i
€ Tl LS IR AT e I Lotte o Joilf A 2.
62490 | Drawy drams NE.; agcend 45 ft. over,brpken$he; &pdl Ee slopes.
178,00 | Low r'i%e,[bsa;'sLN Zb° E., énd S. 26° tlj(zence a@rbss smell flat.
373 a ) I R vt :
| o} ' i s - § C I A
:‘BIQI_.OO}HPomt): f‘_?r the gﬁr.éf; Seiisp. }, 3, 55?"5‘?& ,‘t’?ﬂfm sl‘igh}: 'No slope.
12 ¢t "> [Set”an iron post, 30 'ins? “long, 2% ins. in'di&m., 25 ins. in ‘the
%round with brass cag marked L .
o L R 2K SR S T A ENTTR S ST & ST i W
Pt it Feoo yPe ¢ T23§3R‘7E P S i '
[ S SRR o ¢ Fo oo o~ L3 SSSI ésg 5 Foocf (S b
PO T o I - P . ol Taocidn oo
sz I8l o
A T () SRR S o) T24S vl ~he b
! I e LT uia‘Igsiv'- i3~ o Cor
) Raise a mound of stome, 3 ft. base, 2 ft. high, We of core
Land, Brekem-sandstone and shale breaks,
So:Ll, sand, rock, and blue clay. .,
R b Unidergrewth, scaﬁtered desert shrubs 'and éras‘ses. .
7 OFTimber, a feow dcrubljiniperi® 0 - L ¢ ooTor el :
MEL TSR S SN ¥ SR G PO d S
P - L T T e
S. 89°48' W., bet. secs, 2 a.nd 35,
A B A I oo, 1o I ~cl .. s S |
Over broken landj ascend 75 ft. over E. slope.
L, <1 I .3 k- R U T S | ul.ol
550 |Top of ascent on W. fin of black"por%yydyke, Besrs N.'20° W. and ;
Se 10° Eo; continue ascent over Ee slope. ‘ g
, ! Hat I .z : . 23 P O SIS ARET
14,70 |Top of escent on' E. rim of bench land, bears N, 209 %, Ianﬂ Se 20° Ee;
thence over gently rolling bencb land s].opmg SW, I T
) LT 7 . Cive
29.00 Land becomes broken, bears NE. and S. 70 Weo .
L 3 Yo Y e e SR . S " Q0 i
40.00 |Point for the % secs cor. of secs. 2 and 35, on ¥hall s’toevp W. slope,
nearly level with the E. rim of bench. . :
ot I S eI M Faedrin on S (v modern gdol cladr e (VR
Set an iron post, €U ims) long, % fins. L Yiems?2% Tns’ in the
ground, with brals ca marked N
. o taueevds ol P T Yo et oyt trio” Ode I8 .
. ioce . w2 f st gmgely '

. & SYEUREETY SxArIMe G - 8158
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SOYTH BQUNDARY .OF Te 24 Se, Re 7 Eo

—aiaina

40,15

44,80
Y
49,00
51,70
57480
71.00
78450

80400

N S35
s2
[ I 1951

Raise a small mound of stone around the irong poste.

Head of small drain, courge S. 709 W,) gradually descend over
broken and «eroded land cut by washes drairiny westerly.

I~ .
Enter drsw, draina LB from the NE.

1 .
Loave snmo, drains S. 80 w.
Low aphr;'sIOpes S; 80° W,

Wash in drew, 90 g£t. below the ; sacd ocore, draing S. 80° W.;
ascend 20 ft. to spure

Clay spur, projects S. 70° W.j descend 70 f. to draw.
Draw, drains Se 80° W.y thenoe along steep S. slope.
- -

Point for the cor, of secs, 2, 3, 4, and 25, on'stecp Se clope,

Set an iron post, 30 ins. long, 25 ins. in diem., 25 ins. in the
ground, with brass cep marked

T84S, RTE
S34 1835
83 s2
T288
19561
Faise = gmall mound of etene around the'iron,ﬁoat.
From thie cor., black pe;k, beare S, °° W,, about 15,00 chse dist.
Land, broken.

Soil, shale, rlay, sand, and rogke.
‘rndergrowth, scattered desert shrubs,

, Timber, very scattered scrub juniper.

S. 89°48' W,, bet. secs. 3 and 34.
ot : H . . A
Over rolling enc¢ broker land; descerd SW. and W. slopes,

Wash, 50 lks. wide, in bottom of main draw, drains N, 60° W.; therce

8.80
over: broken Ne slopes
10.80 | Porphyry dyke, beare N. 20° Wo. and Se¢ 20° E.
. . Co ! i
12,10 '| Branch draw, 20 ft. deep, drains Nej ascend 30 fte
19,30 | Top of red hilly doscend 50 ft.
21,00 Land becomes rolling, bears N. and S.
40,00 | Point for the % seg. core of secss 3 and 34, on slight N, slope of
rolling bench, about 2 chs. S. of emall sand hill, 20 ft. high.
Set an iron post 30 ins. long, 2% ins. in diam., 25 ins. in the
w . |.€romnd, with press cap marked, .. b : .
. N . 0 4 1
’ L LR .

N, 5. SOVIERNAEMY PALINTING &FFICGR 16~—28580~1
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SOTTE BQUEDARY OF T, 34 8., Re T Bs

A
cv e
64.50

87.3C

42 .08

L1 9%. §

: —

$ —
s3
L 1981

“aise « small mound of stone around the irdd post.

Ascend 30 ft. over rolling MB. slope. o L.

T3p of rise, bears W. and SE.3 ducend gradual W, llope.

“nimproved road, bsars NW. to Iillow Sprtngl and SE. to Cedar Mountal
Treil Xask, 1 -h, wide, Jdrains XNE. xrou the S.; ascend 30 !‘t. over
rradual rollire land, . :

! Top of' rise, bears 4l and S.; descend €0 fb, to cor, .

roint for *hs cnr, of secse 3, 4, 3%, and 34, on -ng}t NW. slope

!

!
|

| Leeve drew, dreic, &

of wide swele. i .

Set wn iror post, 30 irs. long, 33 ins. th diam., 24 ine. in the
sro:rd, with brass cap narked
T24S RTE
. - 983 | 334

S¢ 1S3
T2&S

1951
ayosit brigen ylass at the tase of the post.

Lart, troken ard rolling.

5341, sand, :ley, and rook,

.d-rprowth, scattered desert ghrubs and gresses.

P Tinler, & r'aw scattersd juniper,

. v

Ze 334" N,, tet, seoss 4 and 33, ’ o '
var r:llir7 bench-land, through scattered underpgrowth; fescend
‘rl\!.-l e llop.o

age 2f wide shallow "llo. drnm No

T 37 rPilee, Lours Y, and s.; descend 40 ft. onr slight W, slope.

.and Leccaes “roxen, bears NW, and SE.

.

Pates far vhe ; sec, “or, of secs. ¥ and 28, in samll drain, course
\.‘.
b o

jet w iror post, X0 irs. long, 23 ins. ir dian., 24 ins. tln tPo
reo &%, With bress cup arked : <7 ’

. o - 1961 5 'f' e

,*alse ¢ s3all mound of stons around the irom post.

. i e

*op of amall clay Imoll, descend slong bmill dvess, drains W., throsyg

1”' sf -ove, tears ¥W. and 8,

* ¢ eI vl aowy -



464,20
68470

80,00

[ - o : ':.l"'..".l.): L . : ~

35
«SOUTH BQWM-OF Te 24 s., Re 7 Eo
Chains
58,00 | Shallow ravine, drains NV, )
.I- . e iYL el e !
80,00 | Point for the cor. of secs. 4, 5, 32, and 3%, on slight So slopee.
. L iffcn i . et
‘ Set an iron post, 30 ins. long, 2-§ ins, in diam., 15 ins. in the
€% ‘groﬁnd 8 selid’ ’ﬂock #nd: in o large meand of sbtone, with brass dap
« ot mﬂz‘ked wilaey wars WF Lol B o2 te - R 2y i
o3 F SN ENRIE SRS & SU R 2o +T288 'RTE o r- - ,
S32 | 838
. N . Iy ¢ K < . . . .
‘ 86 ! s4
v R L ot a2 .
'c‘x' K 2i 0 s ' «219%3 . .1 .
ae CEe e 23030 N . TS S S o S
Land, rolling and brokene R SR
Soil, shallow sand, clay, and roeck.
Undergrowth, scattered desert shrubsi A
No timbere. b Dt PR B 3o i
B S SR TN SRS S B SR
S. 89°48' W., bet, secs. 5 and 32. )
Over rolling bench land, through scattered undergrowth- agcend 25 ft.
19,50 | Top of low rise on bengh; descemd 25 fto
33480 | Large wash, 2& lks, wide, 3 ft. deep, draim. No 20° E., about 5 chsa
dist, to its junction with wash from W., thence No 80° Ee
40.00 | Point for the i+ sec. cor., of secse. 5. and 52,( on e sendy slight N.
slope.
e [ TN b, T
Set an iron post, 30 ins. long, 2% ins. in dia.m., 25 ins. in the
ground, with brass cap marked . N LI
. ., 832 , .
£
. s u"ss EA .
+ BN i b 3 Vel o0 . 1_951. . . . I
. B ;oW N 2

Raise & mound of stone, & ft. ba'l'e, 2 ft. high, No of cor e
Rocky i:oftc;m of large nmain wash‘ at b.a;se of descent, drains Ne from
the SW.; asoend gradual Eo slopea

L
Unimproved road from Willow Springs to. Laat Chance Wash end 0il well,

bears No 10 E. and S. 10° W,

Point for the coxgy}. of secs8s 5, 6, 31, and 32, on a slight SE. sglope.
Set an iron post‘,' 30 ins. long, 2% ins. in diem., 25 ins. in the
ground, with brass [oag marked

. ;1248 R7E .

s31 |s32 '
[ U, se Iss L '

oL . 'Tzas !

[

. y iy g + - 1981 .. b Rl

Raise s small mound of stone around the iron post..

. Land, nellipge vk ati o CHE
[ Soil, ssnd and olaye; - . i L
Undergrowth, scattered desert ph;gbq and gn qsas- :

No timber.
R R PO IS B S I 1 " 1 .

M O ARMETRMEBENY BDEINTVIHA SFTICR 18—SR K2 -1



.SOUTH BQUNDA®Y .OF Te 8¢ B+, Re17 B

AT

13 480"

20,00
24,00
284,50

39.34

17,30
28400
31,70

34.70

40,00

T e

I

46.60

75450

80400

80455

[S.

<

o R ST (VS P
S. 89°48' W., bet, secs. 6 and 51. )

SRR ! . . . ‘. bt .
Over SE. slope of rolling benoh lo.nd.
. I e .
Wash in draw at oovo ot‘wh:gh rim J‘ron the J!., dn.ina 3.; base of
rim bears NE. and 8e3 ucoﬂ 160 £t. over rooky NE,. face of rim.

Top of rim ledge, bears NW. and 8E.; continue ascent of 210 ft.

Top of ascent on E.'odge 'of mesa, bears N. and Se

N

Descend 50 ft. overAgrl.dﬁal W, slope to core

The cor. of Tse 24 Sps Rse 6 and 7 E., which 1s marked by an irom
post, 3 ins. in diam., set, marked, and witnessed, as described in
the officisl record. . .. P

¢ 0T . L ¢ . il ,II
Land, rolling and brokem.: 1 . g b e
Soil, sand, clay, and rook.
Undergrowth, scattered desert shrubs,
No timber.

R - v ' B
. ST e e .

T N Loy o

- 8UBDIVISION OF:Te 24 S., R17 Eb ¢ caid

From the cor. of éeoa. 1,2, 35, and as on ta. 8+ bdyf of the
' townehip t 1 .ot

' Ne 0°01' W., bets secsy 56 and &6. - ' e

Alona broken E. slope of roek{y bgnch lmf. .

N e

Small draw, drains E. o R E .
Top of high point on E. slope.
Drew near head, draines N, 80° E.

Draw near head, drding SE., 1450 chs, dist. to 1ts junction with
draw draining S.J 80° E.; ascend 60 ft. to the , 86C, COre

. 3 v . 3 -t <« 1
Point for the 3 sec. cor. of secs. 35 and 36, on steep roeky Ee.
$lope of Hebs Mountaln’ 2 < T -1 o .
PR § . T E ¢ Vi b
Set an iron post, 30 ins. long, 2% ins. in diam., 20 ins. in the
ground to solfd rock and 'in a tdund off s\'.bne, with bx‘ass cap marked

A4 \.‘I L4 . . - u

Wi

il R l: . !_[ e A ed R TI o e b —

s35 | 536

B T AT G S SR e x4

ot 1881z FLoe e
Ascend 50 ft. over K. sldpe.
: I

Top of ascent on steep E. slope of mountein, ascend W., about 7 chs.
digt. to top of rim on E. point of Hebs Mountein, and slopes E.;
descend steep broken and rocky E. and NE. slopese

Spur, projects NE., dbodt 4 chs. to peak; descend NW. slope. mto
draw.

s e crome b e v [ i
True point for the core. of secse 26, 26, 35, and 36, falls in draw
at Ee base of rim of Hebs Mountain, drains ll"fﬁ'om“'&he S%., 400 fit.
below top of ascent on E. slope, whorﬁlft ‘1s iwpreaticable to set .
a permandft dor, moRwmbn8, .t v ie o kecnstonal |

L B0 ]

Point for the witness cor, of secs. 25, 26, 35, and 36, on top of ;ria
10 ft. above draw.

W 5. covmmmmkiT vhiNTDN'ebAL 77 ¢ 2i--on0ee-t



A

| Chains

40.05

42,60

47.50
- Bl.40
82.70
65450
68.80

77480

80,09

. SUBDIVISION OF Te 24 So, Re 7By = .

. Set an iron post, 30 ins. lomg, 24 ins. in diam., 2Q ins. in the
i ground to colid rock and in a small nound»ot gtone.,‘ﬂth brass cep
| marked +5°: o LI T v Py

i ) o

0 T24S R7E
; 5§26 | S256
o . [} ' t e 1 838 836 A '
: w C
) 1961 : .. P
| !band, ‘Yroken mnd.rollings . ' 1 P

' Soil, shallow clay, sand, and rock.
! Undergrowth, scattered desert phrubs. . ' .
Timber, a few scattered juniper.

Ee bdyy of the towship, which is South, 50 lks. dists from the
witness cor., and which is marked by an iron post, 2 ins. in diam.,
set, marked, anc witnessed, as described ‘y the official record.

" $¢ 89°52¢ “'." bet. secs, 20 and 3§.

Over rolline and broken lund, throurh gratterad undergrowth,

Spur, projecte SN, atout 2 chess diste to peak.
-Mead of .sulch, 75.ft, deep, dreins b,
Top of ascert on S. slope of butte.

Top of ascent on steep S. slope of hirh point, slcpes S.j therce
descend W, slope,

Point for the witness. ; sec, cor. of sers, 25 snd 36, on top of E.
rim of pulch, tears H. 20° W, arc¢ SE.

. - . . . . N
Set ar iron post, 3G i:.s. long, 24 ins. . ciam., 10 irs. in the

* prourd to.solif.rock snd in a large mpunc of stone, with brass cap
markol

1661, e

True poirt for the. ¢ seos core falls on abrupt ledgy We face ,of
rim, where it is impracticable to set A cor.
Bottom of main gulch, 76 ft. deep, drains N. 10° W;

. . . | :

Spur, projeets N., about: 6 chhe distes to end.

Guith, 100 ft, depp, (dreips N,

The N. point of a lpur from the SW,
> L ) S 0

Narrow gulch, druinl NE. 4 c -
Narrow wash, drains NE.

Top of ascent on steep N. ilope of a black peal, summit of which
bears S., about 2 ohs, digte«; descend over NW. slopes

The true point for the cbre of seos. 25, 26, 356, and 36, which is
0°01' E., 56 lks. dist, from the witness cor.

! e « . « O . ! N [ A

From the true roint for the cor. of secs, 25, 30, 81, and Z6, on the

V. A G IRNEENT PUINTING CPVICE Lo 1111



S

. T e < S N P SR
{ Chains f P
; . ,dend, broken rims snd breakss [ .- P ot s ower 0 Hel
i g Soil, clay,” sand, and [rocks [ ARSI T SO oM
: Undergrowth, scattered desert shrubs and grasses. - .-
| No timber.
|

From the true point for the cor. of secs. 25, 26, 35, and 86.
N. 0°01' W., bet. sdesy 25 and 26.

Over rolling and broken land, sIOp.'mg (No into Willow Spring Wash.

. 0 PR - TR S 2N
0o55 | The witness cor. of .secas 325;1 26 35,r and 356, F oo
e S D B L i
1,00 gWash, draing NE.; ascend
2.30 Small clay spur, slopes NE., descend gradu&l N. slope.
8430 "xSm&ll dra', 'drainsn‘NE. 2b o . £z R ..
. .o ~L - e 2 1 o 3i
11,00 - Low dlay spur, slopes 198 20 Ee-2z 32 T
27.00 | Small draw, drains NE., about 2 cghs.dist. to its junotion with drew
draining Ne.
L B Coa e I 1 o O T S
40,00 ‘tPoint for the 3 sec. cor. of secss 25 and 26, on gradual NE. slope,
1180 ft. below theisedf coye - ¢ - . e
Set an iron post, 30 ins. Yong, 2% ins. in didm., 25-ins. in the
ground, with brass cap marked
vt L . Toons ‘ ) 't
1
1
Lo i . oo .
826 | 825~ L, )
C . P . B 195% ! e I
. S ! . I i
 Raise a mound of stone, 5 ft base, 2 ft. h:Lgh, We of core
) i e { . . L
42,20 | Wdsh,.20 lks. wide, dra:ms NW., 1,50 chs. dist. to ite junction with
wash draining E.
44,60 Jash, 30 lks. wide, drains NE., into Willow Spring Wash; ascend SE.
slope.
52,20 | High point on Ss vertical bank of Willow Spring Wash, bears NW. and
SEe; descend 50 ftof |
54,00 | Willow Spring:Wash, dfy, sendy bottom, 2 chs. wide, drains Se.70° Ee3
a clump of 3.small cottonwobd tressj on Ni sideof wash; bears down
wash, about 7 chs. dlst.
{ : A ) i
66420 | Recross 'Nlllow Spring Wash 1 ch. wide, drains S. 80° W. from the NE.
! therce along a slight:E. 310pe ofr bottom lande c1 v .
80.00 | Point for the core. of secss 23,i24, 25, and’26, bn, slight NE..blope
~of bottom lands. . ’
‘ v o ir . : F.8°
Set an iron post, 30 ins. long, 2% 1na. in diam., 24 ins. in the
ground, with brass cap marked . ! v . 2f -y e
T248 RTE: = 1% ( A v
823 | S24 -
- v : : S e = Focon ¢« e ARy
T 1 a0 3.826 7 828 ¥ e e d
« - u Ll e . -'11951 R { Tt r : G, .2
ER 4 ’ N - T BT SUREV
Raise a mound of stone, 5 ft. base, 3 ft. high, W, of cor.

* & sovunnaw TRwen v O~-G158
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SUBDIVISION.OF T..24 S., Re 7 E,

Chainq

8450

15.20
18,80

22230

%G 460
8.0

40.06

47.20

52.70

65,40

59,10

70460

76.00

80,10

' Top of ascert; descend abrupt ledgy We slopp, 150 ft. to “illpw

: Rocky spur, prodects hey 1 Ph. diste to ende. .

+ Se6t «n iron post, 30 ins. long, 25 irs. in diame, 24 ins. in the

Top of ascent on S3. proint of spur from the NW.; descend praduallv.

Land, broken. e «3 o e T
Soil, sand, clay, and rock.
Undergrowth, desert shrubs and grasses. ' "o

Mo timber.
. ) f ¢ Y f

. B R SRR . [ 0 ! s

From the true point for the cor. of secse 19, 24, 25, and 3C, on the
Ee bdy. of the townshjip, which is South, 1.50 ghs., digt. from, the
witness cor., which is marked by an iron post, 2 ins. in diamn., set,
marked, and witnessed, ds described jim the official record.

S.[89°50' W.,.bets sece, 24 ang 25, .

3
r

Over broken land through scattered short urdergrowth; ascend along
S. slope, PN G L . Lo "

Spring Wesh.
#1llow Spring “ash, 1 ch. wide, dry, drains Sﬁ.,lnucut 5 hse aist,,
trepoe . . :

Recrogs #willow “pring ash, drains ke from Se 20° Ve
Mouth, of drew from the k¥W., draics Sk., 1 che to its junctio
with draw draiaizng L. from tre W,

Smell wash, drains Sk 1
Small drain, course S. 70° B,
Point tor the , cer, ~or. of secs, 24 anc 25, »u a 's slope, 25 lxs.
3¢ of @& small draw, course. L.
grow.d,. with bress cap marked

S24

526

1551

Raise a small mourd of ctone arnun” the ror., mornunuert,

borphyry ayke, bears E.Alb°’E: and il 10° W,

Deep branch gulch, 75 f't. deep, drains S.

Top of ascent on S. slope.

Deep narrow gulch, drains Sk.

Narrow clay spur, projects SE., 2400 chs. dist., thence 3.

Nillow Spring Wash, B chs. wide, sandy bottom, draing S. 5° be;

escend 10 ft, to sec. core.

The core of secse. 23, 24, @5, and 26, , | -, | . |
. : B R B § -

Lend, broken. o

Soil, clay, sand, and rock,

mﬁiergrowth, scattered desert shrubs,

No timber.

. & QOVERNMANT PRINTING OPYICR  G—8158
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8h
103
- o SUBDIVISIQY- OF 'Te.24 Sep Bs 7T Ee
B Chains | T

{ N, 0°01' W., bete secs. 23 and 24. Cn otk
N S Y ¥ 1

Over rough broken: land.’ ) MRS & SR SRR SR |

cre it

0.80 | Enter sandy bottom 'land.

4,00 | Willow Spring Wash 1 ch, wide, dry, drains SE.

' v o ] S | 4 o «ef ' o

5,307 | The s vbase ofineafly vertiotl rim; ‘bears N 70’ W.land SE.

|
i
|
t
i
i
|
|
l% [l . ' o « i
| 770+ | Top of rim and spur, projects S, 70° E. ‘i .o
| 10.20 | Branch gulch, 40 ft. deep, draing>S.- 80° E.; . thbnee along broken E.
] slope along W. edge of gulch dralnlng S.
T [ S S ) oy
Cross main gulch, 75 ft. deep, dreains SE. .

25.00

71,56 | Braméh gully, dfains We ' t i S .
38450 T Top of spur, progects SW., about 2 chse diste to point.
ev e r, - { .
39.60 ‘ Point for the witness i sec. cor. of secs. 23 and 24, on steep W,
‘ lope. . c . I oo 3 T SR
i . ‘ - . o 1
Set an iron post 30 ins. long, 22 ins. in diam., 12 ins. in the
ground to solidi rock and in a.large mound of stone with trass cap

marked . S {

B

s23 | s24
? 1951

L . - v . - - . . ) .

40,00 : True point for the % sec, cor. f2lls on stebp NW. slope where it is
1mpract1cable to set a cur. ggnui-nt.

40;50 'Short branch gully, 20 1t deep, drains Su T0° W,
1
45,10 i Main gulch, 40 ft. deep, drains SW.
50.20 | Gulch, drains E., 1 ch. thence S.
1 52450 Recross same, drains SW.; thence along broken W. side of same across

i numerous gullies putting to the S.

vt . ' T [i

i 75480 Small branch draw, drains SL,

q ' ' AT (R e . ‘ (SR
! 80,00 | Point for the cor. of secse 13, 14, 23, and 24, on a SW. slope.
| . o . i o o . N

Set an iron post, 30 ins. long, 22 ins. in diame, 18 ins. in the
ground to solid rotk end in a large mound’ of stone, with brase cap

: marked
: NN I : 2 L.
‘ T24S R7E
. 9 AR . e . ol I ~ .
[ T : 2. +:1981 , = I L .
ot . S r -z
Land, broken sandstone rims and clay breaks.
Soil, clay, shale, sand, and ropk. . ' «7" .t I.
| Undergrowth, sparse desert shrubs.
i No timber. . e
T T I ¥
; T T - B A T

LI0 W
From the cor. of secge 13, 18, 19, and 24, on the E. bdys of the
towrship, which is marked by an iron post, 2 ins. in diam., set,

marked, and witnessed, as described in the official recorde

U, 8 GOVMUNKERY FLOGDROfIICE 8166
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. SUBDIVISION<OF Te 24 $., Re 7 E. tO

Chains

8.10
22.10
27.20
36430

40,07

65.40

74430

78080

80013

29,00

40,00

°

46,20

51,90

80.00

S.'89°52' Wq, bete. SECS8e 13 alj[ld 24,
oS - ; e v

N 3 SN Js e !

Over rolling land through scattered shdrt indergrowth.’

Begin gradual desceqﬁ ovié W. slope, bears N. 20° W. and SE.
Draw, drains N., abo%t 7.%0 chse dist. to rim
Top of prophyry dyke,lbe%rs N, and S.

Ravine, drains N?>20° Eo, ab%ut 10 chs. dist. to rimaj

. . -0 .

Point for the % sec. cor. of secs. %ﬁ and 24, on_gradual Ee slope.

N - [
Set an iron post, 30 irss long, 23 inss id dfam., 10 ins. in the
ground to solid rock ‘and' in & mound of stone,; 4 ft. base, 20 ins.
Righ, with brass cap marked s

513

- i

L <' . . ‘ sf24
.L bl ) * \ 1951' Rt +

Low flat ridge which forms the divide bet. Willow Spring Wash and
the Muddy River, bears’ 5, 20° E., and N. about 5 chs. dist., thence
NW,

P . 9 » ' 1 o

High point on porphyr¥ dyke, bears N. 20° W. angd 5. 20° E.
[ A T A S R R A . [ i
Wash at the base of ascent bver E. slope, drains SE., about 2 chs.
dist., thence SW.; asc?nd gr?dual E. slope., . o
10 . T 2 . I ! 1

The S. end of black porphyry dyke, bears'N, 20° W.; descend W. slope.

The cor. of secss 13, 14, 23, and 24. cer o

Land, rolling and brokem, : o
Soil, clay, shale, sand, and rock. )
Undergrowth, scattered desert shrub$ and grosses.
lo timber.

s e

[S JU vl B
No 0°01' W., bet. secse 13 an? 14, i ’
s o T | ‘ o ! <

(I v ]

Over broken bench land; ascend ‘gradual 'SW. slope. '

Top of black porphyry éyke, bears Mo 20° W. and S. 20° E.; thence
over rolling k. to SE. slopes.

Shallow wash, drains %. %p° E.

Point for the 3 sec. core. of secs. 13 and 14,
q [ v . i . i
Set an iron post, 30 ins. long, 2%-in§. in diﬁm., 18 ins. in the
ground to' solid Yok 'and in a large mound ‘of stone, ‘with brass cap
marked . e b P -

I V.

i . LI B T
si4 } s1%° oy Ir Ve
IV ) . AJ'lgsrri y‘ 1 1
. S . [«
Top of low spur, slope& NE, - L &L JHh - '

Enter broken choppy land with numerous sp?rs'ahd %glbpps putting
to the E. oo D

- TR S T s SR IR R NP S S
Point for the cor. of secss 11, 12, 13, and 14,7 -7

U. 8, GOYEENMEN? PRINTDNG OFFPI0R G6—8155




. SUBPIVISION OF T. 24 8,5 'Rd T B,

“.,;‘_.‘.::_"‘"" = e “»1i “ rf
| Chains |
: ! Set an iron post, 30 ina. 1ong. éi m. 1n dim., 25 hu. in the
i grouqd, with brass cap marked , . o o ey
' . " ., T24S RTE. . . ; : ST
N ol . . . [ 1
| ' SR s11 |812
| v ' s14 | s13 !
1 . . ; ‘ e .
1951

Raide ‘a mowid of stone, 4 I't. base, 2 ft hxgh. l. of vor.

i ’ ﬂand ‘broker and rolfing.

‘ Soil,‘ahale, elqy, aand,\and Jook. | v o .
"Underyrowth, scattered dasert shrubs. 5 iro- .

Vo timber. °

. ; 3o ’ RECEEE

From the true point for the cor. of secs. 7, 12, 13, and 18, on the
Ee bdy. of the township, whioh is S. 78°30' X., 3,47 chs, dist. from
‘the witness cor., ch is marked by an iron post, 2 ins. in diam.,
set, marked, ard witnessed, as described in the official record.

EE U-It

;S. 89°53 ! %&} bet. secs. 12 and }S.'_.

.1

Ascend over broken NE, and N. fase of ledges.

4,80 ° Top ol rim of ledges, bears easterly and westerly; continue llonr
Ne breaks of ledgea and rims. . . -

9.10 ' Top of ascent on ledgy point %0 lks. §. of N. point ot same; contlnw
! along broken N. brenkl. . -

.

25.30  Small spur, slopes N,. (

27050 ~ Small spur, slopes Ne .

34.00 ' Small spur, slopes N

29,00 | Small spur, slopes N,

\

, :

<08 iPoint for the i secs core of secse 12 and 13,
b

8

[

! Set an iron post, 30 ins. long, 25 ins. “in diam., 26 ins. in the

lground, w1tq brass cap marked . ; : T
| 4. T - I : C
RN 3 S R il b
‘ S13
. I e
1951

) . e e . .y
Raise a mouddjﬁf stod;, 4 ft, bane, 2 ft. high, N, of cor,

47, ‘Top oﬁ W rim of breaks or the yuddy Rivor.Lpeanp N, IOP W. and

Se 10 E.; land becomes less broken. 5.

L@
O

W,
3,

e
56,470 Small wash, drains N,

80,20 Smell wash, draina,FEd R

| 74.65 |Porphyry dyke, bears N, 30° W, and S. 30° E.

80.15 The cor. of secs. 11, 12, 13, and 14, . R IR IS T
it Land Ibroken.., B I S LSTEREEWoIENE TY. 117 SN
Soil, clay, sand, *and' rook. PRSI YIS I o B
Undergrowth, scattered desert shrubs, o
No timbere [ . [ I L] ,e00u 0 e et et triol 00w

/4. COVERNNTNG SUINTDN aPOtew - B-—8155



11

9.40

12.30
26490
36.T0

40.00

40.40

43,10 °

52430

€1.00

29,20

Chains

QI
10)¢;
. ySUBDIVISION, OF--T. 24 S., Re 7 E.
P N. 0°G3" W. | bet . secss 1T et 2120 el * :
11 J3ai g G e o : [ ¢ :
Over rolling and bro¥or hnd‘. th:‘ough séattered short undergrowth,

- Small gully neer ‘head, ‘draind W, ' " 0
* n

ol v g
Small draw near hemt'.l,1 drains NW,
1
Small spur, slopes w.l
Porphyry dyke, bears Mo 30° W, and S. 30° E,

Low apup, slopes SK

True point for the § sec. cor. of secs. 1l and 12 fallg on face of

' shale break where it is impractxcable to set & core. monument.

Point for the wgﬁuela‘; sec. cor. of seca. il and la.

Set an iron post, 30 ins. long, 23 ins. in diame, 25 ins. ir the
ground, with brass cap marked

. . .oon .
-
f 511 iklz
! A ne
1661

! Faise a mound of stone, 4 ft. base, Z ft. high, W. of -ore
"Head of small gully, drains SE.

small spur, alopes'é.

Base of ascent over general SW. slope of red lodges, bears MW, and
! SEQ)

Poirt Tor the cor. of secse 1, 2, 11, and 12,

. Set an iron podt, $0 iné. long, 23 ins. ip ciem., 25 ins. in the
Frour.d, with Lress cap marked .

T245 RTE
52 fél
§11 | 812

1361

'
foay

Haisq ] mound of stono, 4 ft. base, 2 fte high, W. of cor,

‘Land, rollfng and broken.w . O
"Soil, clay, und, and rock. =’ o
‘Uridergrowth, lpgrto desert shrubs.
No timber. "

i

.o . .

From the true point for the éorl of secs.ll, 6, 7; and 12, on the E.
bdy. of the township, which is North, 3.40 chs. dist. from the witnest

cor., marked by an iron post, 2 ins. in diam., set, marked, and
witnessed, as deacqibed,in the official record.

Se 89.47' "o, bets sﬁcp.l 1 and 12.
Deseend pver brpken shale snd clay breaks. q o

Top of_g. fim of the Muddy River, bears N. 80° W. and SE.; descend
160 ft. over W, llopo of rim to river.

0, & soYNRNUE PRIWTING OYFIEOS 88188



14,

SUBDI¥ISI%N- OF ‘T, 24 8., R, ‘7 B,

Chalns ar it
38,86 ' Point for the witness ggec. aqre of secs. 1 and 12, qn top of small
' spur, slopes SW., 1 chs to end, and W., 50 lks. diste from the base
.| of sparp paint of nearly yerfiqal ledgee o lcx 1 v
: Set an iron post, 30 inse. long, 2%,3;:3,.1111 diam,, 39.ins. in . the
ground, with brass cap marked
. Z ! . ot v 1L L e
sl
WC% =T E {OR T O G [XSPRaN ¢
s12
~ - - e i v et
v : Y951 - ¢ a
| Raise a large mound of stome around ‘the 1r6ﬁfpd€%.13 Vb
|
i N te e
' DeScend'@O ft L%vvr'w. slqpe to the Mude R1ver. it <0
40,08  The true point for the i;sec. cor. falls 1n wash, qFains S., where it
is ‘impracticable to set a permanent tore h
. . - [ +
40,40 *Wash, drins Sif. Trom a desp harrow guleh’to the NE, =
45,20 The Muddy River, stream of alkali water, 1 ch. wide, 6 ins. deep,
flows So 20° W., about 7 chs, dist., thence easterlyy continue over
bottom lands of river.
i i ]
43.60 ! Base of ledges on W. side of bottom lands of river, bears N, 20° E.
© and Se 20° Wo; ascend over E. breaks of ledges,
i {
62,20 | Spur, slopes NE. ' . ) . .y
65,00 l Guleh, dralns NE«3 ascend 200 ft.»over P. s}fpe of ledges. L.
70420 ! Spur, projects NE., about 5 chs. dist. to ?01nt. ‘I
N SR A . L.
77470 i tuleh, 60 ft. desp, drains NE, . S A »
80416 | The cor. of secso 1, 2, 11, and 12, e
_ Land, broken breaks:bf the: Mufidy River: ' o
; Soil, shallow clay and rock on breaka; d?ep sand in bqttom lands d¢
"the “uddy River, ° e .
! Undergrowth, scattered desert ghrubgs = " ) ‘
| Yo timber.
t
Y. 0°07' E., bet, sots. 1 and 2.
' Along broken nearly iftaecessible W. breaks of the Muddy River,
40,00 'l True pdint for the % sec. cdére of ‘secss 1 and 2, falls on E. face of

i

| Continue along rearly 1nibbe&sible breaks of river.
| Yoot L g

ladpea, whera it is impracticable to set a Cor,; Qherefﬂro; at a
point, Zast, 1.37 chs. dist. from the true poinféfof cor., and which
point is the point for the wifness 3 sed, cors o sévs. 1l and 2, on
top or small spur, projects SE.. and 50 '1ks. 'E. oi base of ledge,
100 ft. high.

Set ar iron post, 30 ins. long, 23 ins. in diam., 26 ins. in the
grounid, with brass cap marked

. [y - N B

3 o
wC S2 s1 )
.l IX'Q:SI"’ . ‘ .

Raise a large sound of stone around the irom bost.

[« - 3 I

& & crETmEs muwwe avws 6155
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SUBDIVISION OF P. 24 S.4 Re 7 Eo

Chaina
80,15

[

4.10
7400

12,20

22.10
28,70
22,40
28.40

39.81

40.00

43 .40

57,60

82,40
74.20
78420

+ 79,65

> L
oo 0
The true point for the cor. of secs. 1, 2, 35, and 36, on the N,
.bdye of the township, whigh is West,. Z. ﬁ@ chge dists from the witness
oor...thloh is. marked by en-iren post, 2% irs. ir diamw, set, marked,
and witnessed, as described in the officislyrecerd pf the survey of
this boundary.

land, broken W, breaks of the Muddy River,
Soil, mostly ledges.-

Undergrowth, a few scattered scrub Pushess.
No timber.

1

, From, the cor, of secge 2, 3, 34, and 36, on the §. bdys of the
$ownshipe 1; v . ' . st |

N. 0°01' W., bet. secs. 34 and 35.

Over broken land facing SW, and ‘W, over a serles of red shale and clay
spurs and draws,

Top of small spur, slopes SW., 20 lks. to end.

Draw, 30 ft. deep, dreins S. 70° W.

Sm;llwapur; slopes SW. - .- . et

' Wash, 20 lks. wide, in draw, drains W.; gradually ascend along W,
;510po of base of Hebs Mountain.

iWash, drairs SW.

rDrawi.ZS ft. éeep, draina W.‘

'B;;w, drains S, é0° LS '

iWash.in small brench draw, drains;V¥W.

iPoint for the witness ;:sed, cor, of secs,, 34 and 2b, at top of sascent

won abrupt W. slope, 50 lks. W. of top of small }:ill an¢ about 10 chs.
W, of top of point of mountain.

| X : .
;Sat an.iron post, "30 ina. long. 2% ins. in diam.,.26 ins. in the
ground, with brass cap marked

WcC ., :
3341\335 .
1951
Reise a small mound of stone arcund the cor. monument,

Descend over ledgy NW. tlope.

.k True point for the % sea. cor. of secs. 34 and 35, falls on steep

ledgy clope, where it is imprecticable to set a cor. monument,

. H . 1

A main draw, drains SW.; ascend S. face of.rim.

Top of ledge angiriA of ;oun£;;n,[b;;rs NW: and SE;; deacend)along
E..slope to cori{ .| v . - T o
‘Ridge s bearar No 30° Woand ;Se¢ 20° Es 71 . [T e

Top aff ride on-E. alope, bears E, arid We = i , f

s Descend steep NE! slopes - ;- v T P Co.

| Point flor the witnesgs cor. .of 8ecsk 26, .27, 34, and H5, on gteep NE.

. & covERNNAWY FRINVING OWVIOR  6—81508




SUBDIVISIQN QF Ta 24 Se, Ra 7 Ee

i

Chains

80,00

6,80

13,00

23,70

35420
40,01

40,32

43.00
51.90
64,00
638,80
72,80

77.00

P

51?pte. ' € (‘ .-[ . 2 K T AR 'f(‘ ' N S 'J‘(f T ‘ ’I- W
Set ad . irompost,.30.ins. long; 2% indicin diami, 20.ihse in the

ground to eolid rocit:end iriia ‘mound of.stone, 4 fte..buse, 8 ins.

high, with brass’éap marked - A
N r
WcC
o ; T24S RTE ©~ . -
S27 's26- [ SO o
s fo { : e
S34 | S35 o1k
1951

. True peint for the cor. of secs. 26, 27, 34,'and 35, falls én rocky

draw, draims NE., on rocky NE. slope, where it isl{impracticable to
set a permanent cor. monumente.

, ' ,
« o e 2 el . I

Land, broken sandstone ledges and breaks.

25041, clay{isand,rand rocke. - f I T T T

Undergrowth, scatered desert shrubse oz SR
o timber.

) N z i ooov Lo o e

. V.o T A T L.
From the true point for the cor. of secs. 25, 26, 35, and 36, which
is S. 0°01' E., 55 lks. diste. from the witness oora! ‘o
Se 89°47!IW., beti-sedss 26 andd5.1 0 [ T R
: b o[z

Ascend 550 ft. over broken sbrupt E. face of Hebs Mowntain.
. . I N

d SW.3 continue ascent,
. SRR N

Top of E. rim of Hebs Mountain, bears N. 20° W. end SW.3 descend
50 ft. over W. slope. . L L.

Top of sardstone rim, 75 ft. high, bears Ne

2 £ o

Draw, drains Ne 10° E.j-ascend.70 fte.-over E. slopé. - .

Top.of ascent,.bears NEa d.SW.; descend 50 ft. over brokeh NW.
slopell: I = e e o ol b

True point for the i sece cor. of secs, 26 and 35, falls in wash,

.25 lks..wide, draims Ne '3Q° W{ from the.3: and SW. Impracticable to

set a permanent cor. monument.: - .
Point for the witness I sec. cor. of secs. 26 and 35.

Set an iron post, 30 ins. long, 2%—ins. in diame, 25 ins. in the
grournd, with brass cap marked

I $26
3 —> WC
v . T 35 o2 oi
. figsdr -~ ¢
Raise a mound of stone, 4 ft. bage; 2 ft. high, No of tor. -
SR e j P IR R TP A SRR SN O S
Ascend 30 ft. over NE. slopee
R P R S TR N G Uie
Top of ascent on N, slopey descend 75 fte.
- . P . U I . . Ve

Draw, draing N, 20° We; dscend 70 ft. along N slopgee .

Spur, slopes N. from the<SEe; desoend 105 ft. ovenr W, s8lopes "
Guleh, drains Ne 20° W. from thq SEd; ascend -T0 ' fte ' Ce
Spur, slopes N, from the SE.; deacerd 100 fté& over abrupt Ws s Tope.

Guleh, dnains Ne and Jmads S., about:-30 phse dists; .escend 70, ft.

. & SOVEROMNS FavIAN oIS 08158
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SUBDIVISION OFTe 24 Se,iRe 7 Eo
Chains z
80402 | The true point for the.’éor.j‘bffitéois’i 26, 27,5, and 35, which is
N, 0°01' W,, 45 lkel diet, fréom’the witnéss cor. :~
" 7 | Land, broken E. and W, slopes of Hebs Mountain.
Soil, shallow clay, sand, and rock.
Undergrowth, scattered. désert shrubs. ~ -0
Timber, a few scattered scrub _]un:l.per.
. 2 i~ LI RaRally ¢ -~ b "
From the true point for the cor. of secs. 26, 27, 34, and 35, which is
No 0°01' W., 45 ks, dist.>from thel witness bors" ° .
» ‘N. O’Ol"IWn bet. 80CB.2 26 and127. Iir ¢ ) 1 .
!
Over bioken general N, 8lope of Hebg Moiﬂmtain», thtough scattered |
short undergrowthp descend over broken steep NE. slope.
. . - L T .
29,50 | Top of We rim of gulch, bears NV\[. and SE.3 continue descent over 3
v .3 Tbroken NE. sdopee. -« 377 T s . :
. ot I 1

30460 | Bend in gulch, drains N. 10° E. from S. 20° E.; thence along abrupt
Ee. slope at W, side of gulehs T - .

140.00. | Point for the 1 séc. cor+ of secs, 26/ &nd 27, on abrupt rocky E« i
slope, 40 lks, E., ofibese -of ledge and about 2700 chs. W. df bottom |
of gulch, 310 fto below secs cOre :

U P S a3 [ S p ! £ .

" Set andirbn post, 30:ins. lonk, 2% ins. in:diam.,' & ins. in the ground
to solid rock and in a large mound of stone;, with breBs cap marked

.ol A . it g 4

T Lo
S27 | 826
I oo . . B S : : .
1581
ez e I T S I .= 12 bt
Continue :aléng abrupt E. slope at W.lside of gulch,

53,70 | Enter bottom of gulch, drains N., from S. 10° E.; thence along
bottom of gulch.

\

58,00 Leave bottom of guleh, drains NW., 2 chs, dist., thence SW.; ascend
steep SW. slope. £l 1

61,40 +:Top of-ascent on W. sdope of 'ridge, bears E. 1 chs to high point
and Wo 2 chs, to deep saddle; descend abrupt NW. wlope,

, I . [
69,70 | Branch gulch, drains SW.
e 1 lz . : 5 7 0 . 23 N T

71.30 | Top of ascent on W. slope of spur; descend.

. LI v 1 >t H 1 N o 51 Iy o . « —

77.00 | Wash, 20 1lks., w1de, m bottom of w1de draw, drams No 60° E.

« 3 « Tt « 0 - i

8000 | Point for the cor. of secs. 22, 23, 26, and 27, on gentle E. slope, ‘
560 ft. below sec. cor. of secs. 26 27, 34y and 35

[T R ,I P T
Set an iron post, 30:irs.>loAg; 25 ihs. ifi diame,72% ins. in the
ground and in a small mound of stone, 3 ft. bass, 4'ins. high, with
brass cap marked
T24S R7E
822 fseg: - I
. > . ™ R B S BT > NY951- . .
€3 :~ 1p Land, Yreken glopes of "Hebs.Moudtafn. ‘ .
Soil, shale, clay, rock, andsande >  :

V. & SOVEUENEY PRI aovvn  0—B155
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o - s i3 €-¥ [ TR R :
'ndergrowth, scatterpd desert ¢hrubse . . T 0a- &

[2\]
L]
[
le]

7o EC
1oe00
2.4 %

IANve

. el

PO oK

LIV

178 A

44,40

_thpance across wagh wihich draims §. 10' Ne .-

Tinter, p few scastered scrwd jmipers [ AT SR

¢ Y G . ER Rl
{ 1 o i
“rasn the cor. of sers, 28. M. 25 nd 26, 11

5. B3%°453' K., bct. leca. 23 and 26.

rver broken breaks of Willow Spring Wash.

- +

ow a;u;', aiopec ¥, 10° Eo 1 chs to end. e L .
:r.ter bottom of Willow. Spring Wesh, draing N, from S. 20° W,

ieave same, besrs. NE. and §W.3 pscond; bfokon t. siope.
~ b I Ko TN
a-wll draw, draina S. 80°* E.

Top of Ee rim o!‘ bench lpur, ‘bears N. md 85; r.hcnoo oyer tOp of
spur whizh slopes to the S.

-~ f
. i - .

loave tOp of Gench lpul', beurl h. and 6 ., - LN

N. 10° Ko and S, m..‘pl
o=

‘me &+ odge of Hillow Spring Wagh, bpars
v {
True point for the § sec. cor. of secs. "23 md 2b I‘llls in bottom
of Widlpp Spri:. - fash, where h: is lmprpetlcab&uto set a permanent
COPe- MONUMENt s . . oz oot

leave tottom of Mllow Spring Wash, bears Me 10° E. and S, 10° Wo;
ascend gradual SE. slgpe,

‘oin% for the witness | se~, cor. of secs. 23 and 26, on SE. slope,

Set en iron post; 3C ins. long, 2% ius. in diem., 24 ins. in the
rroung and in a small mound of stoue, with bress cap marked

. ' 1829 o .
$——=>nc . :
s26
' ' 1951 .. P .

“alse g mopn? of.stonp, 4 Lt. base, 2 ft. high, N. of core !
Thenco nionz 3..310peo o

Lows Gench spur, pro":-ct. NE«3 thd'.moe aloni a N, slope.
o
laE. wide. in wide draw, dl’linl NEe} ncend gndunlly.

agh, 2o

I EET T e"cg. 2?, 23, 76, ard 27.

lrsd, aroken \y ) " . .
2211, elay, l?‘lo, pard 1, a.m.‘ rocg,
<.dergrowth, sosttered dejert shruds. - ]

Yo timtar. L ! . "

Ne T'I1° W, tet, secs, 27 and 23,

Ascerd rradually over rolling and broken land.

Tre Y. ades of mide draw and base of small rim, beers ¥E. and SW.
T 37 L. edre of Lengd .epur, bears KB. apd SWes-thenee seross top
3 apur wr.ick slojes spaterlye . ond e It

’ 5ol

* & oanEEY ENSaED O~



SYBDIVISION OF Tv 24 S., Re 7 K.

l Chains
.'r 19410 | Top of Ne edge of bemnch spur, bears E. end NW.; descenc,
24,50 Short branch draw, dreins 1, 1C° E.
1
21,00 ullol Spring Wash, 1.50'chs, wide, draix.o he 1C° E.; therce cver |
sandy bottom lends of wash. !
35440 | Wash, 20 1lks. wida;LG ft. deep, drains E., 2 chs, Ciste to its
Junction with Wjllow Spring Waskh. i
40.00 | Point for the 4 secs cor, of segs, 22 and 23, on neurly level .row :I
R Sof . an iron.post, D irs. leong, 2~ inge in diame, 24 Lis. in the rroutd
with brass cep marked |
do . 2 . , .4
|
{ s2z | se3
W JIL . s . . N
1651
' Raise « emall mound of store erocun” tre iron roste
|
43,00 . Leave bLottom lunds of %illow Spricg Mmsh, tears b. end S0 2°° Yooy
thence over rolliry lend. ,
44.10 | Small rice, bcars E. ard SWe; enter troke. linde
45,60 Small wash, drairs S. 80° E,
47,40 Recross wesh ir draw, drpirs S¥p for 1 ckh., trence s.utherly.
8040C, §{ Point for the corl of secss 14, 10, 22, end 23, st top of ws-eut,
on gradual W. slope, about 4 chse to the all. ¢f top o rill,
$et ean irer post, 0 ins. long, By irs. in @iens, 24 ins. ir the
ground, with brass cep marked
T24S RTE
. + o S16 | 514
- - . c .. 522 |8e3
L . . 1951
Raise a nound of stone, 4 ft, hase, z ft. kighk, Vo ¢! cora
la.nd, rollmg and broren
. Soil, sgnd end clay. -
Undergrowth, scattervd cesert shx‘uba.
No timber.
From the core of secs. 18, 14, 23, anc 24.
Se 69°49' ., bet. secs. 14 and 23.
] Ovor broken S. slope of desert land through scattered shurt .rcer-
growth. . .
1.50 Low spur, slopes SW.; cdescend gradual K. slcpe.
10.60 |, Draw, draics SR.; escend E. slore. .
17.00 | Spur, slopes SW.; thence alorg S. slope. '
40,01 | The true point for the } sec. cor. fallg in ‘ctton of small drair,

10 lks. wide, course 8. 80° W., where it is impracticecle to set s
permanent cor, monument. |

G & Ty ammsn et §—gANS
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Chains !

40.52

48,0C

£2.40C

76,20

£0.C2

17.20

21.2¢

38.10

72430

80 oCO

" Point forithe witndss § 8 octTeof, 3f secke 14 ‘ahd 28,76n S.bank of

' 7ash, 50 lks. wide, 6 ft. deep, in main draw, drains SE.; wscend 130
. ft. over E. slope.

: Top of ascent on N, slope, 2 chs. No of N. base of hill; descend
| 15 ft. over N, slope.. |

-nontinue along general-S. slopes - - ¢ v h Qe 0

- Tor of ascent on 8: s1lopey slépes S?I‘.; tﬁence o‘ér brﬁksn Jroded

amiend h
1

wash . T

. v w

z T e S SR &, SO Uiedd

Set an iror post, 20 irs. long, 23 inse in diam., 2 ms. in the
grémd to solid rdck'and i a moutd of stone’Eo tofy iith breas cap

marked
14w

.71 SR SN 2 Ude

= €

L it gon fe ? Cito

w
’

Do
[ 3]

13 .

land faeing S

! The cor. cf secs. 14, 15, 22, and 23, o i
‘1and, rolling and broken’ ol R Lo SRS
Soil, clay, sand, and rock. . : R aoe
"ndergrowth, scattered desert shrubs. )
P o timber. v 2t ME-N i BN I
. ] ~ A RN J
No 0°01" w.; bet’o y'SQCS. 14 aﬁd 15. * ‘ £ AR Uoe

Descend gradual Ev slopée ofirelling beheh land to the' west,-through

“scetteréed short underfgrowth, ' . I. [ i

- Basc of+ descent on E& slope, @rains S. 80° E. & draw draining S.

RN ! v

Tep of low rise on E. slope.

wash, 30 lxs. wide, 4 ft& deep, in bottom of main draw, drains SE.

" Reeross came wash, draing SW., about 1 ch. dist., thence SE.

True point for the 3 sek. cor. of secs. 14 and 15, falls in wash
where it is impravtlcable to set a pemanent r-or.

. P . « sl

. Point for ths witness 3 sec, cor. of secse 14 and 15.

. N SN

38t an iron post, 30 ins. long, 2% insl in diem., 26/ 4rs. in the
croud, with brass tap markéd ° Ce T
.1 {7
&
4

r 815 S14

(S M

1951 ‘

. -l e .

r:ai-'e 8 mounc of stone, 4 ft, blle, 3 I‘t. high, R. of cor.
. I L S . e e

Thence over sandy bench land with a slight SW. expodure,
Point for: the cor. of sebse 10, 11, 14, and 4B, « ~ .  U..f
Set a: irom post, 30 ins. léng, 2% ins.idn diei.} 26 1ks. in the

erourd, with brass cap marked
. . . ) T . fz2 1 Ue 7L
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, SUBDIVISION OF T. 24 8., Re 7 E.

0460
4,00
13,50

21450

38440

40,01

. 44,80
52,50

80,00
. 3

6,30
14.60

40.00

Chains _
2 B A A ‘a“%nh “:1"; i
sio ,s11 ' .
815 1814
i A 1961
Raise a mound of stoéé, 4 ft. base, 3 ft. high, W. of cor.
‘fLand, Follink, ©° T« -

8011, sand and clay. ,
Undergrowth, desert ghrubs and grasses.
No timber.

. B * ' .

S ) BTGP . . .

| Fpom theldoil of ‘seib. 11, 12, 13, and 1i.

S. 89°49' W., bet. secse 11 and 14. .

Over rolling and broken desert land, thrqug} scattergd short under-
growth, ’ i ' )

Shalldw drew hear head, drains KNE.
‘Yow rise; bears N{ ‘and S.° : *
Shallow draw, dreins Ne

Top of black porphyry dyke, forming a low ridge, bears S. 20° E.,
end Ne 20° W, about 10 chs. dist. to end.

Very small drain, cbirse &W.
- T r
Point for the & secs cor. of secs. 1l and 14, cn ledgy MW. slcpe.

"Set an 'iron posf; 30 ins. léﬁg, 2% ins. in diam., 25 irs. in the
ground,lqith braﬁs cap marked

.- © 1851 '
Raise a mound of stone, 4 ft. base, around the iron post.
Small branch wgsq,{drain{‘§W:; qgsgqu troken W. slopes
Wash, 25 lks. wide, 3 QQT deep, %n rav{ne, qQainl SH.
The cor. of secs. 10, 11, 14, end 15.
Land, rolling and broken desert.
Soil, sand, clay, and 7Yocke.

Undergrowth, scattered desert shrubs.
No timber. * ©t ’

T v hd v A

Ne 0°01' W., bet. secse 10 and 11, °

Over rolling Yehoh land),” draining and slopirg to the SW.

Low riee.,’ slopes SW. : o '

B ‘1 - .

Drain in wide swale, drains SW.

Point for the % secs cor. of secs. 10 and 11, on gradual SK. slope
of bench. -

L. {

S 0. GUUERERART PEIRIINE SIVIDE -Gl
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Chains

49.50

52050

87.00

64.00

¢8.00°

79.67

0.8
6.00
15.50
38,60

39,99

. :l“sz.l LY & I N |
% . [ :
I it WLl . C a1 .,"”'“ g ‘ )
1951

¢
Set an iron post, 30 ins, long, 2% ins. in diam., 26 insg 1n the
ground, with brass cap Pa.rksfl ,

i
[ I§ ¢ .

Lo s1o ’ S11

) 1961

Reise a mound of stoune, 4 ft. base, 3 ft. high, W, of cor.
[ i i

Shallow ravine, draing We. o

'
Ravine, drains SW.

Ridge, bears NE. and SWe; leave rolling bench land and emter broken
and eroded ahalf and 01?.] a}open with a westerly expogure and
drainage.

Ravine, drains S. 80° "V L ' © :

I o

. o

Guleh, 50 ft. deep, drains SW.

Point for the witness cor. of secs, 2, 3, 10, and 1_1,

Set an iror post, 30 ins. long, 23 ins.e in diam.. 25 ins. in the
ground, with brass cap marked

—

1 v 4 G ].’951. ‘ I

e

Raise & mound of stone, 3 f‘t ‘bass, 2 fta high, . of cor. |
|

True point for the cor. of secs. 2, 3, 10, and 11, falls on steep |
face of shale break, where it is impracticable to set a cor, monument,

Lend, broken and rolling.

Soil, sand, clay, shale, and rock.
Undergrowth, scattered fdesert shrubs.
No timber.

From the "cor. of secs. 1, 2, 11, and 12.
S. 89°50" W,, bet. secs. 2 and Il, ) ' ) ’

" . . . .
Ascend E. slope of broken lahd[ ‘through scattered undergrowth.

Top of rim, bears N, end ‘Se' 30° Wos contir_uie ascent o[ver E. slope.

Ridge, bears S., and N. 5 chs., thence NW, ° .

Low porphyry dyke, bears N. 30° W. and S. 30° E.

Small wash, drains SW, LI [os oot AP S

Point for 1_:he 5 spc. cor. of 5908, 2_land\l 11. Lo ow

Set an iron post, 30 ins. long, 22 ins. in diPm.*ZS inss in_ the
ground, with brass cap marked

V.S, GOVERWMENY PRINTING OPFick * ' - “16—38890-1
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42 .50
76470

80,85,

Chains [ v
[ B : A ‘
Rgise 2 mound of stqne,-43ft..ba§e, 3 ft..high, Nq of cor,.
45,70 | Bend in same wesh, drains SW. from the SE.
47,00 | Recross same wash, drains N. 70° W,
54.50 | Wash, 20 ft. deep, drains SW. o
67420 | Top of rise, bears NE.,and SW.; }eave rqlling, lemd and enter troken
breeks .
« F o bR T . [ [ ¢
78,00 Gulch, 50 ft. deep, drains SW,
. : . ot . .
79.00 | Top of S« point of rise from the N.
79,98 The true point for the cor..of éecs; 2; 3, 10, end 11, which is
N 0JO1' Weyv33 lkse dist. from the witness cor.
.Land, rolling and .broken., [
. Seil, shale, sand, clay, and rock.
Urdergrowth, scattered desert shrubs.
No timber.
From the true point for the core of secs. 2, 3, 1C, end 11, which is
N. 0°01' W., 33 lks; djst. from the witness cor.
0°0%' B,, het. secss 2 and 3,
Ascend over broken gereral W. slope of red shale and sandstene
breaks and outcroppings. ,
4,50 Top of ascent on graduel W, 510pe; deccend gfadualiy.
19.C0 Bégin stéep descont cver M. élope. A ‘
21.30 | ‘Guleh, 40 ft. deep, drains NW. oy
224,10 Franch gulch, 40 ft. deep, drains W., 1 ch. ist. to its junction
with last gulche
30420 |Junction of draw from the E. with draw dreining NW. from S. 1C° W.;
at the Lese of steep broken land bearing E. and Ne 80° W.; enter
rolling lend with a general westerly slope.
- . P
40.00 | Peint for the % sec. cor. of secss 2 and 3, on general SW. s lope.

| set an iren poét, 30 ‘ins. iong, é% ins,. in dism., 24 ins. in the

ground, with bress cap marked

«

.
-ﬂr—

S2

1961

Raise .o mound of stone, 4 fit. base, around the iron post.

Top of red shale rise near SWe end, bears N.. 30° E. .

Spur, Blppes[N. 30° W,y descend gradusl: NE.[ slopes -

The true point:for the cor. of secs. 2, 3, 34, and 35, on the N.
bdy. of the township, which is West,: 40 lks. dikt. from the witness
cors The witness cor. is marked by an iron post, 2% ins. in diem.,

set, marked, apgd witnesged, .as destribed in the official recordl

Land, broken and rollings.

P I R N A g

. 5. GOVERNMENT PRINTING OFFICE 16—328520-1
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Chains| Soil, cley, shale, sand, and rock.

27,70
25,00

40.00

48.20

o

51.40 -

65,00
73430

80,00

6430

19,50

" 15.00

N - T K Lo se
From the cor. of secse. 3, 4, 53, and 34, on the S. bdy. of the
township. f o . .
1N. 0°02' W., bet. sécs.i33-and 54.: : A P

o e R { e 1

Wndergrowth, scattered ‘desert ghruds, - g Cik
No timber.

+ : ) v . ~ i e

v . d e 0 . e

B 1

Over rolling desert land, through scattered short undergrowth.
A ¢ . ’. o[ e
Wash, 30 lks} wide, 6 ft. deep, dreins NW.

. " P S . (4 - s
Recross same wash, drams NE,.

Point for the cor. of secge 33-dnd 34, on graduaiIE. slope.

o ' : S ‘ .

Set an iron post, 30 Ins. long,'23 ins. in diem., 22 ins. in the
graund to solid rock and ih & momdfcfzstone. 3 f‘t.e'éale with bress

cap marked .- Poe
Pt i
1
LY —
833 | S34
t JV 3 L3 [ «1 g '
o T 7 1951 ! .
Recross same wash, drains NW. + " o "I U,
Recross dame wash, draids NE.' ot
Recross same wash, drains W. L 1
Small wash, drains NW.
s L b B : L ’ . 1
Point for the cor. of secse 27, 28, 33, and 34, on SH. slope.
' . 1 C ~e L

Set an iron post, 30 ins. long, 22 ins. in diames, 6 ins. in the
ground to solid rock and #n a ‘mound of earth and stode to top, with
brgss cap marked
3 . i .. : : . . . d : I.

T24s R7E - L - [

1951

4 . . T B . : c .

Raise a mound of stone, 3 ft. base, 2 ft. high, We of core.

Land, rolling desert, i - e
Soil, sand eand clay.

Undergrowth, desert shrubs,

No timber.

I I

From the true point for the cor. of secs, 26, 27, 34, and 35, which
is No 0°01' W., 45 lksicdiste from the witness cor. °

Se 89°50' W..,, bet. secs, 27 and 34, :i* L = 1~ .
Over broken land;l escend steep NEs» and E. slope,l 190 ft. to ridge.

Top of high pojint, on. mowntedn. ridge, bears N, 60° W, and S. 10° Eej
descengd - 140 I‘t.rover steep:SW. 5lope of - Hobs Mountain.

‘1 [N T .
Base of abrupt descent bears, NW; andi SE.; thence along broken 8.
slopee.

N ST

Hoad of depression on S. slope, drains S.

. 5. COVERNNENT PINNTING OFPICY 10~—28520-1
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40,02

44,9
61.20
71,20

77.90
80,03

4,00
14.40
| 17.%0
26400
33430

29,00

40,00

41.00

[€]

b

. AT ) N . . o2n . N
Pbint for the witness 3 sec. cor. of seces 27 and %4, on small red

ik 5 19 X \ . : { 1 7 .
Set an iron post, 30 ins. long, 24 ins. in diam., 18 ins. in the

‘.Shalloy draw, drgins Si.

. . wot

|
Top o’ m31n rim* of Hebu Mountain on 1edse p01nt bears South 50 lks. ~
dis'l;s; thenga glong; abrupt S‘ﬁ ylope,fpescemd }J;Q £ ) o
. “ LIttt e . Ta

spur, slopes SW., at the W, base of Hebs Mountsain, bears NW. and SE.

ground to solid rock and in a mound of stone to top, with brass cap
muk&d [y " o ' ![ ' 2

- : . . : | 827
: 1
534
[ 1961
True point for the\zrsec. .cor, of secse 27 and 34, falls on steep

face of ledge where it is impracticeble to set a cor.,mahument, descend
gradual We llop.o I I

Cully, drairs N. 60° W,

Top of small imoll.
Trail road, bears N, and S.

The cor. of secs. 27, 28, 33, and 34.

Land, broken slopes of Hebs Mountair E. portion of mile, rolling
desert land on W. portion.

Soil, cley, shale, send, &nd rocka

Yo timber.

N, O°O%' W., §et. seqs.'QY and 28, L
Over rolling anq broken‘¢e{ert land.
Un{mprove{ rqad, bears N¥W. and §. 20° E.
Top of flat 'spur, slopes NW.

‘Shellow draw, drains MW,

Wesh, drains NE.
Nash, drainf NWe . . .

Point for the witness § sec. cor. of secgs 27 and 28,

Set em iron post, 30 ins. long, 24 ins. in disme, 25 ins. in the
ground, with brass.cap marked

W C

s27

,__,
—_
> B

s28
© A T
P y 1 ‘ . > ) : ' rr
Raise’ a ‘mound’ of stong, 4 ft, base, 3 Ft. high, W. of cone

True pbint‘fo? the 1 sec. cor. falls in wash draining NE., where it
is impracticable to get a cor. monumente T .

Recrose same wash, drains NW,

. . . ' ¢

B . N -
. . ‘.-

u B RAVERNMENT PRINYING OFFICE T 18—a28820-1
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shains o -?
42,2C Top of the S. bank of Willow Spring hsh,i bgu'q”E. :And We .
| 42,40 | Ente¥ bottom of%ﬁ}brmg RasH, dniﬂg E.; therde dcross wash.
AL 4 * -t ) .
42,7C The o odge of wask, bears E. ard We; thence acrogs b‘q‘ttan lands of
.- 'uh. . . 3 o [ 'Y‘\—‘ - e .
76,0C | Leave botton lands of wash and escend over bench land, bears NE.
.md S". P - € - - ¢ . ., e
. i : id . .
8400 | Point for the core. of seces 21, 22, 27, ard 28, on top of bench land,
set sn iron post, 3C ins. long, 23 ins/ in diame, 25 ins. in the
zround, with brasss cap marked
o T24S R7E
S s21 s22
: " © s28 | s27 e e
1951 o ol o'.{.' 2 §
7alss a mound of stous, 4 ft. base, 3 ft. high, W, of core - °
‘ Land, rollinge. ' v BRI .
E S0i}l, clay, sand, &nd rock. . ‘ ‘ e
1 .ndar;rowth, desert shrubs. eid ' RS
| | Lo timber. L - N
t : ‘
1 1
From the core of secs, 22, 2%, 26,"&nd’¥7.‘ ‘r 1,(
! . . ' e [
? S. 89°46' A,, bet. secs. 22 and 27. o
-ver troker desert land, through soattered scrub undergrowth.
L ' |
17450 | Top of spur, 100 ft. atove cor,, slopes N, 20° E, |
16.C0 | Side h1ll gully, 60 Tt. deep, drains NW. K
| |
15400 | Top of aszent orr %, tlope et N, face of ©liff, 50 Tt. highs summit |
of pinnacle, bears South, about 3 chs, dist, [
| . A .
22.66 ' Top of rirht tark of Willow Spring Mesh, bears S. 85° ¥. and NE. |
‘ ' ‘ ' ) |
85470 | Top of right tark of Aillow Spring Wash, bears N, 80° W. and 1
‘ % ©3° E. ! ’ o
|
X435 1 ioint for tre ${ €8c, cor. of secs, 22 and 27, o * 1
>2t" an iron podt, 30 ins. lohg, 2% ins. in diam., 25 ins. in the
rrownd, with brass cap marked
; S22 '
| "
! L ]
1 827
| 1951
]
; “ulre a 7ound of ctons, 4 ft. base, ® ft, high, N. of cor,
ENPY NI

S¥.2C

62, ¢

£442C

?

|

- ¥ise, hoars ME. and SW,; descend broken YW, s lope,

Enter bottom lant's of Wills% Spring Yesh, bears §. 70° B. and

ihort branch wesh, dreins N. to Willow Spring Wash.

S. 70* w, .
; Coen - el

“irht tarc cf Wllow Spring Wesh, bearsh, 70° E. and 8. 708 W.; MJ

across wash draining N, 70° B.

S & COVNGERIT FRENES SV - -eee-
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Chains
67.20
74,00
' 78.40

79.91

3400

5.40
11.00
12.90
iS.OQ
37.00

40.00

41,80
44,30

49.50

53,50
61,90
66,420

80,00

Left bank of Willow Spring Whan, bears N. 70° E. aﬁd Se 70° W.;
thence over sandy bottom lands. R

Base of abrupt ascent over E. rim of bench, bears NE. and S,

R ISP e e ——

Top of E. rim of benoh, bears N. 10° W and SE.
The cor. of secs. 21, €2, €7, und 28.

Land, broken and rolling. : ’ v
Soil, sand, clay, shale, and rock.

Undergrowth, scattered desert shrubs.
No timber.

o d
IS

e

. . . et TN e

N.LO°O2' W., bet. secs. 21 and 22.

< e . ¢ . 3

Over rolling and broken land; descend gradually over top of bench.

Leave top of bench and enter broken land facing SE.; edge bears
¥. and S. 30° E,

Gully, 50 ft. deep, dra}ner.
The E. point of a bench from the W.

Gully, heads NW,, about 6400 chs.. dist. and drains SE.

.

The N, rim of gully, bears NW. and SE.; ascend SW. slope of bench.,

«

Begin ascent over rocky SW. slope.
Point for the % sec. cor. of secs. 21 and 22, on rocky SW. slope.

Set an iron post, 30 ins. long, 2% ifs. in diam., 24 ins. in the
ground, with brass cap marked

.
.

s21 [s22 e
1961
Raise a mound of-stone; 4 ft. bﬁse, 3 ft. high, W, of cor.

Enter table land, bears N, 70° W, and SE.

leave top of same, bears E. and W.; descend steep N. slope.

The N, base of rim, bears E. and W.; thence over broken land sloping
E. ¢ *

Top of rise, bears NW, and sk,
Small wash, dreins E, ° '
Wash, 20 lks. wide, drdins S. 80° E.°

{Point for the cor: of secs. 15,16, 21, ‘and 22, on slight general
SE. exposure. )

Set an iron post, 3 ft. long, 2%»ins. in diam., 25 ins. in the
ground, with brass ca% marked

T24S RTE

T s18 (| 815
. .o . . - 821 lsza ' )

1951

U, 8, GOVERNMENY PRINTING OFFICE T 16—38520~1




. SUBDIVISION QF,T. 24 84y R. 7 E.

in the

or

Chains
Land, rolling and broken. . . .. oc0ece oo
Soil, clay, sand, and rock. ‘en e .
Undergrowth, sparse desert -hrubu.
No tlmhar. L B, P T
From the cor. of secs. 14, }5, ?2, Pnd 23, . . -
S. 89°47' W., bet. secs. 15 and 22. --. .
Over gently rolling west slope. : B, “ )
30400 Swale drains SE.,thenee over bench land lloping SE.
40,02 Point for the 3 % sec, cor. of secs. 15 and 22, on top of bench land.
Set an iron post, 30 ins. long, 2% 1ns. in diam., 25 ins.
ground, with brass cap marked - C T
.. 818 .o -
1_
1 . . .
S22
1951 )
Raise a small mound of stone Afouna the iron post:
: : . PP - o o et ""!" LT
48,80 Small draw drains S. 30® E. for 3 chs., thence SW. through dyke.
" 50450 Porphyry dyke, bears N. 300 W.'and S. 30° B, thence over brok;n SW.
slope. o . . :
67,00 Small wash drains SE. ] -
79.00 | Small wagh drains S. 30° ?. .
80,02 The cor. of secs. 15, 16, 21, ﬁnd 22; )
Land, rolling.
Soil, sand and clay. r
Undergrowth, scattered desert shrubs,
No timber. -
. c - - T “ = re
N. 0902' W,, bet, secs. 15 and 18,
Over ‘rolling desert land. '
2,30 | Wash, 10 1ks. wide, 3 ft. deep, drains SE. )
26430 Top of a low red shale knoll, . - r
30,00 Land becomes more level, bears E. and W, - .- o -- -
40,00 Point for the  sec. cog. of secs..15 and 16. - - -

[

Set an iron post, 30 ins. long, 2% inse in d1am., 25 ins, in

ground, with brass cap marked . --
s16 | s15

. . 1951

Raise a mound of stone, 4 ft. base, 3 fte, high, W. of cor.

rt

the

. 5. GOVENNNENT PINTING OFFICS . 1—~28520-1
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«  ‘SUBDIVISION OF T, 24 8., R. 7 E.

N
«

'S
N

L 3

. T6e3%

Chelns
48,60

59,30
60.60
T2 440

8J.00Q

3CeC0
24,5

2:.97

73430

Dim unimproved road, bears [Be and We . - | v
WNash, 20 lks. wide, 10 ft. deep, draim NW. - [] i
Snelk wash, drains S« o PP O { J e
Bend in wash, drains N¥%. frqm tthe . ol D)
Point for the: cor. of xacse 9, 10, 16, and 16. . . .

St an iron gost, 30 .ins. long, 2{.ins. in diam., 26 irs. in the
grcurd, with brass cap marked . o

P . PR . ."3243R7E. o t
-39 | 810, B :

S16 | Sl1s
- 1361
Raice a mound of gqtome, 4 ft. hape, T {t, Nifpi, Y, of -or.
. Land, welling. .
Scil, =meidd and clay,

ndergrowth, gcattared dwsert ghrubg,. ' .
No tinmter.

From the cor. of secse 10, 11, 14, ard 1S, .
S, 09°47' W,, Yel, gocs, 10 und 15, . : .

- Over rlling dnd Lroxe:n desert land, through scattercd short
undergrowth, E

Waeh, drains <7,
Di=~ univproved road, bqarsg L. and ST
Paint far the ; sec, cor. of socs. 10 and 1

Set nrn iro- post, 3C Life louy, 27 L ee i liume, 28 1o8. Yo the
fround, si%l 'rass cap rarked

S16

1351
Haisoyn mow.? of etore, T tt, btase, 2 ft. ' .}, . i cor,
Yiep, re 8 Ve . . !

Land becomes mora -broken, beurs NBu mhd £¥.

Tmsh, 10 lke. wide, 10 ft. ceop, draing 1 W,

The car, of, baces ¢, 1Q, 1b, wid 16 o
Land, rolling and hroken.
Souil, sand and claye..l . . e !
urdergrowth, scattercd desert ahrubs.
No timbler, .
N FE N D v
Ne 0°02° W., bet. secss & and: 10.‘ . . v L .
B SR SR o ' . i N : .

9. 5. SOVEANNENY PRINTING GIFICE 182083801



SUBDIVISIN OF To 24 Ses Rs 7 Be

Cheins

2.00
2460
22,00
3140

40.00

44,80

52470
594,70
85,00

73480

79,70

80400

1,30
2.50

9.80

N P ¢ e r.

1

. Point fror the % secl, cone off secse 9 ant 10, on gentle E. slope of

Over broken blue shele and -clay breaks.’ R ‘ .;:
Small draw, drains NWe « - -7 [ R s,
Small draw, draine W.; thence ovemn broken lund fecidg We ..~
Descend N, slope into gulche ™ - ERU T T

Bottom of -mdin’ gulcH, dreins &Ee.; ascend broken SE. @ Ee slopess

benche. ! >t P e)

Set an iron post, 30 ins. long, 2—% ins, in diame., 2¢ ins. in the
ground, with brass lcap marked

LI ¥ | S10
o .73 . « 1951 It

Raise a mound of stone, 3 ft. base, around the iran post.

. AR
Top of ascent on E. slope, bears NE. and SW. descend along broken
Ees slope. o

Small branch draw, drains NE. %o guleh; ascend SE;-éi-ége.
Top of ascent di: spur, [slopes NE«; descend NE. slope.-

.

Theuee over NW. slopes .3 . o : .

- Wash, 50 lks. wide, in bottom of main guleh, driaing: NEs; thence over

bottom lands; a few scattered juniper found tb the W. of line.
Leave bottom lands and ascend gradual SE. slope,r bgars NE. and SWe
Point for the core. of secse 3,.'4, 9, and 10. " . . .

Set an iron post, 3U inse. long, 25 ins. in diam., 25 dinse in the

grouad, with brass cap marked
; [ o r

T243 R7E - e
S4 | S3
I )
89 | Slo
I
1951
I I

Raise a small mound of stone around the iron post.

. . C . . R

Land, broken.

Soil, shale and blue clay. . 2 Ty o BRI
Undergrowth, scattered desert shrubse.
Timber, a few scattered scrub juiper. c . ) RN

* Y g . N a ¢ : SR

From the true point. fior the cone lof: secs. 2, 3,10, and 11, which is
N. 0°01' W., 33 lks. from the witness cor,

N . I S

S. 89°47' N., bet. seocse 3 and 10.. I. i d
ST SR S EE T A S A

Cver rough broken land. R

Guleh, 40 ft. deep, drains SW.
Gulch, 50 ft. deep, draihs SW. .- . .7~ . "7 7. .

Top of ascent, bears NE. and SW.; thence over barren sandstone.

W 5. GOVERNEEST PAINTING OFPICE: 18—28520-1
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: 249
-+ SUBDIVISION OF T, 24-S., R. T E.
Chains : |
204680 4 leave barrep sepdgtone, bears Ne end S. ., . I
25,80 | Small draw, drains S. 8()"717!“.'.T - T 7
80430 Draw, drains S., 2 chs, thence' ®W.; ascend broken SW. slopes

?PfOQ

PRI

59.§€

oL

49,80
$7430 |,

77430

“Ligse0 !

79496 |

2460
31,30
35450

40.00

63.80

65480

" Enter bottom land's', ‘bears NE. and ‘SW.

\ grpm;xd, with pgasa cep ma.rged

h, ,0 ‘11: wi'de, 3 Tt dee , in ravme, cfralns fv. 20° W\ unimprovf
road, ears ,N-) and, ’SE‘.; thenee over’ saixdy f].at. ‘

el
o

Po"in%: For the E §06e COFs Of secs‘.“l’a and 10, ¢ T

Set an iron post, 30 ms. long,t 23 fns. in dlam[., 'ZI5 ins. in the
ground, with brau Lcap. marked i

. M S

et . N S s s% o ) I3
- . £ — .
510
) e N « e . I§51 o i

Raise a mound of stone, 3 ft, bass, 2 fjty. high, N. of cor,

Ascend steep Eo and NE. slopess.

Spur, slopes ‘Noj descend ‘broken W. slopee
quh, 4{!(:) ],,ke. r at mouth ofj gulch dralns Ny, 2 chs., to its
" junction mth wash drauiing NE.

Iyt

. f .

Wash, 50 ]lk,s. wide, 4 ft. deep. in bottom of main gulch, drale NEe,
1 ch., thence E,

T ki i U
. I
The cczr:. c_)rf 5€cs o 3 4,‘9, eind JlO. .
land, broken. v
Soil, shale, clay, rock, and sand.
Undergrowth, scattered desert shrubs,
No timber. .

[ r

N. 0°G3' E., bet. secss. 3 and 4. I o

[9ver rough broken land; escend 50 ft. over SE. 510p31
C - t LR} L . )

'{'op of an ebrupt ascent on fim; thencejalong brokenjrim facing Eo
p 1Y e T T .2 T SR

o !

Top of red sandstone rim fédée, 30t ﬁigh.
Top of rim, bears'NE.’é{“;nd SWe; thence over sandy bench land.

Point for the % gec. gore. of secso 3 and 4, on slight SE. slope,
130 ft. above the ‘sec. cor,

Set an iron post, 30 ins. long, 25 ins. in diam., 24 inse in the

% L

]

. T e

sal'sb M

N CRPEEI
1951 o
Rais“ewa. sniaii mc;ﬁnd of>stone a.r;und thé iron poat.‘
Thence ascena'\éo fﬁ.‘c;iiei'(?'gaﬁﬁ; Bénch ian&"sloping Se
Top of small rise oh 'S. ‘side‘of‘jrm:rihg: bbars NE. end SWe

Wide shallow draw near heaa, drainsqsw.; ascené 160 ft. over steep

Sa face of rima

U 5. GOVERNRENT PRINTING OPFICE . 18—28530-1



. SUBDIVISIQN QF Te 24 8., Re 7 Es

ERd SR !

Chains
72.10

76 400
8G.53

15.60

40400

- Begin descent over NW. slopes . _ . D

Top of white rim, bears E. and NW.; thénce alohd top sloping'W., .
through very scatterdd jumiper, s s T G ae

1

«s © T -t et

The true ppint for %he cor. of secss 5, 4, 33, and 34, t\l:&e No ‘
bdy. of the tbwnship, whiich is West,' 90 1ks. dist.' from ths Witness
cors Witnes# cor. is marked by sh iron post, 2% inke in diam., set,
marked, and ﬁi‘tnessed‘.zas: de{sc'xficbed. Din;t:he offi\cia;l Lx:ecord. .
Land, broken sandstone and (slhalg breaksj. i
A « L o Dt

$oil, ¢lay, sand, end rdek, T O
vdergrowtn, scattered desert shrubs.” . ,
Timber, a few scattered scrub juniper on N. portion of milee.

.

Sy

From the cor. of secse 4, 5, 32, and 33, on the S. bdy. of the " o’
townshipe. - :

: V] b P
Ne 0°03% W., bet., secs. 32 and 33. .

Over rolling sandy bench 'lac.dﬁ(, with sandstone (_c;utér_ropixingu\.i
. E .. 1 e ) 3 — s e

‘Hashv, "20 1ks. wide,ﬂ4 ft. dé}ép, Lirl dws;fe, d}r‘im Imﬁ.‘; Aasce"tgd ‘gmtle |
e slopes ' T ) |

- R

Tép of rise on ‘4. slope} contfriue along Wo sfope.‘ o v
. o
Point for the % sece. core of secse 32 and 33, on _gradual N, Qlope

of rolling bench.’

Set an iror post, 30'ir{s. lorig, ‘23 ‘inde in diem., 25 inge ‘i the
rround, with brass cap marked

. 1e 1o LoD o T
L S SR ST BN
$32 | 533 e

1951
Rsiss a small mound of ‘stone ardund tAé irer pé‘st:;k
Point for 'the ‘cor,. of secs. 28, 349, 3z, end 33, on dedrly level land.

$3t an iron post, 30 ind. fong, 24 fns. id diam., 24 ine. 14 the

ground, with brass cap marked + . [
» . 13 ’ ! : T e h v .

T24S RT7E

1951

¢ . ¢

Raise a mound of stone, 3 ft, base, 2 rt. high,'W. of core

land, rolling.

Soil, sand and claye

nmdergrowth, scattered desert shrubs,
Yo timber.

r )
x i

-

—

From the cor, of secse 27, ”q 33, and 34,
Se 89°48' W., bet, secs, 28 and 33,

Jver rolling snd broken bench land.

B 0 CIUTMIRULY SERVIRE SINISS 0—S0000-1
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« SUBDIVISION OF T 24 S.,iRe 7 E.

Chains
Cg e ag

4,60 | Large wash, in dray_, drains NW.
15,10 | Sherp spur, projecl:i.NW_';’} 3.00 chs, dist. toc end.
© 15490 | Small branch wash, draing NW.
19;50 Large wash, 40 lké. #ide, 8 ft. deep, in draw, drains N.
31;20 +tRidge with stoock trail on top, bears 5., and N. to Dead Men Peak.

40,02 | Point for the } sec. cor. of se-cg. 28 and 33, ih bottom of sandy
swale, drains N, .« 0 AT

P S ' ,‘fux'(
Set an iron post, 30 ins. long, 2% ins. in diems, 25 inse in the
ground, with brees cap marked

1951
o) 1 DA ' |
Raise a small mound of stone around the iron poste.
. . ' . ' e LA ' v

69,50 | Land becomes more level, bears NE, and SW.

. P Tl T . . " D . .
653,00 | Land becomes nearly level, bears ME. and SW,. . !
80,03 | The cor. of secs. 2B, 29, 32, and 33. S ' L.
i { Land, rolling. - .- T I Coe b
Soil; sand end clay. C SN ‘ .
Undergrowth, scattered desert shrubs.
No timber. L

<
N, 0°03' W., bet. slecsl. 28 and 29.

.1Over gently rolling benth land with a slight northwesterly exposure.

16500 |Large malin wash, drains NE. e ] .
21.30 | Recross wash, draire. NW, . o RN & S|
24,60. | Recross wash, drains NE,! : P .

40,00 | Point for the 3 sece cor. of secse 28 and 29.

Ao . it L oI + _ I
Set an iron post, 30 ins. long, 2% ihs. inl dianmt, 25 ins. in the
ground, with brass cap marked

SO oo .20 .
1
4
S O
S29 I| - se8 : Li
2o : R L T
1951 TR

TReise & mound of stone, 4 ft, base, 3 ft. high, We of cor.

41.55 | Top of small rim ledge, bears NE,. mmd:S®% .. ' = =

650,80 | Top of S. breaks of gulch, bears Ew and W. Ly

63.10 | Bottom of gully, 50 ft. desp,. draim E. ) . ool
80400 | Point for the cor. of secs, 20, 21, 28, and 29, on slight NEe slopee
L }Set a;-ir\;n ‘post I30 i;xs. 101’151,.l 22 insI. in dmm.,. .24 ins. 1.;1 'the

S CURNUIEN SRR I SO SV S . A & ¢ . S
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. SUBDIVISION OF Te 24 S.,' Re 7 Es

Chains

14,00

35.70

40,01

57450

58,50
71.20

80402

1.30

3.9

530

S. 80° Ee

ground, with brass cap marked

. R R i3 B N e

T24S RTE
. 3 .3z . .. 2820 | s21 TR ¢ deod
. S29 1828, y o1 I U
B O S R SO €1 S VR i « L

Raise 2 mound of, stome, 4 ft. base], & fteoddgh, We of core , I

Land, rolling and brokezm. . o . . oo : S
Soil, send, clay, and rocke. R
Undergrowth, scattered desert shrubs.

Mo timber. . P 3z cnk i

From the cor. of secs. 21, 22, 27, and 28.

Se 89°47' W., bet. secs, 21 and 28.

Over rolling and br[okeln bench lande
M i -
Unlmpr’o:red roaiil bears Ne 30 W. end Se. :
Top of We edge of ;)ench, b;us NV&:[. an[d S. 10° E.; thenoe over rolling
land. . . 1 L r I . T
Point for the ; sec,. cor. of secss 21 and 28. e

Set an iron post. 30 ins. long, 22 ins. in diam.,. 25 inse. in the

ground, with brass cap marked PR} L
« 2 " . o T
s21 -
1
2
S28
. Jd981: . P

[ Raise a mound off stone, 3 ft. bage, 2 ft. high,tN. of ecor,

Small wash, draims S., about 4 chs. diste. to Willow Spring Washi.

Top of small rise, bears NW. and 8Eo- - S -

3

Enter bottom lands of Willow Spring Wesh, bgars N#., and .SE.3; thence
across wash dra.'uning SE.

I
Leavs bottom lands of Willow Spring Wash bears N. 70° W. and SE.;

. asecend gradual E.. slope. , Lo i i Cyr i1

The cor. of secs. 20, 21, 28, and 29;

Land, rolling.
Soil, deep sand and clays
Underpgrowth, scattered desert shrubs,

No timber. [ I

LI o7 ) RS . . N
Ne 0°03' W., bet. secs,. 20 and 2%. v : . .
Over rolling and broken lande . [ Co o v

The N. edge of bench and 8, rim of.wash,, bears No 80°1¥. andl.

: A e : id .
The S. edge of Willow Spring Wesh, drnins S. 80° E.

. i i !
The N. edge of aame, bears N. 80° W, and S. 80° E.3 continue along

B 5. COVERNNENY PRINTING OPFICP 10—20590~}
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SUBDIVISIQN . OF Te 24 Se., Re 7 Eeo

Chains
28.20
30440

54,480

37.30

41,20

47,00

53470

66,00

28460

P
28,70

" Enter Willow Spring Wash dr;anp S. 309" W3 thence across washe.

True point for the % sece cor. of secse 20 and 21, falls cn ground
~subject to flqoding, where it is impractipable.to.set a cor, monument

40,00

80.00 |

,groung, with brasg cap marked

‘Soil, sand and clay. P [ .

S SR ST - R i
bottom lands of we.sh. '

4

Leave Willow Spring Wagh, bears N, 30° E. end S. 30° Wo; continue
along bottom lands of washe.

L.
Enter same wash, drainsg SE.

[ I
leave same wash, bears NW. and SE.; continue over bottom landse.
~2 . + -~

. [ r -
Point for the witness ; sec. cor. of secs. 20 and 21, at a point
50 lks. E. of the E. bank of Willow,Spring Wesh. .
Set an iron post, 3Qrins. long, 2% inge in dieme,y24 ins. in;the
ground, with brass cap marked
. " I

1 <
4 . ) I i
. S Lo R~ (|
-820\1/821 e
N C
1951

5

Raise a mound of stone, 4 ft. base, 3 ft. hlgh W of cor.

R Sl I Leom
Continue cver bottow lands of Willow apring Nash.

. . ; . ‘ Ty
Leave bottom lands of wash, bears N. 20° W and S. 20° Es3 ascend
alsong steep rocky We slope of bluffe- { -

» i

Rooky point on W. face;of bluff; cpntinue along We slopes

v

: . . HERYe v : . . . '
Ridge and NW. end of bluff, 110 ft,. above Willow Spring Wash, bears
W. and SE.; desgcend gradually over bench land.

Point for the cors of secs. 16, 17, 20, anc 21, on nearly level land.
. i { P
Set an iron post, 30 ins. long, 2%— inse in diame, 25 inse in the

€

T24S R7E

v

I I 1951

Raise a mound of stone, 4 ft. bage, 8. fte high, W. of cor,

Land, rolling end broken.

Imdergrov;th, scat}:ered aesert shrpbs. ' .o
No timber.

From the cor. of secge 15, 16, 21, and 22,

1 o v . h - - ) . v - . s
S. 89°45' W., bet. secs, }6 and;2l. - W
Over rolling and broken-landy eggend 200 ft, over steep E. slppe.

From this point, a small reseryoir, bears ¥, 86°41' W., about, 25.00
chgn

! a I s
Low ridge, ‘bears NW. and S.

U. 8. GOVERNMENT PRINTING OFFICE T 16~-28520-1



SUBDIVISION,OF Ts 24 8., Rac¥/Bi-t

Chains
40,02

69.40

80.04

12.20

15,00
18,60

Al

29,50

46,00’

42,50
44,70

50,40
200

58,30

M 68‘040

-+ 73.00

80,00

ariz.

Point for the 3 sece cor. of secs, 16 apd 21. [ e
e Fo i e L [P

Set an iron post, 30 ins. long, 23 dn,. in dia?f, 25 1na. 1n tho

el

- erdund, "with brass-cap merked’ e

oo T P S SIS (A VO
VI O
821 _
. 2 [ T 7 El O et
1951 R
¢ F v s ot . ’ ,"':f‘ [ LI a3 Joe
Raise a mound of stcne, 3 ft balo. 2 ft. high, N. of cor. .
LI (I . . -

-|'Basé of gradual deséent o#or ‘W. & lope,’ bears N, aﬁd Sc; thenee over
near}y level land.

. ; Cen FEE S Sy W
Unimproved- ronﬂ,*Bears(Nﬁ% and SEe + = o
The core' of secs o 16, 17,:20,land 214 «¥: ¢ T
v 31 S |
Land, rolling and broken.
Soil, clay and sand.
Undergrowth, scattered deseyt ghrubs.
No timber.
I
N. 0°03' W., bet. secs. 16 and 17.
{ e . « 2 o7
Cver slight SE,. exposurIe of rollinF desert }and. _
Unlmproved road ‘bears YW, and SE. ; N .
VR § . . c o .
Begin gradual ascentrovek S. slopb, ° o T

b Smafll black Fock kndll, bears West,’about 2 chsidist., on ridge
bearing NWe and E., 50 ftfI above ?ec. core; descend broken NE. slopes
o L ; W oL > . ~ L .

Low prophyry dyke;, bea¥s N, 80° W."end 83°30°:E. =~ -

Point for-the + sec. cobetof secs. 16 and’'17, on rocky NE. slope,
50 ft. below top of rldge.

b o e B [N 1
Set ah iron post, 30 ins. ldng, 2% inss:®in diame,c10 ifs. in the
ground to solid rock and in a large mound of stome, with brass cap

marked
I I

Bl

L - 817 | s16
L1 1951

Top of*smell rim, 20 ft. high, faces N, and bears N. 0° W. and
S. 70° E.

Trail and road at N base of rim, bearsfi. 70° W. andfs. 70° Eo;
enter rolling land facing NE.: gradually descand.

Head of small wash, drains Ne. 80° E.

Low rise, bears E. and We; descend into draw.
. . O S S o . it

Wash, 50 lks. wide, in main draw, 40 ft. deep, drains easterly; draw
cuts through dyke about 18 chsi ©3 the'W. of'lines '

Wesh, 20 lkss 'wide, 4 P£i déep,'in swils, drains!8J 70° E.
Top ofl1ow rise, bears 8E.Tasd"Wal > ' ¢ . I e

Point for the cor. of secase 8, 9, 16, and 17, on S. edgo of wido

swale.

B 5. COVERINET PHINTING OFFICS s H—ERE20-1
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SUBDIVISIGN OF T+ 24 S.,:Re 7 E»

Lottt

thains
Set an iron post, 30 i,\}s, long, 2% ins, in diem., 24 ins. in the
ground, with brase cdp marke B N Lovon
1248, RTE oo
S8 s9
- . ‘1
817 | 816
02 L . . h) [
.7 . * ' e ' ol ¢ ,'y1951

1,00
250
12,80
14,10
‘14,50

284,60

40.01

58460

70.20

80.02

o3

| o005 W., vet. sets. 8 ahd 9. - E
R o ) ooy I

BEESs .

Raise a mound of stor}a s 4 ft.[base, 3 fte high, W, of cor.
. e E—Y ¢ - . . . [

Land, rolling and broken. - ST
Soil, sand and clay.

Undergrowth, scattered desert shrubs.

No timber,

I I
\Fromrthe core ofjsecs.‘?, 103 15, end ¥5.

. 3 (I

Se 89°45' W., bet, s?cs. 9 and 16.
. . R Bt LI h¢

Ascend steep NE. slopeﬁof brokenwdesert lang.

Top of small rise on M. slopes thence over N, slopt.

[

‘Draw, 25 rt. vdge;.;, dfains N 20° W. ) oo ’ .

e

A ;pgin gulch, 40 ft. deep, draing N. 20° E. frra the SW.; ascend.
.- © Iy . ¢ . . J ' o
Small spur, slopes SE., about 3 chs. dist. to end.

Leave brdken land’ and entér rolling benth land, besrs NE. and SW.

Junction of washes from NW. and S, 80° W., in bottom of draw, near
head, drains SEe.

Point for the % sec, cor, of secs. 9 and 16, on slight NE. slope of
spooth sandy bench.

Set an iron post, 30 ins. long, 2% ins. in diam., 25 inse. in the
ground, with brass chp marked

Bt . B A - I

Wi

LT 3 < . v ' - . 816 : ! .
. " : i o : 1 ,

1951

- Lo

Raise a small mound of stone around the' irom post. :

Continue over rolling bench top.

Top of ascent and rise on bench, bears Ne 20° W. and SE.; descend
gradual SW. slope.

+ T 3 i

Wesh, 20 fto. wide, 4 ft, deep, in swale, drains SE,
The cor. of secss 8, 9, 16, and 17.

Lend, rolling and broken.
Soil, sand and clay.

Urdergrowth, scattered desert shrubse.
No timber. ' : :

. . . PR

T = v ey

iy

U. 8. COVERNMRWY PRINTING OFFICE 10—28520~1
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Chains

0«90
3.80
6,00

40,00

64.00
70400

" 79.00

79.70

804,00

0.90
2,430
7.10

11.70

' D Lo N Lot
Over rolling land ‘across wide zwale,

PRI

T3 il L te
EE PR

Small drain:, courge SE.
Small drain, course SEe.
g
leave wide swale and ascend over W. and SW. slopes,

. I <
Point for the 4:38eceicor. of secse 8 and 9, on slight W. slopes

o o e s " PR s e T e e i
Set an iron post, 30 ins. long, 2—% ins, in diem., 25 fns. in the

grouwi.d, with brass cap marked

3 L.
1~ In ER ¢
e 1 SRR T O T L S
P G &
S8 | S9
1951

oL 1 I .. . - .
Raise a mound of stone, 4 ft. base, 3 ft. high, We. of cors

. L 3. , o
Thence ascend gradually over san&y)land facing SW.

Top of ascent on bench rldge, bears S. 80° W. and SE.; descend No
slop?. [+ M1 b oy oIl it [f cooc Col
Base of descent over steap N 8 lope; enter NW4 slppe of sanqstona
surface rock, bears Nu 70° E. and S. 70° W

;Point for ghe'wifnesé cor. of becs. 1, 5, 8 gﬁa’g;ﬁ;. sandbtdne

surface rock, mark e cross (X), over whlopr s LI I

 Set an iron ppst, 30 ins, long, 23 inse in, dlam.f in a mound of  stone
"5 £t base, 28 ins. high, w%th brass cap marked v

oo L e ‘o . c ctto C .
2 R
il . L " b I..
teey 2

Top of vertical S. rim of deep guleh, 20 ft. high, bears NE. and SW.

True point for the cpr. of secse 4, 5, 8, and 9, falls on sbrupt N,
face of rim, where it is impracticable to set a cor. monument.

Lend, rolling and B&okgn.

Soil, ssangd, clay, and rock. o
Undergrowth, scattered desert shrubs and grasses.
No timber. PN v [

. . . . - 1S S BEEY S c o e

oL,

From the cor. of secse 3, 4, 9, and 10% oo

Se. 89°%4at'y,, bef{[secs.l4‘and J. oL .3 ‘ -
- . w L @ . e . o “l

Cver general S. slope of rolling and brokeh desert land.

Low rise on S. slope. ' ‘ o T ‘

Gully, drains SE. ~~ 7 Ted oo
The S. point of & spur from the N.

Branch gully, 75 ft. deep, drains S J0°. We, about 2 chs, diste to
its junction with main gully draining easterly.

U, 8. COVIRNMEAT PRINTING OVFICY 19—28620-1
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SUBDIVISION OF T, 24 8., Re-7 Ea

52.00
Y

54,00

55,80
68,50
72 460

7600

7760

:80.,03

el

2:00 ¢

4,00
5,00

10.20

15.40

20,60

4C.00,

=

. Point for the gysec. ogre of secse 4 end 5.

Chaing N
22550; |, Widesgully,:75 ft,:deeps drains, $Es, about 5 chs, dist. to its
-9 ze 1| junctien with:mein gully draining eagterlyjrescend along broken N,
breaks of mpin gully which is from 5 to 7 chs. S. of line.
40,02 | Point for the % sec. cor, of secse 4 and 9, in broken I, breaks of

gully.

Set an iron post, So_ins.dlong, 2%'ins. in diam., 15 ius. in the
ground to solid rock pmdrin a large mound of stone, with brass cap
marked

o ) I ) [f v 1> A
S4
T
Q. OIS G .
S9
~ [SI . ~ o S ¢ N oo N ol -
(j' R L £ z - 1951
[T I I L v yono

Top of rise, bears NE. and SW.; descend,

Top of left rim of main gulch to the S., bears N. zqﬂ:w. and
Sa 20° E.; continue alopg Ny breaks .of gully to the S.

Bend in bottom of main gulch, drairs Se 20° E. fromrthe SW.; at this
point is the junétion of a deep short boxed gulch from the N.

Top of left rim of main gully, bears NE. and SW.

. . i +
High point, slopes S., and bears NE. 2 chs. dist. to bench.
. . [oer ot 0
Top of left rim on S. point of b_nch from the X,
b et iy [
Guleh, 70 ft. deep, dralns Sk, for about 7 chs. thence easterly
,asqgndo $oeo W f [ T i £ Bl
. [ 3 ' . tn I
Top of right rim of guleh, vertlcal ledge, 20 ft blvh " bears NW.
and S, 30° K¢ L. o

o« . . e

oo

o

t .

-The trug point rqr the.cor. of secs, ¢ jﬁ, 8, and 9, which is
¥. 0°03' ®., 1.00 chse dlst. Qrow the wiﬁness core,

Land, broken sangstone rims and breaks.
Soil, clay, sand, and rock.
Undergrowth, scattered ‘desert shrubs.
No timbere.

L.

. . - o3 Wt N . . . i
From the true point for the cor. of secs. 4, 5, 8, and 9, which is
Ne 0°03' We; 1400 chse dista[from the witness cor. ..

N §°08' E., bety secs, &;and5. " w el

Descepd over . broken~breaks of gglch, o 0l L
Bottem of gulsh,.70 f%. dgep, -drains NEj, fer gbout 2400 chs,-dist.,
thence S.; ascend abrupt N. breaks of same.

-

Top of Neurim of gulch, besrs NWe and k.. e

I

| -Basevof, ab;upt=ésce§t over Se face of rim to ;@g N, hears NW. and SE.

Point on. E. slope of rim, extends SE., about 3 chs. dlst to end,
gnd bears NW., aboup 50 lkse; thence across cone of rim.

S.ou
Top of rim, bears NW. and SE.
QL I . t
Top of the W. edge of white sandstone outeropping, sbout 1 ch. in
diasm., top of which js pbout 1 che W. of rim.

©. & GOVMDNINT yaniroes ovres 88155
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SUBDIVISJON OF Te 284 Se¢p Ry 7 Ee !
- Chains | ]
Ik ‘VSe% sfon podt, 30 ins.2long} Zi $nsyvin dieml] 10 dks. 10’ thﬂ
P gro{md to Solidl?oék and_ in o “largd moumd of ‘#tone}‘with brass cap
i /| matked : v st vofg U mislm
, ~ 1. oy T D S e M : .% e it ede o0 S0
vl

i S5 | S4

‘ A . { S . I . 32 el
, 1 F . T 198y 0 il 7

oy
Thence over rolling bench land.
76440 Wide swale, drains N{W.
80.94 | The cor. of secse 4, 5, 32, and 33, on the N. bdy. of the township,
which is marked by f;n iron post, 2% ins. in diam., set, marked, and
" witnessed, as described in the official record.
Cote . n RN & Cle

' Land, rolling and broken. :

| ' “Soil, sand)’ clayy, and rock. "I’ S T+ I 0 ¢ e

: | Urrderg;rowﬂx Ifenttersd desert shruus dnd blumps of serwice berrye.

| i Mo timber,

Iy ! T . - 1ol - N | CoR (S P
B \ T b : [ it SR [ C LT oL ¢ rC
‘ From the cor. of secsl 5, 63431, and 32, o the [S. bdy. of -the
‘\ township.
[ a0 . . 2 ’ o ’IZ,*"" f Vo v
Ve O°03' ey bet. BOCB e 31 and 32.
1 I Lot I T S vioe
: i Along brol\en E. slope of a h1gh bluff to the o
Ty o . Y .
26,50 | Top of ascent on ateep E. face of bluff, about 3 -¢hs.-E. of top,
slopes E.; continue alongl steep E. breaks of bluff.
. N 3+ i A
40,00 | Point for the i sece. core of secs. 31 and 32, -
| Set'an iron post; 30 *ins. long, 2% ins. in diam.,‘zs inge in-the
ground, with brdss cap merked = - See e Vi e
[T | 1+
| ry - T

; v 007 e P R A ¢

: T R 13 ' -1 Y- B T A B S

: o1 i3

i 1951

; Raise 2 mound of stone, 4 ft. base, 22 fte hlgh We of core

[ . © B o2 ’ I "

1 Continde alcng “broken E."sleﬁé of -base dffhlgh bluf'f to the W.
47,50 | Shallow draw near head,-frains¥Es§ céntinue.along broken E. slope.
62,50 | Shallow draew, drains RE.; ascend #brupt' SE.78lopds " °

*} '77:40 | -Pop of rim of ‘bluff; beé?s:NE.’ana SN.,&h&nce overﬂ‘»op of ‘Righ

i‘ bench. . T S R T

% 80,00 | Point for the cer. 'of secs¢T29, 30;{31, andi32s -+ < Je

: i 1'Set en iren post] 30 ide. long; 247 inss id dimm, ,c262ins. dx.the

; ground, with brass cap marked '

:I‘.O\'- NS o ~t o, i < I- S VA |

| e 0 F LT RIE e SN

. 1 ¢ £« Uae
' .
P o L{d o e GO T S - S PR § VI At e e UUe S

PRI & S Y | ‘f "‘1951 IR T B )

Raise a mount of ston®? 4°f45 bama,  3°ft. HIEh [ W, ofCcor Vs >

T, & coramumey sunerom onws . 68155
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. BUBRIVISION OF, Te 24 S., Re 7 E.

Chains

5400

40400

€0..0C

62,CC

79.00

w.w

19,60
20,00

27440

28,50

34,70

33.26

v

Land, broken E. slopes mnd, breaks of high biuff.
Soil, ocley, shale, and rock.
Undergrowth, scattered desert shrubs. - Lo
No timber.
. . : . |

. e ! t . ) Y
From the cor. of seces, 28, 22, 32, and 33,

§9°50' W., hets [secae 23 and, 32,

.
"1

Over rolling desert land, thruu"n scattered short undcrgrrvth.
Large main wash, drains M. 30° E.; contlrue over rolling cosert.

Point for the ¢ sec. cor. of secs, 29 uﬂd 32,
Set an iron post, 30 irs. long, 2§'ins. ir diam., 25 iuc. in.the
ground, with trags cap mgrked .

o IR

s29

+

§$32

1951
1 -
Raise a mound of stone, 4 1te base, 3 ft. hiyh, N. of cor,

Continue cver rcllirg tench land.
Shallcw draw, creius NE.

Unimproved road, .bcars '+ and Se; ascend 100 ft. over E. bresks of
higr. bluff %o the W,

~

Top of E« rim of Lluff, Years M. und Se; thence over top of Lluif.
The cor. of secs. 22, 30, 31, and 3Z2.

Land, rolling.

Suil, serd and clay.

Undergrowth, scattered desert shrube.
Yo timber.

S. E9°5C' V., bet. secs. 30 and 31,

.

Over broken top of bluff,
Top of Ee rim of gulch, drains N. | '[;
Eottom of gulch, drains li. .

Top of E. rim of spur, projects N., about 2,50 chs. dist. to end)
therice acroes tOp of spur.

o
Top of W. rim “of Spur, beare Ne and S., dﬁ90pnd over 1edgcs.

. '
,\,,

Top of Es rin of deep mein guleh, bears kh. and SW.; descend abruptly
over bresaks of gulche . : It

The cor. of secs. 26, 30, 31, and 36, on the W. bdyi of the township,
which is marked by an iron post, 2 ins. in diam., set, marked, and
witnessed, as dqgoribed.in the official recordu T

Land, rough and broken,

Soil, clay, shale, and rocke. . : .

Undersrowth, scattered desert shrubs.

No timbere - " - . o R o .

e 8 RAAUPEMMELUY PRINTINE ORFIAEY 14—2RE20~1
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|
- STEDIVISION: OBP To 24 8., R. 7 E.
i PRE1rS,
7 From the cor. of secws. 29, 30, 31, end 32. STt
. ) ¢ I EE .[ ‘IiL
Y. 0°03' K., bet. secs. 29 #&nd 80, R
U7 -
Along E. edge of high bluff facing E. L
54CC Top of abrupt descent over NE. pomt of bluff, rim bears S. 5° E.
. . < . e e .
12.6C | 2ase of ebrupt descent from top of bluff, bears' S.’ 10% E. and We;
thence over troken bench land.
. o . - . IO S Moo
21.50 Shallcw draw, dreins NE.
. Y ’ * H . E) i e © ! Ua
2R.G0 Recross draw, drains "W,
. T P S S ECIPUREI: ol & S Je
4C+G0 | FPoirt for the ;j— secs cor. of secs. 29 and 30.
Set an iron poat, 30 ins. long, 22 inse m dlam., 25 ins, in the
ground, with brass cap marked
1
2
S30 | s29
S
1951
. v iz « . . i L
Rajise a mound of stone, 3 ft. base, 2 ft. high, We of core
634,75 Enter botton of large main wash, dralns b' 20° E.3 thence across
wash, . , . rr
66,00 | 'Ledwe sanie, bank bears :Ne 20° Be. and S, 20° We; thenoe along W s ide
of wash, .
83,00 | Point for the can. of secss 19, 20, 29, and 30, - NP
; Set en iror post, 30 ins. ldng, 23 .ins. in diam.; 25 ins, in.the
j ground, with brass cap marked
! . N
| T24S, R7E Y
| 7. 818 | 820 ¢ o
: o1
i $30 | s29
1951
W . . e .
Raise a mound of stone, 4 ft, base, 3 ft. high, W. of cor,
i i . | ‘ . S a -
3 { Land, broken and rolling.
! Soil, sand and clay. o ' T c S
Urdergrowth, scattered desert shruba.
o timber . ! .
b H o T . —
Arom the cor. of serg, 20, 21 20, and 29.
HE) - i Pihs SRS (
Se c°°48' W., bet. cecs, 20 and 29.
s L < i~ . ¢ ¢ .
| SR chken ‘)o'xch land through scattéred short undergrowth,
i
i 7440 | Small wash, draing NW, i S . . . .
. 15450 | Inter large mair wash, bears NE.md 3W.; thenoe seross wash draining
: o
| ; . T
! 20, 0C louve wush, bears NE. snd S¥W. - 1 2o, L
' . b -1 . R 1] B :: . -’ -
| 25.8C Reenter wash, bears SE. arnd NW.; thence ecross wash draining SE.
b
L

O b COVIDEEEN? FORITINS SFPIES -~V 1
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SUBDIVISION OF T. 24 S., Re 7 Es

Cheine :
26,80 | Leave wash, bears SE. and WW.; thence acroes broken N, breeks of
bench land to the S,
55,00 | Broad spur from banch tp the S., slopes N,
40.01 | Point for the §{ eece cpr. of secs, 20 and 29.
, Set an iron poef, 30 irs. long, 23 ins. in diem., 26 L8. in the
‘1 mrowid, with trass oap marked * ‘
- 820 i ! i
&
4
s29 )
Yos1 .
Raise a mound of stdue, 3 Tt. base, Z ft. high, Ne of core
64.FC | Top of ‘spur, slcpes No ' <
79.80 Recross same wash ag last, drairs h, 30° W,
' ;
80,01 | The cor. of sem, 15, 20, 29, and 0.
land, broken,
Soil, shellow clay, sand, anc rock.
Undersrowth, scattered desert shrubs.
Yo timber, .
S. 63°FE' W,, bet. secs. 15 ‘and 30.
Over bLroken tlue cley and shale breaks.
23.0C Top of small red cliff, beere Lo ard S.
34,50 | Shallow wesh, drains 'S.
2¢,15 | The ~or. of cecs. 19, 24, 25, end G, on *“e ¥, bdy. of the township,

1.00

6,10
21,00
23.60
33.70

40400

Ne 0°03' N., II’Je't. secs. 19 and 2C.

witreeseu, »8 described in the officiel record.

" lend, brokens

So0il, oley, shale, am rocke.
Underpgrowth, scattered desert shrubd.
e timber.

‘ch is marked by an iror post, 2 irse. . -iam., get, marrca, and

.

¥rom the cor,. of secs. 15, 20, 29, and 30.

i ' g 0

Over Yroken decert lzmcf. ’

along bottom of wash.

“ Leave ‘ame, drains N, 20° W from §, *
Kecross same wash, drains NE; from SW,
Small wash, drains E.

Enter rolling top of pench land, bears E. and W,
Point for the { sece gor. of secs, 19 and 20. 1

Set en iron post, 30 ins. long, 24 ins. in diame, 25 ins. in the

Wash, 50 lks. wide, 4 ‘ft. deep, drains N, from S. 20° E. 3 thoice

T AR—REON- 1
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1737
SUBDIVISION« OF Te 24 8., Re 7 Be ;
Chains il .
ground, with brass cap pa;"ltgd L " ‘s : ) :
l i IR f 7
‘ t
« o g1giseo 7T e e
. T © 1981 ° g s .
: . . ; I . o Y‘%". o .
Raise & mound of étone, % tt."'bue, 3 _.,hifg‘h, W c”I'_x core
Continue over rolling top of benche .
56,70 | Low spur, slopes E..
79420 Small wash, drai.nsl E’[
80400 | Point for the cpre of secss. 17, 18, ;.9, and 20.
Set an iron post, 30 ins. long, 22 inse An diam., 25 ine. in the
grourd, with brass cap marked
' *° < T245 R7E - o
: . S18 817 ( L.
819 | s20 .
I | I i
L s L
Raise a mound of stone, 4 ft. base, 3 ft. hig}{‘, W..’-:)f cCOre
Land, rollinge.
Soil, elay, sand, and rook. [
Undergrowth, scattered desert shrubs ¢ and grusel.
No timber. .
F O {- I S Y
. . : . o i Loy L .
From the cor. of secse 16, 17, 20, and 21. [
. . S. 89°49" W., bete secse 17 and 20. ) I

t ‘| Over fdllir‘;g;‘ andi brokéri desert 'iqmd.

8460 | Top of ascent on low rise, bears N 20° E. and Se 20 LS

20.90 | Wash, 30 lks. wide, 4 ft. deep, drairs e 0 0 'I‘
e P g T

28,80 | Low rise, bears Ne and S. Y

38,40 | Top of E, bank of Willow Spring Wash, bears N. 30° W. and S. 30° E.;
thence across wash draining Se _50° E..

40.02 True point for the % sec, cor. of secss 17 and 20, falls in bottom
of W. edge of Willow ‘Spring West, bears S. 80° E. and N. 30° W.,
where it is impracticable to set a qulrupneyt cor, monmnt.

41434 | Point for the witnass 3 8eCe COT's of secse nl'II and 20, on stoep NE.
e slope, ’ ¢ o T B

Set en iron post, 30 inge long,, Zq .ina. in dla.m., 25 inwe iln the .
ground, with brass ‘cap marked

A U A ‘S"P"w: ~ _acan Wi
i :

szoacﬁ"fo e erv IL e 4

L . b P 1951 [ B T

Raise a mouhd of stoms’, 4 ft, bass, 5 fte. high, N. of coret -

b S e . I S AP £ LR S

V- §. COVEANNENT PRINTING OFRIDS 18—28520-1



SUBDIVISICH. OF T. 24 5., Rs 7 L.

i

Chains |
43,00
45.20
61,00
67.00

7440
80.04

12.50
17.1C
20.9C
29;70
39.07

49.00
75.50

79.60

Topc.Of steep ascént on E. edge 6f butte} thence alcug N. edge of tcp.

of butte.
Top of W. edge of butte; desoend W. slope.
W. base of butte; thence over low bottom lard sloping N.

S8E. edge of pornd ir reservoir, bears NE. and SK., therce across SW.
end of pond.

W. edge of reservoir, béars NE. snd SNW.
The cor.of secs, 17, 18, 19, and 20.

Land, rolling and broker..

80il, shale, clay, and sand.
Undergrowth, scattered desert shrubs:
No timber.

!
{

|
|
|
|
|
|

S. 89° 68' W., bet.'secs. 18 and 19,
Over broken shale ar.d sandstone breaks.
Spur, slopes S.

Red shale spur, slopes S; .

Base of ledge, bears Ni. and 5W.

Top of ledge, bears NE. and SW.

The cor. of secs. 13, 18, 19, and 24, on the . bdy. of the townsrip,;

which is marked by an iron post, 2 irs. in diam., set, marker, s.d

witnossed, as described in the official record.

Land, broker. shale and sancdstone breaks.
Soil, shale, clay, and sand.
Undergrowth, scattered desert shrubs.

Mo timber.

From the cor. of secs. 17, 18, 19, and 20.
N. 0°03' W., bet. secs. 17 and 18,
Over broken desert land.

Top of red shale rise, bears NE. and SW., 11C ft. above sec. cor.;
descend gradually.

Willow Sprirg Wash, 40 lks. wice, 4 ft. deep, drairs A, 60° L.,
about 10 chs, dist., thence SE.

Point for the { sec. cor. of secs. 17 and 1€.

Set an iron post, 3C ins. long., 2§ ins. in diam., 25 irs. ir tre
ground, with brass cap marked

*b

S18 | s17
.1961
Raise & mound of stone, 4 ft, base, 3 ft. righ, K. of cor.
Top of spur, projects SE.
Top of short spur, slopes W.

Poirt for the witness cor. of secs. 7. é, 17, ard 18, or top‘cr
ricdge, bears SE. and XYW,




SVBLV1SICM OF 7. 24 §., R. 7 K.

L TS

H
i

et an froz post, 3 irs. long., 23 izs. in diem., 26 ims. ntp
rroad, with treass cep marked

¥e

1245 RTE

87 188 o !

s18 | s17 )
1961 ) .

-atee & mourd cf store, 4 ft. base, 3 ft. higk, K. of cor.

Tr.e poirs for the cor. of secs. 7, 8, 17, and i&. t:'ulh in broken
vi. zreaks cf ridge, where it is imprecticsble to set a cor.

larc, croger.

“s-4Y, srale, elay, sand, snd rook.

~eer;rowth, scattered cesert shrubs.,

Lz t.mler.

tp.= the cor. of eecs. B, 9, 16, and 17.
. 49 N., bet, secs. 8 and 17,
ver r.l.i.v desert land, through scettered short undorgrowth'.

io; ¢ mscert cr. N. slope of white olay nill.

1

.3.nt for the sec. cor. of uén. 'Gnmi 17,

LY

.ot ar iror post, 30 irs. long. 28 ins. in diam., 25 irs. in the
crourd, with trass cap marked

§8

o>

S17
1961
‘atre & ncund of stone, 4 re. tase, 3 ft. hir,h. hN. of cor,

Masr ir shalicw “raw, drairs SE.

Tre *rie polrt far the cor. of secs. 7, 8, 17, and 18, which is
Ve 03 N., & lxs, dist, from the witness ocor.

{ag~, r3lilrye.

UL, Cumy o wrrt oserd,

Aaderrrowtl, scettered dege-t ahrubs.
Yy timber,

“rom the true potr® for the cor, of secs. 7, 8, 17, and 18, which is
V. oLCS K., 40 las. dist. from the witness ecor.

L. 4455 R,, te*. secs. 7 ard 18,

Ascerd atrup® Mbh. breaks of ridge.

T:p of r.dpe, besrs WU, and SB.; descend broken &W. slope.
Mmar, X jzs. wire, 4 ft. deep, dreins 8,

Wi, & .cs. wize, 15 ft. deep, draine 8., sbout 2 chs. dist. to it
Cncvice with malr wesh drsirnirg southessterly.

e -ar. of seca. 7, 12, 13, sné¢ 1B, on the west boundery of the

- o N ST SRS o -
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SUBDIVISIQN - OF T.*24 S., Re 7 E.

|
ERS SN

Chains

Lomoll

6.00

23420
39470

40,00

42.40
'63.80
64,80
71.00

80,00

80.10

| bownship, which is marked by an iron post, 2 ins. in diem., set,
marked, and. w1tnessed, as. deggribed in thefofficlal record.

Land, broken. Lo
Soil, cley, shale, snnd, and rock.
Undergrowth, scattered dese;t s@rubs. [

o | §o timbers, -, . o

)
2 bl s : 4 MR >

. S e 't 2 N co . L
From the true point for the cor. of secs. 7, 8, 17, end 18, which is
(N5 0°Q3' W., 40 lks. dist. {rom the witness gor. ‘

N. 0°03! W.,-bets secs. 7 and 8.,

Descend over broken NE, .breaks of gldge, through very scattered
underqrowth. .

[

Base of abrupt descent, 100 ft. below toP of ridge to the S.; thence
along brokennE. slopee.

Flat draw, drains SE., sbout 50 lks. dist., thence easterly.
Base of abrupt ascent over general SE. slope.

Point for the i sec. cpre of secss 7 end 8, on abrupt SE. slcpes
Set ap irom post, BO ins. long, 2% ins. in diam., 24 ins. iu the

ground, with brass cap marked

! 3 3 [ [ . . )

- : 1961
Reise a nound of stone, 4 ft. base, 3 ft. high;‘W. of core

Small spur, slopes SE.

" Smell pr},‘EloBes E. S, L Lo

Small spur, slopes b. : , )

2 s

Bottom of cove in F. face of breeks. , = | . "
The true point for the cor. of secs. 5, 6, 7, and 8y falls ou top
of white sandstone boulder, § x 4 x 2 ft., upon which I cut 8 Cross
(X) at the true cor. point.

Point for the witness cor. of secs, ?, 6, 7, and 8y on top of flat
ridge, bears NW. and E. .

Set an iron post, 30 ins. long, 2%'ins. in diam., 25 ins. in the
ground, with brass cep marked |

L3

. p
i

T24S R7E o
6 8 L .
s7 |8
wYe

1981,

Raise & mound of stone, 4 fte base, 3 ft. high, Wy of cor,

Land, broken shale and sandstone breaks.
Soil, sand, cley, and rock. ) '
Undergrowth, scatterzd desert shrubs. . ) I.
No timber. T
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SUBDIVISION.OF Te,24 S., Re:7.Be

Chalns . askenl
> <1 From th& true pgiﬁt fbr the cor, of sedss 2, 5,8 @dc9, which .'l.l;

‘9N, 0°03'°R., 1.00 ch- dists from tha witréss cor.<”'73f;

S, 89°47' W., bet. secse 5 and 8. S
: . i FALES S Ii
Over broken clay and shale bFeaks.’ = A
1.50 | Bottom of deep, narrow box gulch, 50 ft. deep,d?aint NE. Ascend over
8040 | Bend in deep narrow wash, drains S. 80° E. from SW. ledges.
156,00 IRecross wesh, drains S. from the Ne, N T .
. . . ol s - : - .

23.50 | Mouth of’gulch, dfains NE. from the SW.; ascend abruptiye
30.00 | Top of spur, projects ¥N.r60° E., sbout 5 chse' dist. to°end.

40,03 | Point for the i ser, core of sécss 5 and 8,7on shelf? of ledge, mark
a cross (X), over which, -

Set an irbr post, 30 ins.  long, 2&7irs. in diam., in a mound-ef
stone, 40 ft. base, 28 ius. high, with brase cap marked

It . b er 2 .l 85 « o U S | .
%______

.. ) [ =~ .88 e z .

b « e 1951 - s ' 1 e

68,30 | Base oftmbrupt astvent over stbep’E. slope, bears N. and S.
80.05 The true pbint for the core. of secs. 5, 6, 7, and 8, which is
Se 0°03' Ee, 10 lks. dist. from the witness cor,

Land, broker rlay, shale, and sandstome breaks.
Soil, blue clay and shale.
Undergrowth, scattbrelt desert shrubs.

No timoere.
. . v . .7 . ie

, z L § .
From the true point for the cor. of secse 5, 6, 7, and 8, which is
S. 0°03' E., 10 lks. dist. from the witness’cor, ° -

S. 89°55' W., bet, secse 6 &and 7, ° o = *

Over general E. slope of shale ghd c’lay bremks, ' -
20,70 | Small wash, dr(a-i_Ps S¥e c ' a '7 . '
21.00 | Small wash, drains N. : . '

38,94 | The cor, of secs, 1, 6, 7, and 12, on the W, bdy. of the towmship,
which is marked by an iron post, 2 ins. in ditm., set, 'marked, and
witnessed, as described in the official record.

b :e . . i C e '

Lend, broken shale and clay breeks, ' ' .
8011, clay, shale, and sand.

Jr.dergrowth, scattered desert shrubse

o timber.

Frem the true point for the cor. of secse 5, 6, 7, and 8, which is
No 0°03' W., 10 1Ks. Wist., from the witness cor.

»| No 0°F1' E., bets secs. 5 and 6. ¢

Over flat top of ridge. ot R

. : . I . L0
0410 | The witness cor. of secs. 5, 6, 7y and 8. « o

9. 5. COVERNIIENT PRITING OFPICE 285201
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SUBDIVISION OF Te 24 S., Re 7 E,

Chains
1.20

40.00

41.80

42,00

52400

67,90

80.00

81421

{42

Tep of the N, rim of ridge, bears NW. and E.; descend abrupt NE. slopL

True point for the % sec. cor. of secss 5 and 6, falls % bottom of
draw, drains E., where it is impracticable to set a cor. monument.

Rim, bears NW. and SE.

Point for the witness guEec, cor. of secss 5 and 6, on top of rocky
bench.

Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins. in the

ground to solid rock end in & mound of stone, 5 ft. base, 22 ins.
high, with brass cap marked

SG\&SS

WYC

1951

Bl

Top of bench, bears E. and W,; descend broken N. slope.

Head of ravine, 20 ft., deep, draing I's 30° Es; thence over general
rocky NE. slope.

Head of small rgvine, 10 ft. deep, dreins NE.

The cor. of secs. 5, 6, 31, and 32, on the N, bdy. of the township,
which is marked by ar iron post, 235 ins. in diam., set, marked, and
witnessed, as described in the official record.

Lend, broken shels and cleay breaks.
Soil, clay, shale, and sand.
Undergrowth, scettered desert shrubs,
No timber.

GENERAL DESCRIPTION OF Te 24 S., Re 7 o

The land within the boundaries of T. 24 S., R. 7 E., Salt Lake
Meridian, Uteh, consists in general of a rolling and brcoken desert,
which has & general easterly exposure and drginage into the Muddy
River. The Muddy River which is the only water in the township, is

a stream of alkali water about 100 lks. wide, and 6 inches deep,
which flows in a southerly direction through sections , 1, 12, and
13, Willow Spring Wash and its tributaries flows southeest and east-
erly through the south portion of the township. Thig wash is dry
durirg most of the year.

The township in general is broken by blue clay, shale, and sandstone
rims and breaks and in most places it is void of vegetetion., On the
bottom lands of the wide draws and washes, ard on the slopes and
tops of the bench lands, a scattered short growth of shadscale,
sagebrush, desert shrubs, and grasses is found, which afferds feir
grazing for stock cduring the wimter months of the year

Dim unimproved roads were found throughout most parts of the township
and most parts can be reached by motor vehicles.

There are no permenent settlers living in the township anc it is
suiteble nmostly as a winter grazing range for stock under the
supervisior of the 3Bureau of Land Menagement. {o timber of any
value was found. Mo indications of mineral were found, however gas
and oil leasing is fairly active throughout the area.

. R A T s A e R
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4 CERTIFICATE OF CADASTRAL ENGINEER

Trmapaly g

T

Andrew Nelson : .., HEREBY CERTIFY upon honor that, in

I,
December 1950

pursuance of special instructions bearing date of the ...2eand _dayof ...

dary and subdivision of, T, 24 S., Re 7 E.,

1 have surveyed _the south boun

K I3 - - e 0 ot . .
R Yo P . i

of the .. Salt Leke Meridian, in the State of Utah T which are
represented in the foregoing field notes as having been executed by me and under my direction ; and that
vey has been made in strict conformnity with said instructions, the Manual of Instructions for the

said sur

Survey of the Public Lands of the United States, and in the specific manner deseribed in the foregoing

field notes. A S S
April 11, 1353 QM,OLLLM) '7/0’—%:1\/\/

Salt Lake City, Utah. Cadastral Engineer

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington,D.C., MRY_6 1954 ,19_

boundary and subdivision of,

The foregoing field notes of the survey of _ the south
T. 24 S., Rs 7 E., Salt Lake Meridian, Utah

Andrew Nelson, Cadastral Engineer

executed by

having been critically examined and found correct, are hereby approved.

@l

"""" Kailstont Chief, Division of Cadastral Engineering.

U. 8. GOVERRNENT PRINTING OFFICE 16—53565~2
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FIELD NOTES

of
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Of the - Salt Lake Meridian,

(n the State of ... . NRah s

[’'nder special instructions dated ... May 9 o , 19.25_.., which provided

or the surveys included under Group No. .....365 ... , approved My 19, 1925 .

nd assignment instructions dated ... . July 15 . T , 19..55.

Survey commenced _........... August. 18 , 19..55.

Survey completed ........_. August 18 , 1955

U. S, GOVERNMENT PRINTING OFFICE 16—56770-1
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Portion of the Subdivision, T. 24 5., R, 8 &,

Chains

L.00

16,90
19.70
26.40

40,00

The west boundary of T. 24 5., R. 8 E., was surveyed by J. C. Clark
in 1932, The south boundary was surveyed concurrently under this
same group, the field notes of which are found in the survey of T.
25 5., R. 8 E, The east boundary was surveyed concurrently with
this survey, the field notes of which are found in the survey of

T. 24 S., R. 9 E,, Group 364.

The following field notes are those of a vortion of the subdivision
of T. 24 S., R, 8 &,

The directions of =1l lines herecin reported are detrrmined by deflecto
ing from meridians established by observations upon Tolaris and the
sun, throughout the survey.

Corners on latitudinal lines were set on the true lutitudinzl curve,
Lines connectin~ rreviously established corners were rwn br the
random and true method, but for the simplification of the record
the random lines are omitted from the "ield notes,

The measurements wer- rade with s'eel tapes, eirht chrins in lensth,
these tapes were ~raduated every link for the “irst chain, anc there-
after . intervals o7 ten links. the tares u-re ierted by comparison
with a sizndard tape, onc chain in lensth, and found to be correct.
The neasurements weres riide on “he slope, ohe vertictl an le ol exch
interval ceternined by ihe use o clinomelers and the slope disiances
troperly recuces to horizonial e wuivalenis, which aprear in “hese
field notes, ill lines o. this swvey wers run tv the cirect method
where the linss were ~ccessible; lhe inaccessible lines were run by
raverse or triznulst

tion methods, The details o” such traverses
and triazn-ulcz.ions have been thorou hly verified und in order to

simrlify the record, ‘he dizrrams -nd reductions are omiited ifrom
“hecze 'ield notes,

The -eo rarhic value for “he southe:zt cornmer of the township is
latitude 38¢ 4C' 21" i,, lon-itude 110° 58' 6" i,, as comrutsd Trom
U. 5. 5. 5. Trian ulstion Sbotion "Cat'.

“rcm the cor, o! secs

~

Fortion of the subaivision, Y. 24 5., R. & L.

.1, 2, 35, =no 36, on the 5, bdy, of the Tr.,
cet. as described in the survey of 7. 25 L., R. 8 K,

3. 0° C1' V., bet. secs. 35 und 36,

Yash, course 5i., asc, 100 ft, -~lonr broken Ik, slope.
Sour, rrojects iU, rom the #., desc. abruptly €0 ft. over broken
shale, rlons NE. slope.

Ease of abrupt slope, bears WW, and S. 70° E,, desc, 40 ft. along
IE. slope.

“zsh, in bottom of Reds Canyon, course N, &0° W, about 20 chs. to
junction with the Muddy River., 4sc, 30 ft. over reneral S. slope.

Point for the ; ssc. cor, of secs. 35 and 36.

Set an iron post, 30 ins. long, 27 ins. diam., 18 ins, in the :rcund,
and in a mound of stone, 3 ft, base, to top of post, with brass cap
marked

1
I

535(S36
1955
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Subdivision, T. 24 S., R. 8 E.

Chains

155,00

39.80

40.01

55.80

B

From this cor., U. S. L. M. No 281, marked by an iron vost, 2 ins,
diam., and marked on cap USLM 281, 1955, bears N.. 40° O4' E., 13,05
chs, dist.

Asc. 30 ft. over S. slope.

Road, to the Muddy River, bears E. and V., point of beginning of
traverse, toporraphy and elevations scaled from U. S. G. S, topo-
srarhic maps.

Asc, 760 ft. over broken shale and sandstone ledges, 3. slope.

Srur, projectinz from Tomsich Butte, slopes sharply S. 70° W., dese,
220 ft. over broken sandstone ledges, along NW. slope.

True point for cor, of secs. 25, 26, 35, and 36, falls on face of
broken ledge. Therefore, at a point East 70 lks. dist.,

Set an iron post, 30 ins. long, 2: ins, dism., over cross (X) on
solid rock, and in a mound of stone, 43 ft. base, to top of post,
with brass cap marked

T24,S R8E

W o326 * 325
¢ “5351336
1955

Cor. sets on lad-e 20 ft., wide, about 20 ft. above the true point.

Land, broken slopes of Tomsich Butte, draining westerly into the !
Muddy River.

Soil, sandy clay, on shale,

No timber.

From the true point for the cor. of secs. 25, 30, 31, and 36, from
which the witness cor. bears N. 2.50 chs. dist.

Vlest, bet, secs, 25 and 36.

Over a series of spurs and washes, puttins southerly into Reds
Canyon, desc. 120 ft., along very broken S. slope.

Road, from Tan Seep through Reds Canyon to Tomsich and the Muddy
River, bears HW. and 3E.

Point for iz sec. cor. of secs. 25 and 36,

Set an iron post, 30 ins, long, 2% ins. diam., 10 ins. in the ground,
and in a mound of stone, 4 ft. base, to top of post, with brass cap
marxed '

. S25
1955

Point for beginning of traverse, topography scaled from U. S. G. S.
topogravhic map. ‘

Asc. 320 ft. over broken shale 2nd sandstone ledses, along abrupt
NE, slope onto Tomsich Butte,

Rim, of Tomsich Butte, bears NW., and SE., continue over almost level
top of Tomsich Butite,

. §. GOVERNMENT PRINTING GIFICF 160—28520-1



Subdivision, T, 24 S., R. 8 E.

49

Chains

72.00

79.32

80.02

Rim, of Tomsich Butte, bears N, and SW., desc. 440 ft. over cliff
about 375 ft. high, and broken shale led~es, along NW. slope.

Witness cor. of secs. 25, 26, 35, and 36.
Desc. 20 ft. over ledges, along NW. slope.

True point for the cor. of secs. 25, 26, 35, and 36.

General Description

The major portion of sec. 36 is red shale formation, except for the
NW, portion, which forms Tomsich Butte, and is composed of tan sand-
stone,

The section has very little vegetation, or crass, and no water excert
for Secret Springs, which lies near the N. bdy. in the NW. vortion
of the section.

A road enters in the N. half mile of the Z. bdy., ind runs westerly
across.the sec: to leave in the N. half mile of the W. bdy.

Another road enters the sec. near the i sec, cor. bearing southerly
to a junction with the road from the E.

Reds Canyon enters the sec. in the N. half mile of the E. bdy.,
coursing SW, to leave in the S. half mile of the W. bdy., to drain
into the Muddy River about a quarter of a mile dist.

An active Uranium Mine is located on the S. side of Tomsich Butte.

The main draina-e of the sec. is into the Muddy River.
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- CERTIFICATE OF CADASTRAL ENGINEER

L Eni) L. -Tith cartograprhic ourvey ald _ gamERy CERTIFY upon honor that, in

pursuance of special instructions bearing date of the ___2_ % n_____dayof . May 195:

- Q
¢ rarslon of tre suwdlvislion in T, 2l 54, Re O Eeo.

I have surveyed ~ =*

of the -~ o5 Lce ___ Meridian, inthe Stateof ... =%8% ., whichar
represented in the foregoing field notes as having been executed by me and under my direction; and tha
said survey has been made in strict conformity with said instructions, the Manual of Instructions for th

Survey of the Public Lands of the United States, and in the specific manner described in the foregoin

field notes.
- . - 1 { .
[ it PR R A
P’ l i u'ﬁitll
Lnoen e lltT, LtED darto-rarllc survey Alc

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D.C., . JUN 22 1958 ,19..

. et A . e byt e !
The foregoing field notes of the survey of ..." >rtlon of the subcly islon In 7, 2

executed by I’ DI L U e S

having been critically examined and found correct, are hereby approved.

CERTIFICATE OF TRANSCRIPT

wmmummmuamawmwm——w—

copy of the original field notes.
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or the surveys included under Group No. . 36k , approved ._April 25, 1955

nd assignment instructions dated ... . June 23, ... , 1955....

Survey commenced ... My 7 , 1955 ..

Survey completed ... ... Mgast 15 , 1955,
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Township 24 South, Range 9 East

Chains

The east boundary of this township was surveyed as the west
boundary of T. 24 S., R. 10 E,- The south boundary was surveyed
as the north boundary of T, 25 S., R. 9 E, The north boundary
was surveyed as the south boundaries-of Ts. 23 S., Rs, 8% and
9 E. That portion of the west boundary north of the corner of
Ts. 23 and 24 S., R. 8 E., was surveyed as the east boundary of
T. 23 S., R, 8 E, All these boundaries were surveyed concur-
rently with this township,

The following field notes are those of the survey of a portion
of the west boundary and a portion of the subdivision of T. 24 S.,
R. 9 E., deemed sufficient in extent to facilitate development of
the natursl resources and mark the boundaries of those sections
that normally are considered State school sections.

The survey was executed with Buff and Buff solar transit, No.
1 23831, and Gurley solar transit, No, 541331, both constructed in
accordance with the standard specifications of the Bureau of land
Management. The instruments were in good condition, having been
placed in proper adjustment prior to the beginning of the field
work. The instruments were tested and checked frequently during
the progress of the survey.

| The directions of 81l lines herein reported are determined by
deflecting from meridians established by observations upon Polaris
and the sun tkroughout the survey.

‘Cornert on latitudinal lines were set on the true latitudinal
curve, Lines connecting previously established corners were run
by random and true method, but for simplification of the record,
the random lines are omitted from the field notes,

The measurements were made with steel tapes, eight chains in
length, graduated every link for the first chain, and thereafter
at irtervals of ten links. The tapes were tested oy comparison
with a standard steel tape, one chain in length, and fcund tc be
correct. The measurements were made on the slope, the vertical
angle of each interval determined by the use of clinometers, and
the slope distances properly reduced ' - horizontal equivalents,
which appear in these notes. All lir... of this survey were run
by direct methods where the linec are accessible; the inaccessible
lines were run by traverce or trianpulaticn methods. The detzils
of such treverses or triangulations have been thoroughly verified
and in order to simplify the record, the diagrams and reductions
are omitted from these field notes.

The geographic value for the southeast corner of the township
is, latitude 38° 40' 21" N., and longitude 110° 51' 47" W., as
computed from U.S.G.S. triangulation station "McKay", located in
secticn 6, T. 24 So’ H, 10 Eo

The magnetic declination was read at a number of stations
throughout the township, and the average of the several readings
. wae found to be 16° 00' E,

—-

! Survey of a Portion of the West Boundary of T. 24 S., R. 9 E.

Beginning at the cor, of Ts., 24 and 25 S., Ks. 8 and 9 E., mkd. by
an iron post, 2% ins. diam., set, mkd. and witnessed as described
in the survey of T. 25 S,, k., 9 E.

North, bet. secs. 31 and 36.

Over broken red shale land, draining westerly; desc. 50 ft.




L9.c0

2U.C0

Survey of a Portion of the West Boundary of T. 2, S., R. 9 K.

Bath, course SW.; asc., 60 ft, over S, slope.
Spur, slopes SW.; desc, 60 ft. along NK. slope.

#ash, course &,.; asc, 40 ft. alopg series of low spurs and small
drairs puttirg westerly.

Spur, =lopes SW,; desc. 140 ft. along broken NW, slope.
Jrair, course NW,

Point for the § sec. cor. of secs. 31 and 36.‘

Zat an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the

ground to bedrock, and in a mound of stone, 3 ft. base, to top
of post, with brgss cap mkd,

73
s31ls 3
1955

Dgce. 00 ft. along NW, slope.

Nacsh, course NW,; asc, 20 ft,

toad, bladed rravel, bears E. and W.; desc, 60 ft. over N, slope.
Wash, course A.; asc. 60 ft. over broken S. slope.

tpur, slopes W.; desc. 100 ft. over abrupt N. slope, into Reds
Sanyon.

Mash, in pottom of Heds Canyon, course S. 70° W,; asc. 210 ft.
alony vroken SE. slope.

Xim, oears N, 80° E, and S, 80° W,; asc. 4C ft. along broken
SE. elcpe.,

True point for the cor. of secs. 25, 30, 31 and 36, falls on
abruit, troken slope of spur, unsafe place for corner.

land, very broken breaks of Heds Canyon.
Scil, shallow red clay witr shale outcroppings.
Yo tizher,

North, vet. sacs, 2% and 30,

Asc. 10 ft, over very broken red shale land,

¥-int selacted for the witness cor. of secs. 25, 30, 31 and 36,
-»% A iron post, 3. ins. lorg, 2¢ ina. diam., 6 ins. in the
gr-und, and in a scund of stone, 33 ft, base, to top of post,

witn Lrass cap mkd,

TS
H8E RIE

s2!e30

:36[531
3K
1955

~ver a.imcst level top of spur,

2 weenwgner smue e 0w ..o oy
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.Survey, of a Portion of the West Boundary of T, 2, 5., R, 9 E,

)]

Chains

17.10

'18.90

32.00

36.00

40.00

50420

80.00

2,00

5410 .

10.00 .

Rim of Reds Canyon, bears NW, and E.; desc. 170 ft. over abrupt
N. slope into Reds Canyon. . .

Wash, at bend, in bottom of Reds Canyon, course SE, from NE,;
asc. 190 ft, over series of broken shale ledges, along SE. slope.

Spur, piojects NE.} desc. aBruptiy 170 ft. over broken shalé
ledges on N, slope.

Side wash, course 5. 70° E. about. 4 chs. to junction with wash
in bottom of Reds Canyon; asc. 160 ft. along very broken SW,
slope.

Spur, projects SE,.; desc. 20 ft. along broken NE. slope.
Point selaected for the witness % sec. cor. of secs. 25 and 30.

Set an iron post, 30 ins. long, 25 ins. diam., 10 ins. in the
ground, and in a mound of stone, 3% ft. base, to top of post,
with brass cap mkd. ‘ ’

%
We

S 25 T S 3p
1955

Over series of. broken almost inaccessible spurs and washes
putting easterly into Reds Canyone.

True point for the i sec. cor, of secs. 25 and 30, falls on
inaccessible breaks of Reds Canyon.

Top of small knoll, 80 ft. above witness cor. Leave breaks of
Reds Canyon; desc. 60 ft. over series of drains and low spurs
puttinz easterly.

True point for the cor. of secs. 19, 2/. 25 and 30, falls on
Reds Canyon road, bears N. 20° E, and .. 20° W,

land, red shale benchland,
S0il, shallow red clay on shale.
No timber.

North, bet. secs. 19 and 24.

Over red shale benchland, steep talus slopes, and high sandstone
ledges.

Point selected for the witness cor. of secs. 19, 24, 25 and 30.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins, in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

T248
R8E RSE
52451
5251530

wC
1955

" Over seiries of drains and low spurs, putting SE.; asc. 100 ft.
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Survey-of a Portion of the West Boundary of T, 2{:3,, R, 9 B,
 Chains Tk
15.60 Base of talus slepe, bears N, 20° K, and S." 20° W.j aso. 1140 ft.
I along SE. slope, over talus slope and high samdstone cliff,
i 39.80 Rim of cliff about 700 ft. high, bears NB. and 8. 30° W, -
i 40.00 Point for the 4 sec. cor. of secs. 19 and 2.
‘ .
; Set an iron post 30 ins. long, 2% ins, dian., over X on solid
sandstone, and in a mound of stone, 4 ft. base, to top of poat,
| with brass cap mkd, -
|
‘ %
j s2 |s19
i 1955
|
! Desc. 80 ft. along broken sandstone NW, slope.
48.80 . ' Ravine, drains sharply to the W., and heads about 2 chs. to E.;
asc, 260 ft. along broken sandstone ledges on SW. slope.
63.00 Rim of cliff about 100 ft. high, bears N, 50° E. and S. 50° W,;
desc. 20 ft. over almost level top of mesa.
80.00 Point for the cor. of secs. 13, 18, 19 and 24.
Set an iron post, 30 ins. long, 2% ins, diam., 15 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
! with brass cap mkd.
§ . T24S
i RSE R9E
: \ 513’818
! 5241519
' - 1955 .
' Land, slightly rolling mesa top.
| Soil, shallow sand on sandstons,
i Timber, scattered to medium growth of juniper and pinon.
. North, bst. secs. 13.and 18,
, Over slightly rolling top of mesa, through scattered to medium
" growth of juniper and pinon.
6.20 Him, bears NE, and W,; desc. 150 ft. along broken sandstone on
NW, slope.
16,30 Wash, course W.; asc. 130 ft. over broken sandstone on SW, slope.
120,10 Spur, sl&pea ®,; desc, 160 ft. over broken sandstone on N. slope.
27.30 © Rim, bears N, 70° W. and SE.; desc. 830 ft. over oliff about
. 600 ft. high, and along abrupt talus NE. slope.
b 40,00 ‘ True point for the } sec. zor. of secs. 13 and 18, falls on
; steep N. slope.
3
! 44.30  Wash, in bottom of cove, course E.; road in wash, bears E, and W,
i i
; 45,30 ' Point selected for the witness 4 sec. cor. of secs. 13 and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the

" ground, and in a mound of stone, 4 ft, base, to top of post,

with brass cap nid,

.. & CIUITIINS FRIES SPVUES -t
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. Survay of a Portion of the West Boundary of T. 24 S., R. 9 E,

63-00
68.10

76,00

80.00

9.50

230

28440

" 38.70

" 40,00

41.50

42,00

%
5131,513

wC
1955

Asc. 780 ft. over abrupt talus slope and cliff about 600 ft., high,
over 5. slope.

Rim of mesa, bears N. 10° W, and E.; asc. 10 ft. over S. slope.

Spur, slopes S. 60° E.; desc. 20 ﬁt..over slightly rolling top
of mesa.

Drain, course E.; as'c. 2Q ft. over S. slope.
Point for the cor. of secs. 7, 12, 13 and 18,

Set an iron post, 3Q ins. long, 2% ins. diam., 20 ins. in the
ground, with brass cap mkd.

T248
RBE RYE
812‘52
513518

1955

Deposit a sandstone, 10 ins. long, 10 ins. wide, 13 ins. thick,
mkd. X, at base of poste

Land, slightly rolling mesa top.
Soil, shallow sand with sandstone outcroppings.
Timber, scattered juniper and pinon.

North, bet. secs. 7 and 12,

Over almost level top of mesa.

Begin descent along broken E. slope; desc. 60 ft.

Wash, course NE.; asc. 30 ft.

Spur, slopes N. 70% E.; desc. 250 ft. over abrupt broken N. slope.
Wash, course N. 80° E.; asc., 80 ft. along broken SE. slope.

True point for the % sec, cor. of secs, 7 and 12, falls on abrupt
broken sandstone S. slope, unsafe place for cor,

Asc. 20 Tt. over broken sandstone S. slope.

Spur, slopes E.

Point selected for the witness § sec. cor. of secs. 7 and 12.
Set an iron post, 30 ins. long, 2% ins. diam., over X on solid

sandstone, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

%

512ls7
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Survey of a Portion of the West Boundary of T, 24 8., R, 9 E.

Chains

50,20
52.10

5470

- 6430

80.00

4450

5.03

10.50
14,50
22,30

26,70

32.90

40.00

41,00

Desc. 120 ft. over abrupt broken sandstone ledges on N, slope.
Wash, course E.; asc, 60 ft. along broken sandstone SE, slops,
Spur, slopes E.; desc. 60 ft. along broken NE. slope.

Wash, course SE. about 5 chs, to junction with wash from W.;
asc. 640 ft. along abrupt broken SWK. slopa. ‘

Rim of sandstone ledge about 500 ft. high, bears S. 80° E, and
S, 60° W,; asc, 660 ft. over broken sandstone ledges on S, slope,
to witness cormer.

True point for the cor. of secs. 1, 6, 7 and 12, falls on face
of ledge, unabla to occupy. .

Land, broken sandstone ledges, bearing easterly and westerly.
Soil, shallow sand on sandstone.
Timber, scattered scrub juniper.

North, bet. secs. 1 and 6.
Point selected for the witness cor. of secs. 1, 6, 7 and 12,
Set an iron post, 30 ins. long, 2% ins, diam., 6 ins. in the
ground to bedrock, and in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd.

T248

R8E R9E

511sé
512|557

L
1955

Corner is located 660 ft. above rim at 64.30 on previous mile.
Asc. 40 ft.. over broken sandstone SE. slope.

Point from which U.S.G.S. triangulation station "Cat", bears
N. 67° 27' W., 23.06 chs. dist.; spur, slopes E.; desc. 80 ft.
along broken sandstone NE. slope.

Wash, course NW.; asc. 40 ft. along broken sandstone SW. slope.

Spur, slopes W.; desc. 40 ft. along broken sandstone NW. slope.

Wash, course S. 80° W. about 5 chs. to junction with wash from
SE.; asc. 130 ft. along broken sandstone SW. slope.

Spur, slopes W.; desc. 180 ft. along broken sandstone NW, slope.

Wash, course S. 80 W.; asc. 210 f+. over broken sandstone S
slope,

True point for the % sec. cdr. of secs. 1 and 6, falls on abrupt
S. slope of spur, unsafe place for cor,

Asc. 20 ft. along abrupt sandstone S. slops.
Point selected for the witness % sec. cor. of secs. 1 and 6.
Set an iron post, 30 ins. long, 1 in. diam., drilled 10 ins. in

solid sandstone, and in a mound of stone, 3 ft. base, to top of
post, with brass cap mkd.

¥. 5. GOVERNMENY PRINTING OFFICT 18—3R3820-1
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.Surrvey of a PortIBn of the West Boundary of T, 24 S., R, 9 E.

Chains

. 64490

75.30
77.00

80.0

10.30

13.90
2,.40

37.10

40.00

51lS6
wC
1955
Witness cor. is located on'top of’spur prbjectiné W.; desc. 360
ft. along brokepn sandstone NW. slope..
Wash, courseg NW.; asc. 260 ft. along broken sandstone SW. slope.
.Spur, slopes W.; desc, 10 ft. along NW. slope.
Point selected for the witness cor. of Ts. 23 and 24, S., R..8 E,
Set an jiron post, 30 ins. long, 25 ins. diam., 10 ins, in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.
% Desc. 130 ft. along abrupt broken NW, slope.
True point for the cor. of Ts. 23 and 24 S., K. 8 E,, falls on
abrupt broken NW, slope, unsafe place for cor.
Land, rough broken ledges and rims.
+ Soil, rocky with some shallow sand.
§ Timber, scattered juniper and pinon.
e —
Survey of a Portion of the Subdivision of T. 24 S,, K., 9 E.
i —_
From the cor. of secs. 1, 2, 35 and 36, en the 5. bdy. of the
township, set.as described in the survey of T. 25 S., R, 9 E.
N. 0° O1' N., bet. secs. 35 and 36.
Asc. 10 ft. over bottom of Cistern Canyon, along gentle W, slope.
Enter wash in bottom of Cistern Canyon, course S. 30° W. from N.;
. continue along bottom of wash.
Leave wash, course S. from N. 30° - W.; asc. 10 ft.
Recross wash, course S, 20° W, at junction with side wash from
N. 50° W.; asc. 40 ft. along gentle SE. slope.
Wash, course S, 8o° E., 7 chs. to Junction with main wash; asc.
L0 ft, over S, slope. . .
Point for the ¢ seoc. cor. of secs. 35 and 36.
.Set an iron post, 36 ins. long, 1 in. diam., 15 ins. in the-
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.




‘0')‘
Survey of s Portion of the Sebdivision of T, 24 8., R, 9 B,
T hatns
53 | s 36
1955
Asc, 20 ft. over S, slope.
L1440 lpur, slopes B.; deasc, SO ft. over N, slope.
L5 .60 Hecross main wash, courss S, 70° B.j-asc. 60 ft. over S. slepe.
€1,30 Spur, elopes SW.; desc.-30 ft.-along broken W. slope.
=4.50 Recross wash, course S. 30° W, from NE,
55,79 Rezross wash, course §. 70° E. from NW,; asc. 60 ft. along SW.
slope.
HJe 0 Point for the cor. of secs. 25, 26, 35 and 36,
Set an ircn post, 30 ins. long, 2% ins. diam., 8 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with orass cap mkd.
T2,S ROE
S26iS
535536
1955
land, roiling and broken head of Cisteﬁ Canyon;
Soil, sapdy clay on shale.
Timber, thinly scattered scrub juniper.
From the cor, of gecs., 25, 30, 31 and 36, on th‘ E. bdy. of the
towmship, 24 in. iron post, set, mkd. and witnessed as desoribed
in the survey of T, 2, S., R, 10 E,
N. 89° 54' 4,, ovet, secs. 25 and 36.
Uver nearly lavel land, covered with medium growth of grass;
deac, 20 ft.
1ian0 foad, unimproved, bears N, and S.; continue over level land.
1040 Top of descent; desc. 40 ft. over i. llo;;o. .
3.9 Point for the § sec. ~or. of secs. 25 and 36,
Set an iron post, 3O ips. long, 2% ina, diam., 24 ins. in the
ground, snd in a mound of stone, 3 ft. base, to top of post,
with orags cap akd.
* S 25
$ 3
1955
le1z, 20 7t, over W, slope.
41,20 Sasn, course S, 20° B,; asc, 90 ft. over B. slope.
07,30 Top of asent, slopes S,; desc. 50 ft. over W. slope.
TR The :or. of secs. 25, 26, 35 and 36,




P2

- Survey of a Portion of the Subdivision of T. 2, S., R, 9 E,

Chains

14.90
29.80
37.30
39.40

40.00

40490
43.00
54,00
66.10
69.90

78450

80,00

Land, rollinge.
Soil, sandy clay and gravelly.
Timber, scattered juniper and pinon on part of mile.

From the cor. of secs. 3, 4,.33 and 34, on the S. bdy. of the
township, 2% in. iron post, set, mkd. and witnessed as described
in the survey of T, 25 S., R, 9 E,

N, 0° 02' W., bet..secs..33 and.34.

Desc. 110 ft. along N. slope,

Wash, course W,; asc. 250 ft. along broken SW, slope.

Spur, pfojects w.; desé. 170 fé. over'brokeﬁ N, slope.

Wash, cour;e W, ésc. 10 ft. ovef S. slope.

Point seiected for the witness.% sec. cor. of secs. 33 and 34.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the

ground to bedrock, and in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd.

3 )
WC

s3ls
1955

Desc. 10 ft. along abrupt broken NW. slope.

True point for the % sec. cor. of secs. 33 and 34, falls on abrupt
broken slope, unsafe place for corner.

Desc. 10 ft. along broken NW, slope.,

Drain, course SW.; asc. 80 ft..over S. slope.

Rim of mesa, bears S. 80° E, and W.; asc. 20 ft. over top of mesa.
Top of ascent; desc. 50 £t. along NW. slope.

Wash, course W.; desc. 30 ft. along W. slope.

Rim of mesa, bears N, 30° W, and S. 30° E.; desc. 210 ft. along
NE. slope.

Point sélecte& for the witness cor. of secs. 27, 28, 33 and 34.

Set an iron post, 30 ins. long, 25 ins. diam., 8 ins. in the
ground, and in a mound of stone, 32 ft. base, to top of post,
with brass cap mkd.

T245 ROE
W
s28|s
533([334
1955
Desc., 10 ft. over N. slope. ,

True point for the cor. of secs. 27, 28, 33 and 34, falls in
wash, course NW,
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_ Survey of a Portion of the Subdivision of T, 24 8., R, 9 E,

Chains
Land, broken mesa, draining westerly.
Soil, shallow sandy clay on shalse,
Timber, scattered serub juniper.

. N. 0° 02' W,, bet. secs. 27 and 28, .

Asc. 200 ft. ovér abrapt S. slops. .

6.10 Rim of mesa, bears E, and W.; asc, .10 ft. along gentle W. slope.
15.30 Drain, course W.; asc. 50 ft. along W. slope.

26,30 thh, in bottom of gully, about .2 chs, wide, 20.ft. deep, course
S. 80° W., asc, 10 ft, over S, slope, from N, bank of gully.

32.20 ) Top of ascent; desc. 30 ft. over N, slope.

37.50 Rim of mesa, bears NE, and SW.; desc. 20 ft. along abrupt NI
. slopse.

40,00 True point for the 4 sec. cor. of secs. 27 and 28, falls on abrupt
shale slope, unsafe place for corner.

Desc. 10 ft. along abrupt NW, slope.
40.90 Point selected for the witness * sec. cor. of secs. 27 and 28,

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the
ground, and in a mound of stone, 3 ft. base, to top of post,
with brass cap mkd,

%
S22 |52

wWC

1955
Desc., 80 ft. along NW. .slops. -
48.70 Wash, course SW.; asc, 190 ft. along SE. slope.
53.50 Rim, bears NE. and SW.; asc. 20 ft, along SW. slope.
64,420 Top of ascent; desc. 20 ft. along NW. slope,
80.,00. Point for the cor. of secs. 21, 22, 27 and 28,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins, in the
ground to bedrock, and in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd.

T24S ROE
S211S22.
S281827

1955

Land, broken mesa, draining westerly.
8011, shallow sandy clay on shale,
Timber, scattered sorub juniper,

N. 0° 02' W., bet. secs. 21 and 32.

Desc. 10 ft. over nearly level top of mesa, through scattered
scrub juniper,

V. 8. GOVERNMENT PRIKTING OFFICF 16-—28520~1
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_ Survey of a Portion of the Subdivision of T, 24 S., R, 9 E,

Chains
31.80

40,00’

45 .60
51.90
58440

62.80

72.60

| 80.00

Rim of mesa, bears NW, and SE,; desc. 180 ft., along NE. slope.
Point for the 4 sec. cor. of secs. 2L and 22,
Set an iron post, 30 ins. long, 2% ins, diam., 16 ins. in the

ground, and in a mound of stone, 2% ft. base, to top of post,
with brass cap mkd.

S a2 T S 22
1955
Desc. 70 ft. along NE, slope.
Wash, course '., asc. 50 ft. along SW. slope.
Spur, projects W.; desc. 100 ft. over broken NW, slope.

Wash, course S. 60° W,; asc. 130 ft. over abrupt S. slope.

Top of abrupt ascent; continue to asc. 20 ft. along broken SW,
slope.

Wash, course S. 60° W,; asc. 110 ft. along SE, slope.
Point for the cor. of sees. 15, 16, 21 and 22,
Set an iron post, 30 ins. long, 2‘1z ins. diam., 4 ins. in the
ground to bedrock, and in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd.-
T24S ROE
SlblSli_
5211522
- 19558
land, broken-mesa draining westerly.

Soil, shallow sandy clay on shale.
Timber, seattered scrub juniper.

| .80

11.70
14.60
19.50
31.70

40,00

N, 0° 02' 4., bet, secs. 15 and 16.

-Asc. 10 ft. along SE, slope.

Rim of mesa, bears NE., fer about 4 chs, and SW,.; continue over
nearly level top of mesa.

Rim of mesa, bears E, and W,; desc., 100 ft. over broken N. slope.
Wash, course westerly; asc. 120 ft. over abrupt S. slope.

Rim, bears E. and ﬂ.; continue over near}y leve1 land,

Wash, course SW.; asc. 10 ft, over slight W. slope.

Point for the % sec. cor. of secs. 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins, in the

ground, and in a mound of stone, 3 ft base, to top of post,
‘with brass cap mkd.

't
s16 | s 15
1955
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. Survey of a Portion of the Subdivision of T. 24 8., R, 9 E,
! Chains | '
! Continue over n?arly l?vel gro?nd. )
43.80 Drain, course S, 70°‘W.; continue over nearly level land.

*

56,70 Beginning of gradual descent; desc. 40 ft. along NW, slope.
66.50 Beginning of steep descent; desc. 100 ft. over abrupt N. slope.
70.30 Wash, course SW.; asc. 90 ft. over abrupt S, slope,
72,00 Top of steep ascent; continue to asc. 10 ft. along S, slope.
79.20 Top of small yellow clay knoll; desc. 10 ft. over N. slope.
80.00 | Point for the cor. of secs. 9, 10, 15 and 16.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the
ground to bedrock, and in a mound of stone, 3 ft. base, to {op
of post, with brass cap mkd.
T245 ROE

591510

816'515 .

1955
‘Land, folling and broken'shaleiridges; draining westerly.

Soil, shallow clay on shale. . .
Timber, thinly scattered scrub juniper.

N. 0° 02' ¥., bet. secs. 9 and 10,

Over rolling and broken land draining westerly, through thinly
scattered scrub juniper; desc. 30 ft. along NW. slope.

740 Wash, course N. 60° W.; asc. 70 ft. along SE. slope.

16.60 Rise, projects SW.; asc. 60 ft. along W. slops.

30.40 Ridge, bears N, 80° W, and S. 80° E.; desc. 160 ft. along NE.
slope.
39,00 Point selected for the witness % sec., cor. of secs, 9 and 10.

Set an iron post, 30 ins, long, 2% ins. djam., 5.ins. in the
ground to bedrock, and in a mound of stone, 35 ft. base, to top
of post, with brass cap mkd,.

! - *
wWC

S9 T S 10
1955

" Desc. 40 ft. over abrupt broken N. slope.

40,00 True point for the § sec. cor. of sec¢s. 9 and 10, falls on abrupt
broken slope, unsafe place for corner.

‘ Desc. 39 ft. over abrupt N. slops.

40,70 Wash, course NW.; asc. 40 ft. along broken SW. slope.

44,30 Spur, projects N. 20° W,; desc. 40 ft. along broken NE, slope.

4. 5. SOVIRSEYNT PRINTING OPPICE 16—90530-3
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- Survey of a Portion of the Subdivision of T. 24 5., R, 9 E.

Chains
61.00

64.40

67.50 -

71.00
73.10
76.30

80.00

3.50
7.30
11.90
15.60
16.70

L0.00

47430
55.50

59.60

Wash, course N, 10° W, about 4 chs. to Junction with wash from
NE.; asc. 20 ft. along SW. slope.

Spur, sloées'W.; &esc. 56 ft. aiong bréken NW. slope.

Wash, course SW, for about 2 chs. to junction, thence westerly.
Recross wash, course SE.; asc, 40 ft. along SW; slope.

Spur, slopes N, 20° W,; desc. 30 ft. over N. slope.

Recross wash, course W, from SE.; asc, 50 ft. over broken S.
slope.,

Point for the cor. of secs. 3, 4, 9 and 10.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the
ground, and in a mound of stone, 3% ft. base, to top of post,
with brass cap mkd,.

T2,S R9E
S48
591510

1955

Ladd, rolling and broken shale, draining SW,
Soil, shallow clay on shale. ,
Timber, thinly scattered scrub juniper.

N. 0° 02' W., bet, secs. 3 and 4.

Over rolling and broken shale land, through scattersd scrub
juniper; asc. 70 ft. over broken ledges on S. slope.

Top'of steép ascen{; thence over nearly level bench,
Drain, course SE.; asc, 100 ft. over broken ledges on S5, sldpe.

Top of small knoll; desc, 30 ft. over N, slope.

Wash, course W.; asc. 20 ft. over S. slope.

Top of ascent; desc. 60 ft. along broken W. slope.
Point for the 4 sec. cor. of secs. 3 and 4.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground to bedrock, and in a mound of stone, 4 ft. base, to top
of post, with brass cap mkd.

i
S4 183
1955

Desc., 70 ft. along NW, slope.

Rim, bears N, 70° E. and S. 30° W.; desc. 120 ft. over 60 ft.

ledge and abrupt talus on NW, slope.

Side wash, course NE, about 3 chs. to Junction with wash from E.;
desc., 40 ft. along NE. slopse.

Wash, course W, from S. 30° E.; asc. 100 ft. along abrupt SE.
slope.
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Survey of a Portion of the Subdivision of T. 24 8., R. 9 E.

| Chains |
68.80 Rim, bears NE. and, SW.; desc. 10 ft. over flat topped bench spur,

72,10 Rim, bears NW. and ﬁ. 10° E.; desc. iiO ft. Bver Qbrupt broken N,
slope, into Reds Canyon. . .

76.90 Wash, in bottom of Reds Canyon, course SW. from N. 20° E.; asc.
10 ft.

77.90 " Road from Tan Seep through Reds Canyon to Tomsich Butte, bears
SW. and NE. ; . .

80..00 Point for the 1/16 sec. cor. of secs. 3 and 4.

Set an iron post, 30 ins. long, 2 ins, diam,, i2 ins. in the
ground, and in a mound of stone, 33 ft. base, to top of post,
with brass cap mkd.

1/16
s4|s3
80
1955

Asc, 20 ft. along SE. slope.
83.40 Top of ascent, on E. slope; desc. 20 ft. along NE. slope.

86.50 Recross wash, in bottom of Reds Canyon, course S. 10° E.; road
from Tan Seep to Tomsich Butte in wash.

90,60 Recross wash, in bottom of Reds Canyon, course SW. from E.;
road from Tan Seep to Tomsich Butte in bottom of wash; asc. 20
ft. over S. slope.

96.10 Side wash, course SE. about 2 chs. to junction with wash in
bottom of Reds Canyon; asc. 60 ft. over S. slope.

107.00 Bulldozed access road, bears E, and W,

109.50 Intersect the S. bdy. of sec. 33, T, 23 S., R. 9 E, at point
for the closing cor. of secs. 3 and 4.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd. :

S 33-
T23S ROE
S.1s3
cGC
T24S RIE
1955

From this closing corner, U.S.L.M. No, 282, bears S. 68° 13' W.,
14.16 chs, dist., mkd, by an iron post, 2 in. diam., set in a
mound of stone and mkd. USLM #282 - 1955,

From this same closing cbrner, the % sec.‘cor. of sec. 33,
T, 23 S., R. 9 E., bears East, 8.35 chs, diste

Land, rolling shale ridgés draining south into Reds Canyon.
Soil, red clay with shale outcroppings.
Timber, scattered serub juniper.

U. $. GOVERNMENT PRINTING OFFiCT 13285271
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Survey of a Portion of the Subdivision of T, 24 S., R. 9 E,

Chains

2.0C
7.10
10.5C
18.10

2A.2C

29,62

33.€0
43460

56400

69.82

At the point for the cor. of secs. 1 and 2, on the N, bdy. of the

tawnship, established at. proportionate distance between the north-
east corner of the township and the closing cor. of secs. 3 and 4,
as specified in the special instructians.

Set an iron post, 30 ins. long, 2% ins. diam., over X on solid
rock, and in a mound of stone, 4 ft. base, to top of post, with
brass cap mkd. . . . .

. 535,

T235 RQE

SZlSl
T24S ROE
. 1955

From this corner, the 4 sec. cor. cf sec. 35, on the S. bdy. of
T. 23 S., R. 9 E., bears East, 8.39 chs., dist.

S. 0° 01' E., bst. secs.rl and 2.

Desc. 20 ft. along abrupt SE. slope.

Wash, course NE,; asc. 40 ft. along NW, slope.

Spur, €lopes NE.; desc. 10 ft. along SE. slops.

Wash, course NE.; asc. 5C ft. along NW, slope.
c

Spur, slopes NE.; desc. 40 ft. over broken &, slope.

Wash, course E. about 5 chs. to junction with wash from S.;
asc, RO ft. along NE. slope.

Point for the 1/16 sec. cor. of secs. 1 and 2.
Set an iron post, 30 ins. long, 24 ins. diam., 12 ins. in the
ground, and in a mound of stone, 5 ft. tase, to top of post,

with brass cap mkd.

1/16
s2]s1
1955

Asc. 4O ft. along E. slope
Top of ascent, slopes E., deac. €0 ft. along broken SE. slope.
Wash, course NE.; asc., 130 ft. along NW. slope.

Ridge, bears easterly and westerly; desc. 40 ft. over broken
S. slope.

Point for the f sec, cor, of secs., 1 and 2.

Set an iron poat 30 ins. long, 2% ins. diam., 14 ins. in the
- ground, and in a mound of stone, 3ift. base, to top of post,
with brass cap mkd.

i
s2]sa
1955

Asc. 20ft. along broken W, slope.




Survey of a Portion of the Subdivision of T. 2 S., R. 9 E.

Chains

73.50

81,50
83.20
105.30
108.30

109.82

1.00
3.60
10.10

18.90

23.00

38.50

4C.00

41.20

58470

75460

Spur, slopes S. 106 E.; des;. 40 ft. over sbrupt S, slope.
Wash, course S. 70° E.; desc., 70 ft. along SE. slope,

Wash, course SW.; continue over nearly level ground.

Wash, courée S, éOo W,; asc. 20 ft. along brokeﬂ W. slope.
Top of ascent; desc. 20 ft. over S. slope.

Wash, course SW,

Point for the cor. of secs. 1, 2, 11 and 12,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the

ground to bedrock, and in a mound of stone, ft. base, to top
of post, with brass cap mkd.

. . "
T245 ROE

S2|Sl

§11(512

1955 :

Land, -rolling shale draining SW. -
Soil, red clay with shale outcroppings.
Timber, scattered scrub -juniper and pinon.

From the cor. of secs. 1, 2, 11 and 12,

N. 89° 53' W,, bet. secs. 2 and 11, on a theoretical parallel
connecting the cor. of secs. 1 and 12, on the E, bdy. and the cor.

of secs. 3, 4, 9 and 10, as specified in the special instructions.

Desc. 10 ft. along NW. slope.

Wash, coﬁrse S; 60° W.; asc. 10 ft. along SE..slope.

Top of ascent; desc. 20 ft. along SW. slope.

Recross wash, course NW,.; desc, 50 ft. over broken NW. slope.

Drain, course N, about 5 chs. to junction with wash from E.;
asc. 50 ft. along NE. slope.

Spur, slopes NW.; desc. 180 ft. over broken W, slope.

Wash, course westerly from S, 80° E.; continue over almost level
bench, recrossing wash several times.

True point for the % sec., cor., of secs. 2 and 11, falls in wash.
Point selected for the witness %4 sec. cor. of secs. 2 and 11.
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins. in the

ground, and in a mound of stone, 3 ft. base, to top of post,
with brass cap mkd,

. S2 . W
% sS11°¢
1955

Desc. 70 ft., recrossing same wash several times. -

Recross wash, course NW. about 5 chs. to junction with wash from
NE.; desc, 110 ft. along NW. slope.

U 5. GOVERNMENT PRINTING OFYICE 16—28520~1
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. Survey of a Portion of the Subdivision of T, 24 8,, R, 9 E,

| Chains |

68.40

71.40
78.60

80.0C

2.60
6.3C
70
1£.50
.80
29.10
3,80

40,00

44,40

47.90

60.70

Wash, at bend, course NW, from NE.; asc. 70 ft. along abrupt
NE. slope.

Spur, slopes N.} desc. 50 ft. along NW, slope.

’ Prain, éourse'ﬂ. about 1.50‘chs. to junction with wash from E.;

asc. 20 ft. along NE. slope.
Point for the cor. of secs. 2, 3, 10 and 11.

Set an iron post, 30 ins. long, 24 ins. diam., 15 ins. in the
ground, and in & mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

T24S ROE
$2
5101811
1955

land, rolling and broken shale draining west,
Soil, shallow gravelly clay on shale,
Timber, scattered scrub juniper and pinon.

.._____.- P, - - J—

N, 0° 01! H., bet, secs, 2 and 3.

Desc. 20 ft. along NE, slope.

Wach, course N, 70° W,: asc, 20 ft. along S*. slope.

Low spur, sloper W,; desc, 10 ft, along KW, slcpe.

Small warh, couree S, 7C° W.; asc. 90 ft. over brokern &, =lcpe.
Spur, slopes S, 60° E.; desc., 60 ft. alonp orokern NW, slope.
Warh, course SW.; asc, 120 ft. along “E. elope.

Spur, projecte W,; desc. 110 ft, alcr. roken NW, slcpe.

Wash, cource SW.; asc, 20 ft. alcng broken SE. slope.

True point fer the § sec. cor. of secs. 2 and 3, fa11= on ebrupt
broker. SE., slope, unssfe place for corner.

Asc. “C ft. along abrupt broken SE. slope.
Poirt selected for the witness 4 sec. cor. of secs. 2 and 3.

Cet ar. iron post, 30 ins. long, 2% ins. diam., 6 ins. in the
ground, and in a mound of store, 3% ft. base, to top of post,
with vrass cap mkd.

4
S3)s2
A
1955

Spur, projects SW.; desc. 60 ft. along broken NW,. slope.

Warh, course W. from N, 10° E.; asc. 170 ft. along broken SE.
slope.

Ridge, bears edsterly and westerly, desc, 150 ft. along broken
NR, slope.




4—8780
171 .. Survey of a Portion of the Subdivision of T. 24 8.,.R, 9 E,
Chains "
7760 Wash, -course-NE.; asc, 20 ft. along SE. ulopo. . Lot
80.00 Point for the 1/16 sec. cor. of secs. 2 and 3. \
Set an 1ron post 30 ins. long, 2% ins. diam., 10 ins, in the
ground, and in a mound of stone, 3 ft. baae, to top ‘of post;
with brass cap mkd. .
1/16-
s3|sa2
1955
Wash, course NE, about 2 chs. to junction with wash from S.;
asc, 100 ft. along abrupt SE. slope.
90.80 Spur, projects N. 80° E.; desc. 160 ft. along broken E. slope.
109.71 Intersect the S. bdy. of sec, 34, T. 23 S., R, 9 E, at point

for the cor. of secs, 2 and 3, T. 24 S., R. 9 E,, established at
proportlonate distance between the northsast corner of the town-
ship and the closing cor. of secs. 3 and 4.

Set an iron post, 30 ins. long, 23 ins. diam., 6 ins. in the

ground, and in a mound of stone, 5 ft. base, to top of post,
with brass cap mkd.

. 534

23S R9E
s3[s2

T24S R9E
1955

From this corner, the 4 sec. cor. of sec. 34, T. 23 S., R. 9 E.,

‘bears East, 8.37 chs. dist,

Land, broken breaks of Reds Canyon.
5011, "sandy red clay with shale outcroppings.
Timber, scattered scrub juniper and pinon.

‘Point for the 4 sec. cor. on the N. de. of sec. 1, at midpéint

bet. the closing cor. of Ts, 24 S., Bs. 9 and 10 E. and the.
cor. of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the
ground, and in a mound of stone, 4 ft. base, to top of post,
with brass cap mkd.

.j;——E;?f?
1955
From this corner, the cor. of secs. 35 and 36, on the S, bdy. of

T, 23 S., R. 9 E., desaoribed in the survey of T. 23 S., R, 9 E.,
bears East, 8.39 chs. dist.

Point for the % 4 sec. cor, on the N, bdy. of sec. 2, at midpoint
bet. the cor. of secd. 1 and 2, and the cor. of secs. 2 and 3,
T. 24 S., R, 9 E

Set an iren post, 30 ins. long, 2% ins. diam., 10 ins. in the
ground, and in a mound of stone, 3 ft. base, to top of post,
with brass dap mkd.

V. 5. GOVERAMENT PRINTING OPFICE - 16—28690-1
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Survey of a Portion of the Subdivision of T. 24 S., k. 9 K,
| Chains
t 52 :
1955 é
. |
From this cormer, the cor. of secs. 34 and 3%, on the I. bdy. cf !
T. 23 5., R, 9 E., described in the survey of T. 23 &£., . 3 k., }
bears East, 8.38 chs. dist. ‘
- - - _
Point for the 4 sec, cor. on the N. bdy. of sec. 3, at microirt .
betwesn the closing cor. of secs. ) and 4, and tre cor. of secs, g
2and 3, T, 24 8., R. 9 E. :
Set an iron post, 30 ins. long, 2 ins. diam., 6 ins. in the :
ground, and in a mound of stone, 4 ft. bare, to tor of rost,
with brass cap mkd,
| % s3
; 1955
From this corner, the cor. of secs. 33 and 34, on tre {. ndy. of
T, 23 S., R, 9 E., described fn the survey of T, 23 &,, k. 9 E,,
bears East, 8,26 chs, dist,
From the cor, of secs. 15, 16, 21 and 22,
West, bet. secs. 16 and 21.
Asc. 20 ft. along SE. slope.
1.20 | Rim, bears NE. and SW.; desc. 130 ft. over yertle h. slorve. :
i through scattered juniper and pinon.
40,00 ; Point for the 4 sec. cor. of secs. 1t and 21. :
Set an iron post, 30 ins. long, 2% ins, diam., 4 ins. in tre }
 ground, and in a mound of stone, 4 ft. r- =2, to top cf rorst, '
' with brass cap mkd. ;
| ;
S 16_ ;
t<a l
t 1955 |
Desc., 20 ft. along NW. slope.
42.80 Rim, bears N, 40° E. and S. 80° W, Leave timber; desc. 16C ft,
i along S. side of gulch, along abrupt broken N, slope.
71.20 Slope changes to NW,; desc. 1¢0 ft. alcng NW. =lcpe irtc ,ulcr,
£0.00 Point for the cor. of secs. lt, 17, 20 and 2.

Set an iron post, 30 ins. lone, 24 ins, dism., 4 irs. in tre
ground, and in a mound of store, 4 ft. bate, tc top of post,
with brass cap =mkd.

T2.S R9E
£17'1
s20i£

1955

land, brcken table land, cut by fulches drairing westerly irtc
heds Canyon.

Soil, shallow sand on shale.

Timber, scattered scrub juniper abcve the rixrock.
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Servey of a Portion of the Ssbdivimice of T. & 8., R. 9 &,

x, 2° 73' W, zet, secs. 16 and 17.

¥er very; troxsn land, tut by gulches draining into Reds Canyom;
desc. 13 ft. along WU, slope.

Sash, ccurse westerly; asc. 140 ft. alaong SE. slope.

Small butle, on end of t;n.r, on B, slcpe; desc. 100 ft. along
MU, glcpm,

Sash, course westerly; asc, 250 ft. over shale ledges on S, slope.
'3, zears E, and W,; desc., 100 ft. along NW, slope.

fim of narrow gulch, bears N, and SW.; desc. 140 ft. along shale
loi,cen ¢ 8, slove.

Wasr, in

cottoa of wuleh, course SW, from N. 80° B.; asc. 160 ft,
sver ledyoas

3n ~. slcpe.
~.a of narrew gulch, bear» E, and SW,; ase, 30 ft, over S, slope.

<

liur, sloper S. from N. 30° E,; desc. 30 ft. along NW. slope.

[

Folrt for the 4 sec. cor, of secs, 1t and 17.

Za. ar irorn post, 30 ins. lons, 2 ins. diam., 3 ins. in the
sround to ve: tk, and in a mound of stone, { ft. base, to top
of (ort, w.t: Lrass cap mkd,

1
s17 1816
1955

Asc, QU ft, alzne N, slope, thrcuvh scattered scrub juniper.
Sour, slopes SW.; derc, 80 ft. along broken W, slope.

Rarr, course SK,; anc, 140 ft. slong broken SW, slope.

Spur, projecte [E.; desc, 1C ft, along NE. slope.

‘rain, course LE.; asc, LU ft, over . slope.

Pt for tre cor. of sess, 8, 9, 16 and 17,

~4% arn iron post, 30 ins, long, 2% ins. diam., 4 ins, in the
&7 und to vedrock, snd in s mound of stone, 4 ft, base, to top

of pont, with brass cap mkd,

T3 w9t

$BI5S9
£17751e
1955

war!, roiling snd crokenm shals, draining SW,

“ill, stallow gravelly clay, with shale outcroppings.
Tistar, scattered scrub Juniper and jplnomn.

Yrom e Cor, of sece. 9, 1C, 14 ang 1¢,

we 7 it B, met, pets. 9 and lt.

N IS A W - - -
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Survey. of a Portion of the Subdivision of T. 2, S., R. 9 E,

Chains

21.00

23,60
32.00
39.98

58.00

60.00

68,20

73450

79.96

2.60

7.10

19.80
28,20

35.00

" Spur, projectg S.; desc. 70 ft. along SW. slope.

Over rolling and broken land, draining SW., through scattered
serub juniper and pinon; desc. 150 ft. along SW. slope. i

Wash, course S. about 3 chs. to junction with wash from SE.;
asc. 100 ft. over E. slope.

Spur, projects S.; contiriue over brokern S. slope.
Beginning of descent; desc. 100 ft. over W. slope.

Point for phe 5 sec. cor. of secs. 9 and 1é. ‘

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the

ground to bedrock, and in a mound of 'stone, 4 ft. base, to top
of post, with brass cap mkd.

RS
1955
Desc, 110 ft. alorig NW, slope.

Wash, course SW, ‘about 2 chs. to junction with wash from the N.;
desc. 5 ft.

Wash, course SE. about 2 chs., thence SW.; asc. 100 ft. over
E. slope.

Wash, course SE. about 15 chs. to junction with wash from NE.;
asc, B0 ft. along NE. slope.

The cor. of secs, 8, 9, 16 and 17.
land, rolling to broken.

Soil, shallow gravelly clay, with shale outcroppings.
Timber, scattered scrub juniper and pinon.,

" survey of T. 25 S., R. 9 E,

From the cor. of secs. 4, 5, 32 and 33, on the S. bdy. of the
tommship, set and mkd. as descrlbed in the field notes of the
N. 0° 03' ¥., bet, secs. 32 and 33.

Over broken land draihing westerly, through scattered scrub
juniper.

Road, bladed and graveled, bears N. 70° W, and S. 70° E,

Wash, 60 lks. wide, 5 ft. deep, course NW.; desc. 70 ft. along
NW. slope.

Wash, course westerly; asc. 50 ft. along SW. slope.

Top of ascent, slopes S. 80° W.; desc. 10 ft. along NW. slope.
Point selected for ‘the witness % sec. cor. of secs. 32 and 33.
Set an iron post, 30 ins. lorg, 22 ins. diam., 8 ins. in the

ground, and in a mound of stone, 32 ft. base, to top of post,
with brass cap mkd.




7.10

10.70

15.00

23.10

35.90

37.00

175
Survey. of a Portion of the Subdivimion of T. 3 8., R. 9 E.
Chains * ; | BIEERR
s321s 3 v
’ 1955
35.30 Rim, bears NW. and E.; desc. 160 ft. over abrupt N. slope,
40,00 True point for the cor. of secs. 32 and 33, falls on abrupt
broken slope, unsafe place for corner.
Desc. 100 ft. over ‘abrupt broken N, slope. '
43.80 Wash, course NW.; asc. 140 ft. along SW. slope.
49.10 Spur, slopes W.; desc. 170 ft. along NW. slope.
57.70 Wash, course W, about 3.5 chs. to junction with wash from the N.;
asc. 230 ft. over shale ledges on S. slope.
62.50 Rim of small butte, bears E, and W.; asc. 50 ft. over top of butte.
71.00 Rim of butte, bears E. and W,; desc. 230 ft. over N. slope.
74430 Wash, course N. 70° W.; asc. 20 ft.
80.00 Point for the cor. of secs. 28, 29, 32 and 33. :

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the
grourd, and ‘in a mound of stone, 3 f't. base, to top of post,
with brass cap mkd.

T24S ROE
528
5321833 °
1955

TLand, rolling and broken shale, cut by draws d_rainihg westerly.
Soil, gravelly clay with shale outcroppings.
Timber, scattered scrub juniper above the rimrock.

From the cor. of secs. 5, 6, 31 and 32, on the S. bdy. of the
township, set and mkd. as described in the field notes of the
survey of T. 25 5., R. 9 E, ) o

N. 0° 03' W., bet. secs. 31 and 32.

Asc. 200 ft. over talus slope and shale ledges, along SW. slope.
Rim, bears N. 80° W. and SE.

Road, bladed and graveled, to Tomsich Butte, bears NW. and S. 60°
E.; desc. 40 ft. along broken NW, slope.

Wash, course NW,; asc. 20 ft. along SW. slope.

Spur, projects NW.; desc. 230 ft. over broken shale ledges and
abrupt talus slope, over N. slope.

Wash, at bend, course W. from SE.; asc. 220 ft. over abrupt
‘shale ledges on S. slope.

Rim, bears SE. and SW.; asc. 10 ft. over broken S. slope.

€. 5. COVENENSET FUNITING PP 10—t
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.Survey .of a Portion of the Subdivision of T, 24 S., R, 9 E,

Chains

40,00

63.00

70.10
73.60
79.90

80.00

1.50
7.60

39.10
39.96

Point for the % gec. cor. of secs., 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the
ground, and in a mound of stone, 3 ft. base, to top of post;
with brass cap mkd.

.1
4

s3] s 32
1955

Asc. 110 ft. over series of ‘small washes and minor spurs, putting
SW,

Top of ascent, spur, slopes SW,; desc. 80 ft. along broken NW,
slope.

Wash, course S. 60° W.; asc. 80 ft. along abrupt SE. slope.
Spur, slopes S. 50° W,; desc. 40 ft. along broken NE, slope.
Point selected for the witness cor. of secs. 29, 30, 31 and 32.
Set an iron post, 30 ins. long, 23 ins. diam., é ins. in the

ground, and in a mound of stone, 5 ft. base, to top of post,
with brass cap mkd.

True point for the cor. of secs. 29, 30, 31 and 32, falls in
wash, course S. 70° E,

Land, broken shale draining westerly.
Soil, shallow gravelly clay, with shale ouvtcroppings.
No timber.

From the cor. of secs. 28, 29, 32 and 33.
N, 89° 56' W,, bet. secs. 29 and 32,
Desc. 20 ft. along SW;'slope.

Wash, course SE. about 5 chs. to junction with wash from the E.;
asc. 230 ft. along talus slope and shale ledges on SE. slope.

Rim, bears N. 10° E. and S. 10° W,; desc. 120 ft. along broken
SW. slope.

Wash, course S.; asc. 20 ft. over E. slope.
Point for the % sec, cor. of secs., 29 and 32.
Set an iron post, 30 ins. long, 2% ins., diam., 12 ins. in the

ground, and in a mound of stone, 2% ft. base, to top of post,
with brass cap mkd.

1.5 29
4 S 32
1955
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Survey .of a Portion of the Subdivision of T. 24 S., R. 9 E,

Chains

41,20

73.30

79.92

Asc. 30 ft., over E, slope.

Spur, siopea Se; desc. 160 ft. aiong broken SW, slope.

' Beginning of ébrupt descent;'leave timber; desc. 70 ft. along

abrupt SW, slope.

True point for the cor. of secs. 29, 30, 31 and 32, from which
the witness cor. bears South, 10 lks. dist,

Land, very broken shale, draining westerly.
Soil, shallow sandy clay.
Timber, very scattered juniper,

General Description

The land in T. 24 S., R. 9 E, is rolling to broken mesa land
sloping west, cut by numerous gulches draining westerly into Reds

‘Canyon, The land becomes very rough and broken as it nears the

breaks of Reds Canyon.

Reds Canyon enters the township in section 2, draining south-
westerly across the northern part of the township, thence along
the west side, leaving the township in section 31,

The drsinage of the township is divided by a ridge, locally
known as "I'ne Big Ridge", entering the township in section 24 and
bearing southwesterly to leave in section 35.

The southeast portion of the township east of the Big Ridge
drains southerly into Cistern Canyon, which begins in section 36
and leaves the township at the corner of sections 35 and 36.

The general formation is gray shale, changing to red shale break
on the east side of Reds Canyon. The west side of Reds Canyon is
composed of almost impassable red to tan sandstone ledges, about
800 feet high, which enter the township in section 5 and leave in
section 19,

The major portion of the township is covered by scattered scrub
Juniper and pinon, being thicker on the mesa tops and disappearing
along the breaks of Reds Canyon. Very little undergrowth is
found, only a few widely scattered shadscale. A paor to fair growt
of grass is found, the best growth being found in flats on the mesa
tops and east of the Big Ridge.

The road from Tan Seep to the Delta Mine on the Muddy River
enters the township in section 24, bearing southwesterly, and leaves
in section 35. The road from Tan Seep through Reds Canyon to
Tomsich Butte and the Muddy River enters in section 2 and follows
along the bottom of Reds Canyon and leaves along the breaks on the
west side of Reds Canyon at the corner of secs. 19 and 30, The
road from a junction with the road from Tan Seep to the Delta Mine
enters section 33 bearing westerly to Tomsich Butte and the Muddy
River and leaves the township in section 31.

Considerable uranium prospecting is being carried ocut along the

" west side of Reds Canyon.,

The settlement of the land would be impracticable due to the
absence of water, although the eastern portion of the township is
being used for stock grazing.

U, 5. GOVERNMENT PRINTING OFFICE 18—28520-1
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179 CERTIFICATE OF CADASTRAL. ENGINEER

We : '
b 4 ’ Andrew Nelson and Phil D, Smith . , HEREBY CERTIFY upon honor

pursuance of special instructions bearing date of the ... Ist_ _____dayof April
we :
1 have surveyed _a_portion of the wast boundary and a mm;:._mmmm 7
...... v b Sas Re 9 E, i
LW ‘, “
of the _Salt Lake Meridian, in the State of Utah .., which ar

us our
represented in the foregoing field notes as having been executed by 3% and under msxdirection ; and tha
said survey has been made in strict conformity with said instructions, the Manual of Instructions for th
Survey of the Public Lands of the United States, and in the specific manner described in the foregoin

field notes.

Salt. lake City, Utah M &‘Kﬁé———
spenTe

April 6, 1956 %Z&Co—o—w

Cartographer (Cadastral)

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D.C., __JUN 27 1358 L19._

The foregoing field notes of the survey of _a_portion of the west houndary and a portion
of the subdivision of T. 24 S., R, 9 E., Salt lake Meridian, Utah

executed by ... Andrew Nelson and Phil D. Smith
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Elzt and West ‘Boundaries,-and -Pertion of Subdivision, T. 24 S., R. 10 E.

I oo ol O L W ‘
The south boundary of Township 23 South, Range 10 East was surveyed

by H. W. Miller in 1922, The south boundary of sec. 36, Township
23 South, Range 9 East, was surveyed concurrently with the survey-
of this township and is described in the field notes of the survey

- of the soutk boundary of T, 23 S,, R, 9 E, The north boundary of
Township 25 South, Range 10 East, was concurrently surveyed by
Andrew Nelson and Phil D, Smith,

F The following field notes are those of the survey of the East and
West, boundaries and a portion of the Subdivision of Township 24

. South, Range 10 East, deemed sufficient in extent to facilitate
develomment of the natural resources and mark the boundaries of
those sections that normally are considered State school sections.

The survey was executed with Buff and Buff solar transit number
23831, end Gurley solar transit number 541331, both constructed in
accordance with the standard svecifications of the Bureau of Land
Management, The instruments were in good condition, having been
placed in proper adjustment prior to the berinnine of the field
work, The instruments were tested and checked frequently during

the progress of the survey.

'
The directions of all lines herein reporied are determined by de-
flecting from meridians established by observations upon Folaris and
the sun, throurhout the survey,

Corners on latitudinal lines were set on the true latitudinal curve.
Lines connecting previously established corners were run by random
and true method but for simrlific:tion of the record the random
lines are omitted from the Iield notes. In accordance with the in-
tent of the special instructions all subdivisional corners estab-
lished are calculated to be at the positions they would occupy if
the entire township were subdivided,

The measurements were made with steel lapes, eirht chains in length.
These tapés were rradurted every link for the first chain and there-
after at interv:ls of ten links. The tares were tested by compari-
son with a standard steel tape, one chain in length, and found to be
correct, The measurements were mac- on ‘he slope, the vertical angld
of each interval determined by the use of clinometers, and the slope
distances rroperly reduced .o horizontal e uivolents, which appear
in the-e notes. A4ll lengths of lines were determined by chaining
where rossible, otherwise by iriansulation or traverse. The details
of such traverces or trianrulations have been thoroushly verified
and in order to simplify the record he diaprams and reductions are
omitted from these field notes, :

The ceorraphic value for the southeast corner of the township is
latitude 38° 40! 22" N., longitude 110° 4L5' 08" W,, as scaled from
U. S. G, S, topographical maps. -

The magnetic declination was read at a number of stations throushout
the township and the average of the several readings was found to be
16° 00t E,

East Boundary, Township-24 Seuth, Range 10 East.

Beginning ét the corner of Townshiis 24, and 25 South, Ranges 10 and
1)} East, marked by an iron post, 22 ins. in diam,, set, marked, and




™

40180
].8:;
E. Bdy., T. 24 S,, R, 10 E.
Chains
witnessed as described in the field notes of the survey of T, 25 S.,
R, 10 E.
North, bet. secs. 31 and 36,
Over broken land, through thinly scattered timber, asc, 70 ft,
£.00 Spur, projects Si., asc, 50 ft,
23.C0 Spur, projects SW., asc, 80 ft,
40,00 Point for the i sec. cor. of secs. 31 and 36, falls on inaccessible
ledre,
41,50 Point selected {or -he witness } sec, cor. o secs, 31 and 36.
Set an iron post, 30 ins. lon-, 2% ins, diam., 10 ins, in the
ground, with brass cap marked
1
2
5361331
e
1955
raise a mound of suione, 5 ft, base, around the iron post to top of
post. ’
4sc, 50 ft, over S, slore.
52,20 smur, slopes K., asc. 140 ft. along E. slope.
32.00 Foint for the cor. of secs. 25, 30, 31, and 36.
Set an iron post, 30 ins, lons, 2% ins, diam.,, 15 ins. in the ground,
with brass cap marked
T2,2
R10ER11E
5251530
5361531
1955
raise a mound of stone, 4 ft. base, around the iron post, to top of
post,
Land, broken,
Soil, sandy.:
Timber, thinly scattered juniper.
North, bet. secs, 25 and 30.
Over broken land, desc. 60 ft. along NE. slove,
4,90 Wash, course 3E., asc, 160 ft. along broken € ope, draining easterly.
40,00 | Point for the £ sec. cor. of secs. 25 and 30.

Set an iron post, 30 ins., lon7, 2% ins. diam., 20 ins, in the grounmd,

with brass cap marked
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1584

E. Bdy.,-T. 24 5., R. 10 E,
Chains
3
5251530
1955
raise a mound of stone, 3 ft, buse, around the iron post, to top of
post.
Desc. 80 ft. alon< NE. slo-e,
50,20 Wash, course E., from N,, line continues ~lons bottom of wzsh,
55.70 Leave wmsh, bears to NE,
66,40 Snme wach, course 3%,, from N, 30° W,
80,00 Point for the cor. of secs. 19, 74, 25, and 30, f~1ls in a small
wash, course ., an uns~fe rosition to perretuate the cor,
Land, broken.
S50il, shallow sand ~nd shale,
No timber.
North, bet., scecs. 19 wnd 4,
Cver Troken 1ond, thr a~h medium cence timser,
C.60 Soint elected Sor the witness cov. o rfeco, 19, TLy 25, wnd 30,

9.90
20,07
24,60
30,96
37.90
40,00

. 1 . . . .
Set an i7°n ost, 20 ins, lon-, 2° ins, 4ium., 6 ins, in the round,
with tr.zs ¢ v mrred

To47
RIOYRIL.
SR

1955

roize -+ mound of stone, 5 Tt, btase, around the iron -ost o ton of

wch, ecurse SU,, wsc. 110 Tt, alon- s, slore.

Srur, sloes M., derc. 130 ft, ~lon~ NE. clope,

Wssh, drains 5., from N,

Leave wish, dr2ins from NE., -sc. LO ft. »lon- broken L. slore.
Same whsh, course 3E., ~sc. 30 ft.

Point for the , sec. cor, o/ secs. 19 and 24,

Set an iron rost, 30 ins, lonr, 2% ins. diam., 6 ins. in the ground,
with briss cap marked

1
i
8241519
1955




40780

185

E. Bdy., T. 2, S., R, 10 E,

Chains

46.50
51.90
61.20

£0,00

40.00

56.60

80,00

raise a mound of stone, 5 ft. base, around the iron post, to top of
post.

Same wash, drains SW,

Same wash, drains OE.

Same wash, drains W., asc, 180 ft, over S. slope.
Point for the cor. of secs, 13, 18, 19, and 24.

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins, in the
ground, with braoss cap marked

T24S
R10ER11E
5131518
S21,.{319

1955

raise a mound of stone, 4 ft. base, around the iron post, to top of
post.

Land, broken and rolline,
Soil, shallow sand,
Timber, medium dense juniper.

North, bet. secs, 13 and 18,

Over rolling land, through medium dense vinon and juniper, asc. 120
ft. over slight S. slope.

Point for the : sec. cor. of secs. 13 and 18,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the cround
with brass cap marked

1
i
5131518

1955

raise a mound of stone, 3 ft. base, 2round the iron post to top of
post, ’

from which

A pinon, 18 ins, diam,, bears N, 68° 15t W,, 1,00 ch. dist.,
mkd, 1 513 BT,

A pinon, 10 ins, diam., bears S. 85° 30' E., 143 lks. dist.,
mkd, z S18 BT, ' ’

Wash, course E., asc. 90 ft, over slight S, slope.
Point for the cor., of sees. 7, 12, 13, and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the sround
with brass cap marked

U. $. GOVERNMENT PRINTING OPFICE 16—28820-1



186

E., Bdy., T. 24, S., R, 10 E.

Chains

T24LS
R1OER11E
S12ls 7
§13|§18

1955

raise a mound of stone, 3 ft. base, around the iron post, to top of
post.

from which

A juniper, 10 ins, diam., bears S. 51° 14! W., 51 lks. dist.,
mkd, S13 BT,

A juniper, 10 ins, diam., bears S. 88° 30' E., 110 lks. dist.,
mkd, S18 BT,

A juniper, 12 ins, diam., bears N. 5° 30' W., 274 lks, dist.,
mkd, S12 BT,

A juniper, 12 ins, diam., benrs N. 27° 15! E., 191 lks. dist.,
mkd, BT.

Land, rclling.
S0il, s=ndy.
Timber, medium dense winon and Jjuniper,

North, btet., secs. 7 and 1Z,

i1sc. 20 ft, over ne rly level lind, “hrou~h thinly scattered timber,
34,.30 | Dirt ro-d, bears 5. 80° E. and . 80° U., desc. 20 ft.

L0.00 Hoint for the # sec, cor, of secs. 7 and 12,

Set an iron post, 30 ins, long, 2¢ ins. ¢iwm.,, 12 ins, in *the cround,
with brass cap marked

512157
1955

raise a mound of stone, 3 ft. base, around the iron post, to top of
post.

L8.,70 Trail road, bears NW. and 3E., desc, 50 ft.

59.20 Small wash, drains N. alone W, side of line, from Si.
66.40 Same wash, course NW., desc, 30 ft. over rolling land,

80,00 Point for the cor. of secs, 1, 6, 7, and 12,

Set an iron post, 30 ins. lon-, 2; ins, diam,, 20 ins. in the
ground, with brass cap marked

T245
R10ER11E




187

Chains

39.50

40,00

54410
T1.20

80,00

8L.20

110.00

raise a mound of stone, 3 ft. base, around the iron post, to top of
post.

Land, rolling.
Soil, sandy.
Timber, thinly scattered juniper and pinon,

North, bet. secs. 1 and 6.

Over nearly level land.

Enter thinly scattered timber.

Point for the i sec, cor, of sec%. 1 and 6.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the
ground, with brass cap marked

1955

raise a mound of stone, 5 ft, base, around the iron post to top of
post,

from which

A juniper, 6 ins. diam., bears N. 83° 15' E., 58 lks. dist.,
mkd., £ S6 BT.

Asc, 80 ft.

Top of knoll, desc. 90 ft.

Wash, course W., about 3 chs, -to small reservoir, asc., 80 ft.
Point for the 1/16 sec. cor. of secs. 1 and 6.

Set an iron post, 30 ins., long, 2% ins. diam., 8 ins, in the ground,
with brass cap marked

1/16
S 1‘3 6

80
1955

raise a mound of stone, 5 ft. base, around the iron post, to top of
post. ’ '

Desc, 60 ft. over N, slope.

Road, bears NE. to Castle Dale and SW. to Temple Mountain,
Intersect the S. bdy. of sec, 36, T. 23 S., R. 10 E.

Point for the closing cor. of secs, 1 and 6.

Set an iron post, 30 ins, long, 2% ins. diam,, 10 ins. in the groun
with brass cap marked

U. . GOYEANNENT PRINTING OFFICH 16—28620-1




E. Bdy., T. 24 S., R. 10 E.

Chains

0.50

14.30
28,60
36.80

40,00

80.00

T23SR10E
536

S 1iS
R10E |R11E
cic

T24S
1955

raise a mound of stone, 5 ft. base, around the iron post to top of
post.

From this closing cor., the cor. oririnally set to function as the
u sec. cor., of secs. 1 and 36, an iron rost, 1 in, diam., conform-
ing to the record of the 1922 survey, bears East, 8.44 chs, dist,
As this cor. now functions as the # sec. cor. of sec., 36 only, I
remove the marks "S1" from the brass cap.

Land, rolling,
Soil, shallow sand and sandstone surface rock,
No timber.

West Boundary, T. 24 S., R. 10 E.

Beginning at the true point for the cor. of Ts. 24 and 25 S., Rs,
9 and 10 E.

North, bet. secs. 31 and 36, counting dist, from the true noint.
Over broken land throurh scattered timber.

The witness cor, of Ts. 24 and 25 S,, Rs. 9 and 10 E., marked with
an iron vost, 25 ins, diam., set, mirked and witnessed as described
in the field notes of the survey of T. 25 5., R, 10 E.

Asc. 110 ft, over S.slope.

Spur, slopes E., desc, 110 ft. over NE. slove.

Wash, course SE., asc. 170 ft. over 5. slope.

Top of ascent, bears NE, znd W., enter rolling land.

Point for the i sec. cor. of secs. 31 and 36.

Set an iron post, 30 ins. long, 2 ins. diam., 8 ins., in the ground,
with brass cap marked

i

5361531
1955

raise a mound of stone, 5 ft. base, around the iron vost, to top of
post.

Continue over rolling land.
Point for the cor. of secs. 25, 30, 31, and 36,

Set an iron post, 30 ins, long, 2% ins, diam., 8 ins, in the ground,
with brass cap marked ;




FRebs

W. Bdy., T. 2, S., R, 10 E,

Chains

40,00

40,82
57.50

20.00

T245
R9E R10E

8251830
5361531
1955

raise a mound of stone, 3 ft. base, around the iron post, to top of
post.

Land, broken in S. 20 chs., rolling in N.
Soil, sand.
Timber, thinly scattered pinon and juniper.

North, bet. sécs. 25 and 30,
Over nearly level land.
Point for the : sec. cor. of secs. 25 and 30.

Set an iron vost, 30 ins. lonz, 2% ins. diam., 20 ins. in the ground
with brass cap marked

1
L
5251530
1955

raise a mound of stone, 2% ft. base, around the iron vost, to top
of nost.

Deposit broken glass around the base of the iron post.
Small wash, drains SW.

Bladed road, bears N. 80° E. and S. 80° W,

Point for the cor. of secs. 19, 24, 25, and 30.

Set an iron post, 30 ins, long, 23 ins. diam., 10 ins. in the
ground, with brass cap marked

T24S
RYE R10E
' 5241519
525[530
1955

raise a mound of s tone, 3% ft. base, around the iron post, to top
of post.

Deposit broken glass around the base of the iron post.
Land, nearly level,

Soil, sand.
No timber.

North, bet. secs. 19 and 2.

Over nearly level land,

V. 5. GOVERNNENT PRINTING OPPICK 16—228530-1



"-ai.
L

W. Bdy., T. 24 S., R. 10 E.

Chains
33,50
40,00

43.90
46,50
59.40
79.60

80,00

Wash, drains SW., from NE, Fork of streams 2% chs. W.
Point for the } sec. cor. of secs, 19 and 24,

Set an iron post, 30 ins, long, 2% ins. diam., 20 ins. in the
ground, with brass cap marked

Rl

5241519
1955

raise a mound of stone, 3 ft. base, around the iron post, to top of
post. ’

Derosit broken rlass around the base of the iron post.
Trail road, bears NE, and SW.

Wash, drains 34, from NE.

Bladed rravel road, bears N, 30° E. and S, 30° W,
Small wash, drains SE.

Point for the cor. secs. 13, 18, 19 and 24,

Set an iron post, 30 ins. lonz, 2% ins. diam., 18 ins. in the sround,
with brass cap mirked

T2LS
R9E R10E
s13isie
54]°19
1955

roise a mound of stone, L ft., bise, around the iron rost, to top of
post.

De osit broken slass around the brse of the iron rost.
Land, nenrly level,

So0il, sandy.
No 'imber.

29.90

40.00

North, bet, secs. 13 and 18,

Over rolling land.

Dese, 140 ft. over N. slope.

Point for the i sec. cor., of secs. 13 and 18,

Set an iron post, 30 ins, long, 2% ins. diam,, 10 ins, in the
sround, with brass cap marked

T

513(S18
1955

raise a mound of stone, 3% ft. base, around the iron post, to top
of post.




1391
. W, Bdy., . T. 24 S., R. 10 E.
Chains o 1
from which .
A pinon, 8 ins, diam., bears S. 65° 30! W., 78 lks, dist.,
mkd. # S13 BT. : ‘
A pinon, 6 inches diam,, bgars S. 89° 30! E., 49 lks, dist.,
mkd. + S18 BT, .
Enter scattered timber, desc. 60 ft. over N, slope.
42,30 Small wash, course NE.
49.10 Main wash, drains N, 70° W,, asc., 160 ft. over S, slbpe.
58.90 Top of ascent, bears E. and W,, thence over rolling land.
72,30 Gulch, 7 chs, wide, 60 ft, deep, drains W., continue over rolling
land.
80,00 Point for the cor. of secs. 7, 12, 13, and 18,
Set an iron post, 30 ins. long, 23 ins. diam., 12 ins. in the
ground, with brass cap marked
T248
RYE R10E
512|8 7
513 [SL
1955
Deposit a sandstone, 12x8x4", mkd. (X), at base of the iron post.
No other accessories available.
Land, rolling and broken.
Soil, sandy.
Timber, thinly scattered vinon and juniver.
North, bet. secs. 7 and 12.
Over broken land, through thinly scasttered timber, desc. 50 ft.
over N, slope,
12,60 Head of wash, draining NMW., asc, 30 ft.
16,40 Smur, slopes NW,, desec, 130 ft, over rocky N. slope.
22,50 “lash, drains W., asc, 110 ft. over S. slope.
25,50 Sur, slomes W., desc. 130 ft. over N. slope.
33.90 viash, course W,, asc., 110 ft, aloncs SE. slope.,
41,00 Point for the %+ sec. cor. of sees. 7 and 12.
Set an iron post, 30 ins, long, 2% ins, diam,, 18 ins. in the
grcund, with brass cap marked
i
%
51218 7
1955

. 5. SOVERNNENT PRINTING QFVICE 19-~28530-1



. W. Bdy., T. 24 S., R, 10 E

- N

Chains

80,00

40,00

60.10
80,00

raise a mound of stone, 4 ft, base, around the iron post, to top of
post.,

Asc, 60 ft. alohg SE. slobe.

Point for the cor. of secs. 1, 6, 7, and 12,

Set an iron post, 30 ins, long, 2% ins. diam,, 6 ins. in the ground,

with brass cap marked

T248
RGE R10E
51|86
S512{S 7

1955

raise a mound of stone, 2% ft. base, around the iron post, to top
of post,

from which

A pinon, 12 ins, diam., bears S, 21° OO' E,, 52 lks. dist.,
mkd., T24S R10E S7 BT.

A pinon, 12 ins, diam., bears S. 61° 45% W,, 82 lks. dist.,
mkd. S12 BT.

Land, broken.,
3011, sandy and rocky.
Timber, thinly scattered scrub Junlper and w»inon.

North, bet, secs. 1 and 6.
Asc., 90 ft, over S. slope through medium dense timber.
Point for the } sec, cor. of secs. 1 and 6.

Set an iron post, 30 ins, long, 2% ins. diam., 10 ins, in the
ground, with brass cap marked

ps
I

S 1|3 6
1955

raise a mound of stone, 3% ft., base, around the iron post, to top
of post.

Ridge, bears NE. and SW., desc. 160 ft. along broken NW. slope.

Point for the 1/16 cor. of secs. 1 and 6.

Set an iron post, 30 ins. long, 2% ins, diam., 4 ins. in the ground,

with brass cap marked
1/16
S 1‘8 6

80
1955

raise a mound of stone, 4 ft. base, around the iron post, to top of
post.




W. Bdy.,.T. 24 S., R, 10 E.

Chzins

84.30

109.99

10.20

13.50

29.40

40,00

41.50

Desc., 40 ft. along NW. slope.

Bladed road, bears NW, and SE., on spur, sloping NH., dese, 220 ft,
over broken N. slope.

Intersect the S, bdy. of sec. 36, T. 23 S., R. 9 E.
Point for the closing cor. of secs. 1 and 6.

Set an iron post, 30 ins. long, 2% ins, diam., 15 ins. in the ground
with brass cap marked

T23SR9E
536

S 1|S
RYE |[R10E
cicC

T24S
1955

raise a mound of stone, 5 ft. base, around the iron post, to top of

- post,

from vhich

A vinon, 16 ins. diam., bears S, 59° 45' W., 108 lks, dist.,
mkd. T24S R9E S1 GC BT,

A juniper, 18 ins, diam., bears S, 38° 30! E., 46 lks, dist.,
mkd. T24S RI10OE S6 CC BT.

From this cor., the { sec, cor, of sec, 36, on the S, bdy, of T,

23 8., R. 9 E., bears East, 8,40 chs, dist., marked with an iron
post, 2£ ins, diam., set, marked and witnessed as described in the
field notes of the survey of T. 23 S., R. 9 E.

Land, broken,
Soil, shallow sand and rocky.
Timber, scattered pinon and juniper.

Subdivision of T. 24 S., R, 10 E,

From the cor. of seecs. 1, 2, 35, and 36, on the S, bdy. of the Tp.
N. 0° O1' W., bet, secs. 35 and 36.

Over broken top of bench, asc., 60 ft, over S. slope.

Top of ascent, bears E, and W,

N. broken crest of bench, bears E, and W., desc., 190 ft. over N,
sloype,

Wash, drains W., about 12 chs, to junction with Chute Canyon, asc.
180 ft, alon~ steep SW. slope.

Point for the { sec, cor. of secs. 35 and 36, falls on steep SW.
slore, unsafe rlace for the cor.

Point selec.ed for the witness { sec. cor. of secs. 35 and 36, 60
ft. above =rue point.

. 5. SOVERRURNY POLETING GFPICE 10308001



. Subdivision, T. 24 S., R, 10 E,

Chains

46.30
55,00

80,00

6.40
10.30
20,20
38.60

40,02

Set an iron post, 30 ins. lon-, 2; ins, diam,, 10 ins. in the rrouni,

with brass cap marked

- h

535!536
W
1955

raise a mound of stone, 33 ft, base, around the iron rost to top of
post.

Asc. 20 ft,
Top of ascent, bears E. and W,, desc. 200 ft. over ste=v M. slore.

Wash, course W., about 16 chs. to junction with Chute Crnvon, nsc.
L8O ft. along sieep SW. slore, and alon- a wash, course 3., parallel
with line about 3 chs. to W.

Point for the cor. of secs. 25, 26, 35, znd 36.

Set an iron post, 30 ins, lonr, 27 ins, diam., 3 ins. in the rround,
with brass cap marked

T2LSR10E
S261525
5351536

1955

raise 2 mound of stone, 4 ft. base, around the iron rost, to tor of
post,

from which
A pinon, 6 ins. diam,, bears S, 68° 15t 7,, 27 lks, dis',,
mkd. $36 BT.

A pinon, 8 ins. diam,, bears N. 41° O0' ., 34 lks. cdlist.,
mkd. 525 BT,

Land, broken,
Soil, shallow sand.
Timber, thinly scattered rinon and juniper.

From the cor. of secs. 25, 30, 31, and 36, on the E. bdy. o7 the T-.
S. 89° 58! W., bet. secs, 25 and 36.

Over broken land, asc. 130 ft. 2lon- NE. slore.

Top of ascent, desc. 7C ft. along W. slore.

Wish, course S., asc. 160 ft, =zlon~ steer ST. slove,

Spur, projects S. 30° E., de=c, 200 ft. alon~ ', slope.

Wash, drains S., asc. 20 ft.

Point for the } sec., cor. of'secs., 25 and 36.




195
Subdivision, T. 24 8., R, 10 E,

Chains V.T
Set an iron post, 30 ins, lons, 2% ins, diam,, 10 ins. in the sround,
with brass cap mirked

32
5
1955
raise a mound of stone, 3 ft, base, around the iron post, %o top of
post.
Asc, 40 ft. alonr 5E, slore,
43.80 Smur, slopes f., dese, 60 ft. aloni” broken slope, drainine southerly,
46,00 Wash, driins o¥., asc, alon- i, slore,
57.50 spur, slopes SW,, desc, 20 ft. 2long SW. slore.
63,00 Wash, drains 3., ase, 120 ft, alon~ SE, slope,
73.60 S-ur, slores S., dese, 60 ft, to cor.
80.04 The cor. o! secs. 25, 26, 35, and 36,
Land, broken,
S0il, shallow sand and shale,
Timber, hinly scattered vinon and junirer,
From ‘he cor, o! secs, 3, 4, 33, and 34, on the 5, bdy. of the Tr.
N. O° 02' W., bet, s=cs. 13 and 34.
Cver broken land, asc. 110 ft. alon~ X, slope.
3,80 Spur, slopes E,, desc, 150 ft. alon~ NE. slore.

12,00 Drain, 2 chs. wize, 5 ft. deer, course N. 70° E., asc. 70 ft.

14.30 Minor syur, siores N, 70° E., desc. 130 ft, over N. slorve,

18,10 Drain, in bo-tom of ravine, course E., asc, 170 ft. over broken
land, draining southeasterly.

39.00 Point for the wi*ness : sec. cor. of secs. 33 and 34.

Set an iron vos:t, 30 ins. lone, 2 ins, diam., 4 ins. in the :round,
with brass cap marked
L
i
WC
SBBLSBA
1955
raise a mound of stone, 3 ft, base, around the iron post, to top of
rost.

40,00 | Point for the ; sec. cor. of secs., 33 and 34, falls on a ledge, 15
ft. hich, where it is impracticable to monument the cor.

Asc, 20 ft, alon¢ E. slope.

50.30 Desc, 160 ft, over steep sandstone N. slope.

55.00 Wash, in bottom of sandstone canyon, course S, 70° E,, asc, 190 ft.
over 3, sandstone slope.
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Subdivisgion, T, 24 S., R, 10 F,

Chains
64.30
71,60

80,00

12,90
28.70
35.70

40,00

45,70
53.40

68.00

80,00

Spur, slopes SE., desc. 30 ft,
Small wash, course SE., asc, 70 ft,
Point for the cor. of secs., 27, 28, 33, and 34.

Set an iron post, 30 ins. lones, 2% ins, diam., 4 ins. in the round,
with brass cap marked

T24SR10E
328|527 !
5331334

1955

raise a mound of stone, 3 ft. base, around the iron post to top of
post.

Land, brcken,
S0il, shallow sand and rocky.
Timber, thinly sca‘tered juniper.

N. 0° 02! V., bet., secs. 27 z2nd 28,

Over broken lznd, hrou-h sc:ttered timber, desc. 90 ft. alonz NE.
slove,

“1sh, cource ., thence 2lon~ E. < ore.

Ravine, 50 lks, wide, 30 rt. deep, course &., asc. 70 ft.
Minor srur, slores Ail,, derc. 20 ft.

Foint for the . sec. cor., ot secs. 7 and 28,

Set an ircn vost, 30 ins. lon-, 27 ins. dison., 4 ins. in the ground,
with brass cap marked

3281527
1955

raise = mound of stone, 3% ft. base, around the iron post to top of
post,

Desc. 20 ft.
Small wash, drains SV., asc, 200 ft. over steep S. siope.

5. crest of bench, bears S5, 70° %. and N, 70° E., thence over roll-

~ing land,

Head of draw, draining NW., asc. Si. slope.
Point for the cor. of secs, 21, 22, 27, and 28.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins, in the ground,
with brass cap marked

T24LSR10E

5211322

528827
1955




5.80
23,00

40,00

hao 50
59.00

80,00

0.50

raise a mound of stome, 24°2%. base,:
post.

ST e e T e
Land, broken. » »
Soil, shallow sand and shdle, = % .. - -2 -y
Timber, thinly scattered juniper.

. okl

N. O° 02t W., bet, seea. 21 and 22,

Over broken top of bench, through acattered tinber. wopig

N. crest of bench, bears E. and W., desc, 230 ft. ﬂmli. llopo ;

Wash, LO lks. wide, 3 ft, deep, course NE., asc. 20 ft alu&g
sli rht E. slope. SEEE

- “y ‘:"v',.'_
Point for the # sec. cor. of sees, 21 and 22, .o

Set an iron post, 30 ins, lonz, 2% ins, diam., 20 ins. iu the g
with brass cap marked

821522
1955 ' o '

raise a mound of stone, 2% :
post., . . L SRS

Desc., 20 ft. along gentle NE. slope. Ul
Wash, drains E., to Baptist Dras,

Baptist Draw, a wash, 80 lks. wide; 3 ft, deep, drains SE., asc,
30 ft. alons SW. slope.

Point for the cor. of secs, 15, 16, 21 and 22, falls in a gully
draining SW., an unsafe vlace for the cor.

Land, broken. o
Soil, sand and shale. :
Timber, thinly scattered scrub juniper. i

N. 0® 02! ¥,, bet. secs. 15 and 16.
Over broken land, through scattered timber. .

tness ‘
Point selected for the/cor. of secs. 15, 16, 21, and 22,

Set an iron rost, 30 ins. long, 2% ins, diem., & ing,-in the grow
with braes cap marked , . s
PeoBead o T WY

T24SRI0E «
‘ﬁmfnng o e

we o
1955




vaise a mound of stone, 3 ft, base, around the iron post totop of

y

m, Tt aﬁ /Su, Ro 10 Eo

post.,
Ase, 30 ft,

.

Base of stesp slope, bears NW, and E., asc, 90 ft,
Spur, slopes sharply to W., desc. 50 ft. along NW, slope.
Drain, course S, 20° W., asc, 90 ft. along SE. slope.

3. crest of bench, bears S, 60° W, and N. 70° E., cont. over broken
top of bench,

Point for the % sec. cor. of secs, 15 and 16,

Set an iron rost, 30 ins, long, 2% ins, diam., 2 ins. in the eround
to bedrock, with brass cap marked

3

8161515
1955

raise a mound of stone, 5 ft, base, around the iron post to top of
post.

Wash, 20 lks, wide, 2 ft. deei, course S. 70° E., asc, 100 ft.
Top of ascent, bears NW. and 5E,, desc, 100 £t, along NE, slope.
Waxsh, 20 lks, wide, 2 ft, deep, course F., asnc, 50 ft,

Srur, slopes sharply to E., desc., 110 ft. alonr NE. slope.
Foint for the cor. of secs. 9, 10, 15, and 16.

Set an iron rost, 30 ins, long, 2 ins, m., 20 ins, in the ground,
with brass cap marked

T24SR10E
5 91510 '
5161515

1955

raise a mound of stone, 3 ft. base, around the iron post, Lo .top of
post,

Land, broken,
8011, shallow sand and shale,
Timber, scattered juniper.

N, 0¢ 02¢% W,, bet, secs, 9 and 10,
Over nearly level land throurh thinly scattered timber,

Wash, 35 lks. wide, 3 ft. deep, course SE., asc, steep slove, 150
ft. high’

S. crest of bench, bears NW., and SE,, thence over rolling land.
Head &f wash, draining SW,

i A e e s e A e e EES



34,30
40.00

L3.60
76,80
80,0C

L. 30
25,30

3C.60

40,00

Drain, 1 ch. wide, 30.ft; dewp; pewree B -z
Point for the £ sec. cor. of secs, 9 and 10.

Set an irom post, 30 ins. lemng,
gromd, with brass cap mapked-; .-

raise a mound of stone, 33 ft. base, a.mmd the im post to top qf
post, . e LRSS ‘
Continue over nearly level land.:

Al

Wash, 1.50 chs. wide, 30 ft. deep, drains E.
Small wash, drains SE., asc, 20 ft.
Point for the cor. of secs, 3, 4, 9, and 10,

Set an iron post, 30 ins. long, 25 ins, diam., 20 ins, in the groumd,
with brass cap marked .

T24SR10E
.gL%}:s X . O
5 9|31

1955 ~

raise a mound of stone, 33 ft. base, around the iron post te top of
post.

Land, rollingz,
5011, shallow sand,
Tinbor, thinly scattered serub Junipor.

with brass cap marked

N, O Ouv W,, bet, secs. 3 and 4,
Over nearly level land through scattered :imber.
Trail road, bears K. 80° W. and SB,

N. crest of bench, bears S. 70° F. and K, 70° W., dese. 110 ft,
along NE. slope. . ,

%ish, 20 lks. wide, 4 ft., deep, oourse 8. 70* K., asc, 60 ft. over
rolling land, 1

Point for the : sec. cor. of secs, 3 and L.

Set an iram post, 30.ins, lamg, 24 ins. diam.; 22 ins, ia the growmd|

safsy
VR U . e S Ay

:ﬁm a mound of stone, 34 V. base, -sremmd the IMM te.Sep ‘f '
. ° : ! ) ;




88.90

109.85

m,;om.m,sm dsep, cum.mc. .

Mmmnbm NE. and 3V,

" j;!blgt for ﬂnl/l@ se0. cor. of sece., 3 and k4,

Set an honpom. 30 ins. long, 24 ine. diam., 4 ins. in the ground,

- with brass oap marked

e
s*als 3
1955

raise & mound of ltono, 5 e, baao, arcund the iron post, ‘.o top of
yost, v 1

Derc, 10 ft, over nearly lavel land,

Wash, 30 lks. wide, 2% ft, deer, course SE,, arzc, 50 7t, over S,
slope.

Interssct the 5, bdy, of sec, 3, T, 73 5,, R, 9 &,

Point for the closing cor. of secs, 3 3né 4,

Set an {ron ;ost, 30 ins. lon-, 2+ ins, <iwm,, 2 ins, 4in the vroun:,

with bross cap marked

-3
ot
kN %

S A & RL .
3038
wi ot

—
Bt
<
3

‘
O

S

\n?n":

relee o noaund of stone, 30 7t, bone, 370 M0k, 5, of the iron post,

Prom this cor,, ‘he : sec, cor, oripginilly :set to “un-tion as the
4 sec, cor, of secs, 4 and 33, an irom post, 1 4in. diwm., con’orm-
ing to “re record of the 1972 mu-vey, be:rs kast, R,59 chs, ist,
A8 Ltin cor. now functions na the ; aac. cor, of sec. 33 only, I
mark "19°5" on the brass cap And remove the murka "L 47,

land, rvliiing,
301i), s nd and zhale,
Tizber, thinly scattered junirer,

The point for the cor, of secs, 1 and 2, on the N. bdy., of the Tp.,
at yproportionate dist,, bet, the NE., cor. of the Tp., and the closing
cor, of secs, 3 and 4,

At the cor, point,

3et an iron post, 30 ins, long, 24 ins, diam., 4 ins, in the cround,

with brass cap marked

T233R108
T3
1955




Suhdivision, T. 24 8., R, 10 E,

Chains

16,20

W
]
o}
o

o~
O
.
D
1

85,60

87.80

109.95

raise a mound of stone, 3% ft. base, around the iron post to top of
post. .

From this cor., the i sec. cor. of sec., 35, on the S. bdy. of -T. 23
S., R. 10 E., originally set to function as the i sec. cor, of secs,.
2 and 35, ‘bears East, 8.49 chs., dist., marked w1th an iron post, 1.

in,. diam,, confonnlna to the record of the 1922 survey. I mark the
brass cap "1955" -and remove the marks "S2'",

g, 0° Q1! ©,, bet, secs. 1 and 2.

Desc, 40 ft. over rolling land.

Wash, course S, 70° E.

Point for the 1/16 sec. cor. of secs, 1 and 2,

Set an iron post, 30 ins. lon~, 2% ins, diam., 8 ins. in the ground,
with brass cap marked

1/16
S 2‘5 1

80
1955

Desc., 20 ft.
Bladed rosd, bears S. 60° E, and N, 60° W., desc. LO ft,
Foint for the : sec. cor, of secs. 1 and 2,

Set an iron rost, 30 ins. lons, 2¢ ins, diam., 18 ins. in the ground,
with brass cap marked

P

52181
1955

rzise a mound of stone, 2% ft. base, around the iron post, to top of
post.,

Graded geravel road, bears NW. and SE.

Wash, 40 lks, wide, 4 ft. deep, drains SW., asc., 80 ft. over N,
slove,

Point for the cor, of secs., 1, 2, 11, and 12, at a distance calcu-
lated to intersect a parallel connectlng the cor. of secs, 1 and 12,
on the E. bdy. and the cor. of secs. 3, 4, 9, and 10.

Set an iron rost, 30 ins. long, 2% ins, diam., 5 ins, in the ground,
with brass cap m:rked .

T24SR10E

S2|S1
S11|5812
- 1955

raise a mound of stone, 4 ft. base, around the iron post, to top of
post.,

Land, rolling,
Soil, sandy.
Timber, scattered scrub juniper.
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;xfm#w @
| #0.00

b L

72.30
78.50

0.50
40.00

40,40

.

'-f

R, 89% 58" W, ; batween seos. 2 and 11, on a theoretical parallel

100 Lo anairiadon,: Ty 84 8., R, 10 E,

Seio 3o sonnesting tho oor. of secs, 1 and 12 on the E. bdy. and the cor;
f:&rﬁi,.ﬁ%m sees, 8, k, 9, and 0. . s

Dno. 220 n. along N. slope,

\ P

Vash 90 1kt. wide, 8 ft. deep, course S., ase, 20 ft.
fbiﬁt for the k sec, cor. of secs, 2 and 1,

Set an iron post, 30 ins, long, 2% ins, diam., 1 in, in the ground
to bodrook, with brass eap marked

i
1955

raise a mound of stone, 3 ft. base, around the iron post, to top of
post.,

Along gentle S. d ope,

Small wash, drains S, 30° E. |

Chute Canyon, a wash, 60 lks, wide, 3 ft. deep, course SE,
Point for the cor. of secs, 2, 3, 10, and 11.

Set an iron post, 30 ins, lonr, 2s ins, diam., 18 ins. in the rround,
with brass cap marked

T24SR10E

2318 2

310{S11
1955

raise 3 mound of atone, 4 ft. base, around the iron rost to top of
post,

Land, rolling.
Soil, sand.
Timber, thinly scattersd scrub juniper.

“‘pgtse & mound of stone, 44 ft.' base, around the iron post totop of

with brass cap marked

N. 0° O4' W,, bet, secs, 2 and 3,

Over broken land,

Chute Canyon, a wash, drains SE., asc, 150 ft, over broken S, slope.
Point for the { eec, cor. of secs. 2 and 3.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,

i
8 3{s 2
1955

post,

Oraded gravel road, bears E, and W., asc, 200 ft, over steep S.
slope,




53.00

64.60
79.00

80,00

98.10
109,88

T I T % T R J ‘ii‘ g
S. crest ofbench, bearss. ZO'I.MB. onmm
W‘!’ wp Of bﬂlﬂh. L4 . St J s

Point for the 1/16 sec. m.e&uu.zms.

Set an iron post, 30 ins, long, 23 ins. dinl., 5 m. ™
with brass cap marked

¥
¥

1/16
S 38 2

80 e i
1955 L

raise a mound of stone, 3 ft. base, around the iron poct, to. tgp Qf
post.

N. crest of bench, bears E. and W., desc. 0 ft, ovér N, dfﬁp‘; ’

Point for the cor, of secs. 2 and 3, on the N. bdy, ‘of the 1.}’ at} ;
proportion: te dist,, bet. the nx. car. of the ‘na. and tho clod.ngz

cor, of secs. 3 and 4. |

At the cor. point,

Set an iron post, 30 ins. long, 2 ins. diam., 2 ins, in the groud |
to bedrock, with brass cap marked

T23SR10E

35

TS
1955

raise a mound of stone, 43 ft, base, around the iron pont, to top of
post,

Fro- this cor,, the I: sec. cor, or sec. 3b, on tho 8. bd.y of T, 23
3., R. 10 E., originally set to function as the } sec. cor. of secs.
3 and 34, bears East, 8,54 chs.'dist., maried with an iron post, 1
in, diam., conforming to the record of the 1922 survey. I mark the
brass cap "1955" and remove the marks "3S3», :

Land, broken, : ' R T
30il, shallow sand and shale, o SN g
Timber, thinly scattered scrud juniper, Co SR

ey 5 -

The point rort.hoiuc. cor, of ses. 2, hatl‘ldpoint.wﬂul.%
bdy. of see. 2, : i

At the cor, wm’

%

Set iron 30111’. PY ‘.m
4 = “m. leng, 2).1np. flam.s. b %

o ond U e Lpewy TEYE Y




LWL L 4’3’3"#‘”2’ ‘

<04
- Subdivistom; T. 24 8., R, 10 E.
Feme.
s 2
1955
~== -] raise a mound of stone, 4 ft, base, around the iron post to top of

post.

From this cor., the cor. of secs. 34 and 35, on the S: bdy. of T. 23
S., R, 10 E., originally set tofunction as the cor. of secs. 2, 3,
‘34, and 35, bears East, 8,515 chs. dist, mkd, with an iron post, 2
ins, diam,, conforming to the record of the 1922 survey., I mark
the brass cap "1955" and remove the markes "S 3 and S 2",

From the cor, of seecs, 15, 16, 21, and 22.
N. 89° 59' W,, bet, secs. 16 and 21,
Over broken land through scattered timber.

2,60 Wash, 25 lks, wide, 3 ft, deer, course S,, thence along broken slore
draining southerly, :

10,70 Wash, 4O lks, wide, 3 ft, deer, course S, 20° E,, asc, 110 ft. over
E. slore,

19,00 Spur, slores SE., asc. 20 ft, along S. slore.

29,50 Wash, course S, 70° E., thence over broken top of benchdraining
southerly,

40,00 Point for “he { sec. cor. of secs, 16 and 21 falls in a wash, course
SE., unsafe plzce to monument the cor,

41.50 Point selected for the witness } sec, cor, of secs, 16 and 21,

l Set an iron post, 30 ins, lon;, 2% ins, diam., 6 ins, in the ;round,
with brass cap m:rked

! 516 ..
521 C
1955

ralse 1 mound of stone, 3 ft, base, around the iron post, totop of
post,

56.90 | Wash, 20 lks, wide, 2 ft, deep, course S, 70° E,

67.70 Baptist Draw, a wash, 80 lks, wide, 6 ft., deep, course SE., thence
along NE, slope,

76.50 | Wash, 50 lks. wide, 3 ft., deep, course N, 20° E,
80,00 Point for the cor, of secs, 16, 17, 20, and 21,

Set an iron vost, 30 ins. long, 2% ins., diam., 18 ins, in the rround,
with brass cap marked

T24SR10F

8171816

82082
1955

. 1
raise a mound of stone, 4 ft, base, around the iron post to top of
post, v




Subdivision, T. 24 S., R. 10 E,

Chains

14.70
32.30
37.70
40,00

52440
58.30
66.50

80,00

Land, broken. -
Soil, sandy clay loam and shale.
Timber, scattered scrub juniper.

N. 0° 03! W., bet. secs. 16 and 17.

Over broken land, through scattered timber, asc. 100 ft. over S.
slope.

Spur, slopes SE., desc. 100 ft. along NE. slope.
Wash, 60 lks. wide, 3 ft. deep, drains S. 30° E.
Same wash, course SW., asc, 10 ft. |
Point for the % sec. cor. of secs. 16 and 17.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the’
ground, with brass cap marked

1
1
517|516
1955

raise a mound of stone, 3 ft. base, around the iron post to top of
pOSt.

Over rolling land,
Wash, 30 lks, wide, 3 ft, deep, course S, 70° E,, asc, 4O ft,-
Base of slope, bears NW, and E., asc. 150 ft. over steep S. slope.

S, crest of bench, bears NW, and SE., asc. 20 ft, over top of
nearly level bench,

Point for the cor. of sees. 8, 9, 16, and 17.

Set an iron post, 30 ins. long, 2% ins, diam., 2 ins. in the ground
to bedrock, with brass cap marked .

T24LSR10E

raise a mound of stone, 4 ft. base, a round the iron post, to top of
post.

Land, broken and rolling.
Soil, shallow sand and shale, -
Timber, scattered scrub juniper.

From the cor, of see. 9, 10, 15, and 16,
N. 89° 58! W., bet, secs, 9 and 16,

Over broken land through scattered timber, asc. 170 ft. along NE.
slope.
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P13 1>)
Subdivision, T. 24 S., R. 10 E,

Chains
9.90 Crest of bench, bears NW. and SE., continue over nearly level top of
bench,
2440 Crest of bench, bears NE, and SW., desc, 110 ft, along NW, slope.
28,89 Wash, drains N, 30° E., asc, 90 ft. along SE. slope,
33.70 Crest of bench, bears N, 30° E, and S. 30° W,, continue over top of
nearly level bench.
39.96 Point for the  sec. cor. of secs. 9 and 16.
Set an iron post, 30 ins. lone, 2% ins. diam., 20 ins, in the ground,
with brass cap marked
S 9
516
1955
raise a mound of stone, 3 ft. base, around the iron post to top of
rost.
43,30 Crest of bench, vears N, and 5., desc, 130 ft. over W. slope.
50,10 wash, drains S. 25° W., asc. 150 ft, alons SE. slope.
63.50 Crest of bench, bears N. 70° Z. und 3. 70° W., continue over top of
nearly level bench.
79.92 The cor. of secs, 8, 9, 16, and 17.
Land, broken rims and nearly level benches.
Soil, shallow sand and shale,
Timber, thinly scattered scrub junirper.
|
i From the cor., of secs. 4, 5, 32, and , on the 5. bdy. of the Tp.
!
N. 0° 03t ., bet, secs. 32 and 33.
Desc. 30 ft. over rollin- land throurh scattered timber.
29.70 Drain, course W., asc, 120 ft. over S. slore,
35.00 Top of steep ascen®, bears E, and W., thence over nearly level land.
4,00 Point for the ; sec. cor, of secs. 32 and 33.
3et an iron post, 30 ins. long, 2: ins, diam., 6 ins, in the eround,
with brass cap marked :
%;
532|533
1955
raise a mound of stone, 4 ft, base, around the iron post, to top of
post.,
Continue over nearly level land.
80,00 Point for the cor. of secs, 28, 29, 32, and 33.




Subdivision, T. 24 S., R. 10 E.

Chains

11.60
19.30
29.50
31,60

47,00

43.30
55.00
66.50

80.00

Set an iron post, 30 ins. long, 23 ins. diam., 6 ins. in the groumd,|

with brass cap marked

T24,SR10E

5291528

532(833 - .
1955

raise 2 mound of stone, 6 ft. base, around the iron post, to top of
post.

Iznd, rolling.

Soil, shallow sand and shale. .

Timber, scatteresd scrub juniper.

From the cor. of secs, 5, 6, 31 and 32, on the S, bdy. of the Tp.
N. 0° 03! W., bet. secs, 31 and 32,

Over broken land through scattered timber, asc. 140 ft. over 3.
slope. ’

Spur, slopes sharnly to E., desc. 190 ft. along NE, slope.
Shallow drain, course E., asc, 180 ft, along SE. slope.

Crest of bench, bears SW, and NE., continue over top of bench,
Head of ravine, draining V.

Point for the i sec, cor. of secs, 31 and 32.

Set an iron post, 30 ins. lon-, 2%

with brass cap morked

ins, diam., 20 ins. in the ground

S3l}532 '
1955

raise a mound of stone, 5 ft. base, around the iron post to top of
post.

Crest of bench, bears W; and N., irrezularly along line.

Same crest of bench, bears to NE., desc. 100 ft. along NW. slope,
Small wash, drains SW., ase. 150 ft. over S. slope.

Point for the cor. of secs, 29, 30, 31, and 32.

Set an iron rost, 30 ins. lons, 2% ins. diam., l4 ins, in the
ground, with brass cap marked

T24SR10E

5301529

5311332
1955

Land, broken.
Soil, shallow sand and shale.
Timber, scattered scrub juniper.
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Subdivision, T. 24 S., R. 10 E,

Chains

2.00°

6.90
36,30
40,01

80,02

11.20
19.40

40.00

61.30

79.24

West, bet. secs. 29 and 32,

From the cor. of secs, 28, 29, 32, and 33.

Over rolling land through scattered timber,
Wash, drains NE,

Bladed road, bears NW. and SE.

Shallow drain, course NE.

Point for the i sec., cor. of secs. 29 and 32.

Set an iron post, 30 ins. long, 2% ins, diam., 8 ins. in the ground,
with brass cap marked

S29

532
1955

raise a mound of storie, 4 ft. base, around the iron post, to top of
post.

Continue along broken slope, draining southerly.
The cor. of seecs, 29, 30, 31, and 32.
Land, rolling and broken.

Soil, shallow sand and shule,
Timber, scattered scrub juniper.

N. 89° 57' W,, bet, secs, 30 and 31,

Over rolling land throurh scattered timber, desc. 120 ft. along
SA. slorpe.

Wash, drains S., asc, 140 ft. over E. slope.
Top o7 ascent, bears N. and S., thence over nearly level land.
Point for the : sec., cor. of secs, 30 and 31,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins, in the ground;
with brass cap marked

530
B S31
1955

raise a mound of stone, 4 ft. base, around the iron post to top of
post.

Continue over nearly level land.

Leave timber, bears N, and S.‘

The cor. of secs. 25, 30, 31, and 36, on the W. bdy. of the Tp.
Land, rolling.

Soil, shallow sand and shale.
Timber, scattered scrub juniper in E. 60 chs.




N

T. 24 S., R. 10 E.

General Description

The land enclosed by this township is composed of rolling limestone
mesa land, cut by canyons and gulches draining southerly to the San
Rafael Reef. The main drainage is Chute Canyon which heads at Tan
Seep, in sec. 3, draining southerly to leave the township on the
south boundary of sec, 35.

The land is covered by scattered scrub juniper and pinon, inter-
spaced with openings growing a fair growth of grass. ’

The elevation varies from 5800 ft, zbove sea level in Chute Canyon,
on the south boundary of the township, to 7400 ft. at the base of
Family Butte, on the north boundary.

A road, from Temple Mountain to Tan Seep, enters the township on
the south boundary of sec. 33, and bears northerly to Tan Seep
which is located in sec. 3.

& road, from Tan Seep to Castledale, bears northeasterly to leave
on the north boundary of sec. 3. Another road from Tan Seep to
the Delta Mine on the Muddy River, bears southwesterly to leave on
the west boundary of sec, 19.

Another road from Tan Seep through Red Canyon to Tomsich Butte on
the Muddy River leaves the Tan Seep - Delta Mine road, about one
half mile west of Tan Seep, bearing westerly to leave on the west
boundary of sec, 6. ’ '

The settlement of this township is impracticable due to the lack of
water, but is extensively used for stock grazing.

8. 5. COVERENINT PRINTING GOFICE 16—28520-1
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CERTIFICATE OF CADASTRAL ENGINEER

y
Andrew Nelson, Cartographgr-Cada.ath. .
We _Phil D. Smith, Cartographic Survey Aid , HEREBY CERTIFY upon honor tk

pursuance of special instructions bearing date of the . 13th day of ._August, 1954

W& have surveyed the East and West Boundaries and a Portion of the Subdivision of

Township 24 South, Range 10 East

of the . Salt Lake Meridian, in the State of Utah ,which are |

represented in the foregoing field notes as having been executed by ?i)se and under% direction ; and that :
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the
Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes.

2Dy . '
January. 13,1956 _.,6_44.{[_4_-
Cecatro

Salt Lake City, Utah

Cartograpi

é‘F:éagag’f,raI ‘

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D. C., __1uN_2 6 1958 , 19

The foregoing field notes of the survey of __._the E, and W, Bdy., and a Portion of the

executed by ... Andrew Nelson and Phil. D, Smith

having been critically examined and found correct, are hereby appZ
v

LMo

¥ Cadastral Engine Stdff Officer.

CERTIFICATE OF TRANSCRIPT

ue copy of the original field notes.

Cadastral Engineers
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